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EXECUTIVE SUMMARY

Virginia Regulatory GuidesMAREGS) are issued to describe and make available to the applicant or licensee,
acceptable methods of implementing specific part2MAC5- 481, ‘Virginia Radiation Protection

Regulations’, to delineate techniques used by the staff in evaluating past specific paleostulated

accidents, and to provide guidance to applicants, licensees, or registrantEG8As#Re not substitutes for
12VAC5-481, ‘Virginia Radiation Protection Regulations; therefore, compliance with them is not required.
Methods and solutions different from those set forth in this guide will be acceptdiag provide a basis for

the Virginia Department of Health (VDH), Radioactive Materials Paoyg to determine if a radiation

protection program meets the current rule and protects health and safety.

Comments and suggestions for improvements in this VAREG are encouragedregsainid it will be revised,
as appropriate, to accommodate comments and to reflect new information or eepe@entments should be
sent to:Virginia Department of Health, Radioactive Materials Program, 109 GovernorStreet, Room 730,
Richmond, VA 23219.

Requests for single copies of this guide (which may be reproduced) can benmaitiag to Virginia
Department of Health, Radioactive Materials Program, 109 Governor Stoeet, F30, Richmond, VA 23219.

This guide is also available on our webditip://www.vdh.virginia.gov/Epidemiology/RadiologicalHealth/

This VAREG, ‘Guidance for Industrial Radiography Use’, has been developaddamséine the application
process for an Industrial Radiography license. A copy of the VDH Forppligation for a Radioactive

Material License Authorizing the Use of Industrial Radiography’ is éxtatAppendix A of this guide.

Appendix C through P provide examples, models and additional information that can be used when

completing the application.

It typically takes 60-90 days for a license to be processed and issued if fhatagpls complete. When
submitting the application be sure to include the appropriate application feerid@®dAC5-491


http://www.vdh.virginia.gov/Epidemiology/RadiologicalHealth/

In summary, the applicant will need to perform the following to submit an applicati@m findustrial
Radiography license:

e Use this regulatory guide to prepare the VDH Form, ‘Application for a Ratieadaterial License
Authorizing the Use of Industrial Radiograpligppendix A).

e Complete the VDH Form, ‘Application for a Radioactive Material Licensthérizing the Use of
Industrial Radiography’Appendix A). See ‘Contents of Application’ of the guide for additional
information.

e Include any additional attachments.

All supplemental pages should be on 8 2" x 11” paper.
Please identify all attachments with the applicant's name and license niiinabemewal).

e Avoid submitting proprietary information unless it is absolutely necessary.

e Submit an original signed application along with attachments (if any).

e Submit the application fee (for new licenses only).

e Retain one copy of the licensee application and attachments (if any) fdugurerreferenceyou will
need this information because the license will require that radioactivaahbepossessed and used in

accordance with statements, representation, and procedures provided in the @pplichsupporting

documentation.

If you have any questions about the application process, please contact thiat¢8@€) 864-8150.
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ABBREVIATIONS

ALARA as low as reasonably is achievable

ANSI American National Standards Institute

ALI annual limit on intake

Bq Becquerel

CFR Code of Federal Regulations

Ci Curie

cm centimeter

cn? centimeter squared

cpm counts per minute

CcocC Certificate of Compliance

DOE United States Department of Energy

DOT United States Department of Transportation

dpm disintegrations per minute

DU Depleted uranium

hr Hour

GM Geiger-Mueller

IN Information Notice

mCi millicurie

mR milliroentgen

mrem Millirem

mSv Millisievert

NARM Naturally-occurring and Accelerator-produced Radioactive Nadter

NIST National Institute of Standards and Technology

NMSS Office of Nuclear Materials Safety and Safeguards

NRC United States Nuclear Regulatory Commission

NVLAP National Voluntary Laboratory Accreditation Program

OSL optically stimulated luminescence dosimeter

RG Regulatory Guide

RQ Reportable quantities

RSO Radiation Safety Officer

Sl International System of Units (abbreviated S| from the French &&®g Internationale
d'Unites)

SSD Sealed Source and Device

SSDR Sealed Source and Device Registry

Sv Sievert

TEDE Total effective dose equivalent

Tl Transportation Index

TLD Thermoluminescent dosimeters

VDH Virginia Department of Health

uCi microcurie

% percent



PURPOSE OF GUIDE

This document provides guidance to an applicant in preparing a license applioatndustrial Radiography.
It also provides guidance on VDH'’s criteria for evaluating an Industrididgeaphy license application. Itis
not intended to address the research and development of radiography devicesatedsspdpment, or the
commercial aspects of manufacturing, distribution, and service of such devagsipment. The term
‘radiography’ as used in this guide means an examination of the structure pnaisate nondestructive
methods, using ionizing radiation to make radiographic images generallygasmmga-emitting radioactive
materials (radioisotopes). The radioisotopes most commonly used for radiogragiopalt-60 and iridium-
192; however, other radioisotopes (e.g. californium-252) with unique radiological telestacs may also be
used.

This guide identifies the information needed to complete VDH Form, ‘Appicédr a Radioactive Material

License Authorizing the Use of Industrial Radiograp®pigendix A).

The format for each item number in this guide is as follows:
e Rule - references the requirements fra@VAC5-481 ‘Virginia Radiation Protection Regulations’
applicable to the item;
e Criteria - outlines the criteria used to judge the adequacy of the applicant's response
e Discussion- provides additional information on the topic sufficient to meet the needs of most readers;
and
e Response from Applicant- shows the appropriate item on the application and provides: response(s),

offers the option of an alternative response, or indicates that no response is neededpin.that t

The information submitted in the application must be sufficient to demonstrate thatgu@ppspment,
facilities, personnel, and procedures are adequate to protect the health gnaf sladetitizens of the

Commonwealth of Virginia in accordance with agency guidelines. Submission of imterapinadequate

information will result in delays in the approval process for the liceAsklitional information will be

requested when necessary to ensure that an adequate radiation safety pasgvaen established. Such
requests for additional information will delay completion of the applicationisweand may be avoided by a

thorough study of the rule and these instructions prior to submitting the application.



12VAC5-481 ‘Virginia Radiation Protection Regulations’requires the applicant and/or licensee to develop,
document, and implement procedures that will ensure compliance with the rule. The aggpdadcribe
radiation protection procedures. Each applicant should read the rule and procedurttg aadethen decide if
the procedure addresses specific radiation protection program needs at tteppdicility. Applicants may
adopt a procedure included in this VAREG or they may develop their own procedures to witimgie

applicable rule.

In this guide, “dose” or “radiation dose” means absorbed dose, dose equivalentjeeffesé equivalent,
committed dose equivalent, committed effective dose equivalent, or total\effdose equivalent (TEDE).
These terms are defined in th2VAC5-481-10. Rem and Sievert (Sv), its Sl equivalent (1 rem = 0.01 Sv), are
used to describe units of radiation exposure or dose. These units are used1¢a@$e481 ‘Radiation
Protection Regulations’, Part IV ‘Standards for Protection Against Radiaton’, sets dose limits in terms of
rem, not rad or roentgen. Furthermore, radioactive materials commonly usediame emit beta and photon
radiation, for which the quality factor is 1; a useful rule of thumb is an exposure oftfjeneés equivalent to

an absorbed dose of 1 rad and dose equivalent of 1 rem.

The VAREG provides the latest guidance and is modeled on the Nuclear BggGlatnmission’s (NRC)
NUREG 1556, Volume 2. The VAREG shows the requirements in terms d2YH&C5-481 ‘Virginia
Radiation Protection Regulations’and provides a user-friendly format to assist with the preparation of a
Industrial Radiography license application.



LICENSES

Applicants should study this document, related guidance, and all applicableioagutarefully before
completing the VDH Form ‘Application for a Radioactive Material Li@Asithorizing the Use of Industrial
Radiography’. VDH expects licensees to provide requested information ornicspspicts of their proposed
radiation protection program in attachments to the application. When necessary, ajCaskithe applicant for
additional information to gain reasonable assurance that an adequate radia¢ictoprptogram has been
established.

After a license is issued, the licensee must conduct its program in acmwidimthe following:
e Statements, representations, and procedures contained in the application andpormenes with
VDH;
e Terms and conditions of the license; and

e 12VAC5-481 ‘Virginia Radiation Protection Regulations.
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THE ‘AS LOW AS IS REASONABLY ACHIEVABLE
(ALARA)" CONCEPT

12VAC5-481-630 Radiation protection programstates thatéach licensee shall develop, document, and
implement a radiation protection program commensurate with the scope and extent of licengassaand
“the licensee shall use, to the extent practical, procedures and engineering controls basedingoadiation
protection principles to achieve occupational doses and doses to members of the public thaA&A”.‘Hiis
section also requires that licensees review the content of the radiationipngpeagram and its

implementation annually.

Information directly related to radiation protection standard2MAC5-481 ‘Virginia Radiation Protection

Regulations’, Part IV ‘Standards for Protection Against Radiation’, is contained in:

¢ NRC’s NUREG-1736, ‘Consolidated Guidance: 10 CFR Part 20 - Standards for ProtegdiostA

Radiation.’

Applicants should consider the ALARA philosophy detailed in these reports when devgitamago work

with licensed radioactive materials.

11



WHO REGULATES FACILITIES IN THE
COMMONWEALTH OF VIRGINIA?

In the special situation of work at federally controlled sites in the Commdthveéd/irginia, it is necessary to
know the jurisdictional status of the land to determine whether the Nuclear ®eg@ammission (NRC) or
VDH has regulatory authority. The NRC has regulatory authority over ldadwaed to be under “exclusive
federal jurisdiction”, while VDH has jurisdiction over non-exclusive fatigrrisdiction land (se&able 1).
Applicants and licensees are responsible for finding out, in advance, the juwislistatus of the specific
areas where they plan to conduct licensed operations. VDH recommends thansppha licensees ask their
local contacts for the federal agency controlling the site (e.g., contraerpé@nvironmental health officer,
district office staff) to help determine the jurisdictional status of the laddaprovide the information in
writing, so that licensees can comply with VDH or NRC regulatory requittsnas appropriate. The

following table lists examples of regulatory authority.

Table 1: Who Regulates the Activity?

Applicant and Proposed Location of Work Regulatory Agency
Federal agency regardless of location (except that Department| of
Energy [DOE] and, under most circumstances, its prime contrajctors NRC
are exempt from licensind ) CFR 30.12)
Non-federal entity in non-Agreement State, U.S. territory, or NRC
possession
Non-federal entity in Virginia at non-federally controlled site VDH
Non-federal entity in Virginia at federally-controlled sitet VDH
subject to exclusive Federal jurisdiction
Non-federal entity in Virginia at federally-controlled site subject to NRC
exclusive federal jurisdiction

A current list of Agreement States (states that have entered into agteevith the NRC that give them the
authority to license and inspect radioactive material used or possessed wittborihers), including names,
addresses, and telephone numbers of responsible officials are maintained ffidBGf Federal and State

Materials and Environmental Management Programs and is available on thesitettp://nrc-stp.ornl.gov/

12
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MANAGEMENT RESPONSIBILITY

VDH endorses the philosophy that effective radiation protection program magtgemnital to safe operations

that comply with VDH regulatory requirements.

"Management" refers to the chief executive officer or other individual hakiaguthority to manage, direct,
or administer the licensee’s activities or that person’s delegate or @slega

To ensure adequate management involvement, a management representativef(eeealtive officer or

delegate) must sign the submitted application acknowledging manageroentigments to and responsibility

for the following:

Radiation protection, security, and control of radioactive materials, and caogiiath rule;
Knowledge about the contents of the license application;

Compliance with current VDH and United Department of Transportation (DOT )ateang and the
licensee’s operating and emergency procedures;

Provision of adequate resources (including space, equipment, personnel, time, anddjfauetietors)
to the radiation protection program to ensure that the public and workers are protenteatifation
hazards;

Appointment of a qualified individual who has agreed in writing to work as the RSO;

Confirming that the RSO has independent authority to stop unsafe operations and wehbsufficient
time to fulfill his/her radiation safety duties and responsibilities;

Ensuring worker audits are conducted at 6-month intervals (may be perfoyrtteiRSO);

Ensuring workers have had adequate training;

Reporting equipment failures as required urldd®/AC5-481-153Qand

Ensuring current, up-to-date VDH and DOT rules and regulations areldeddaall employees.

Management may delegate individuals (i.e., an RSO or other designated individuddirtit amendment

requests to VDH. A correspondence delegation letter must be completed, sigreakiggment and submitted

to VDH. A sample letter has been included\ppendix C.

13



APPLICABLE RULE

It is the applicant’s or licensee's responsibility to obtain, read and faRMAC5-481 ‘Virginia Radiation

Protection Regulations:

The following Parts 012VAC5-481 ‘Virginia Radiation Protection Regulations’ contain requirements

applicable to Industrial Radiography licensees:

o Part | ‘General Provisions’

e Part lll ‘Licensing of Radioactive Material’

e Part IV ‘Standards for Protection Against Radiation’

e PartVv ‘Radiation Safety Requirements for Industrial Radiographicailpes’
e Part X ‘Notices, Instructions and Reports to Workers; Inspections’

e Part Xl ‘Transportation of Radioactive Material’

Requests for single copies of the above documents (which may be reproduced) canibenmitiadg to:
Virginia Department of Health, Radioactive Materials Program 109 @ové&treet, Room 730, Richmond,
VA 23219 or for an electronic copy go to our web site at:

http://www.vdh.virginia.gov/Epidemiology/RadiologicalHealth/

14
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HOW TO FILE

Applicants for a materials license should do the following:

Be sure to use the current guidance from VDH in preparing an application.

Complete VDH Form, ‘Application for a Radioactive Material Licenseh@tizing the Use of Industrial
Radiography’ Appendix A).

For each separate sheet, other than submitted with the application, identify atni kiee item number
on the application, or the topic to which it refers.

Submit all documents, on 8-1/2 x 11 inch paper.

Avoid submitting proprietary information unless it is absolutely necessary.

Submit an original, signed application.

Retain one copy of the license application for your future reference.

Deviations from the suggested wording of responses as shown in this VAREG or submission of
alternative procedures will require a more detailed review.

Note: Personal employee information (i.e.; home address, home telephone number,e8ocigl Sumber, date of birth

and radiation dose information) should not be submitted unless specificalsted by VDH.
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WHERE TO FILE

Applicants wishing to possess or use radioactive material in the Commdnofditginia are subject to the
requirements 012VAC5-481'Virginia Radiation Protection Regulations’ and must file a license application
with:

Virginia Department of Health

Radioactive Materials Program

109 Governor Street, Room 730
Richmond, VA 23219

16



LICENSE FEES

The appropriate fee must accompany each application or license amendment fiRgfersnl2VAC5-490t0
determine the amount of the fee. VDH will not issue the new license prior tacéptreOnce the technical
review has begun, no fees will be refunded. Application fees will be charged esgastiVDH’s disposition

of an application or the withdrawal of an application.

Licensees are also subject to annual fees; refe2\W¥é\C5-49Q

Direct all questions about VDH'’s fees or completioritein 12 of VDH Form, ‘Application for a Radioactive
Material License Authorizing the Use of Industrial RadiograpAypendix A) to: Virginia Department of

Health, Radioactive Materials Program, 109 Governor Street, Room 730, Richmond, VR&3219 or (804)
864-8150
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CONTENTS OF APPLICATION

Item 1: Type of Application

On the application check the appropriate box and list the license number for renewahdmeent.

Response from Applicant:

Iltem 1 Type Of Application (Check one box
[ New License [] Renewal License Number

Item 2: Name and Mailing Address of Applicant

List the legal name of the applicant's corporation or other legal entity ingitt dontrol over use of the
radioactive material. A division or department within a legal entity may notibersé¢e. An individual may
be designated as the applicant only if the individual is acting in a privatdtgagratthe use of the radioactive
material is not connected with employment in a corporation or other legal &natyde the mailing address
where correspondence should be sent. A Post Office box number is an acceptableadthidiss,

Notify the agency of changes in the mailing address.

Response from Applicant:

Item 2 Name And Mailing Address Of Applicant:

Applicant’'s Telephone Number (Include area code):

Note: The agency must be notified in the event of change of ownership or control and tnirapeedings, see below
for more details.

Timely Notification of Change of Ownership or Control

Rule: 12VAC5-481-330, 12VAC5-481-500 B

Criteria: Licensees must provide full information and obtain VDH'’s written consent priomsféraing
control of the license, or, as some licensees call it, ‘transferririgcémse’.

Discussion: Changes in ownership may be the results of mergers, contractual agreenyenits, lon majority
stock transfers. Although it is not VDH's intent to interfere with the businessatecof licensees, it is
necessary for licensees to obtain prior VDH written consent. This is to enstobaveng:

18



¢ Radioactive materials are possessed, used, or controlled only by persons whoitidice st
issued by VDH, the NRC, or another Agreement state;

e Materials are properly handled and secured;

e Persons using these materials are competent and committed to implerapptiogriate
radiological controls;

e A clear chain of custody is established to identify who is responsible &disposal of
radiography devices; and

¢ Public health and safety are not compromised by the use of such materials.

Note: Appendix E identifies the information to be provided about transfer of control.

Notification of Bankruptcy Proceedings
Rule: 12VAC5-481-500

Criteria: Immediately following filing of voluntary or involuntary petition for bankruptcy doragainst a
licensee, the licensee must notify VDH in writing, identify the bankruptcyten which the petition was field
and the date of filing.

Discussion: Even though a licensee may have filed for bankruptcy, the licensee remains responsible
compliance with all regulatory requirements. VIDEleds to know when licensees are in bankruptcy
proceedings in order to determine whether all licensed material is aeddanand adequately controlled and
whether there are any public health and safety concerns (e.g., contamioéitgll #4DH shares the results of
its determinations with other entities involved (e.g., trustees) so that hedltafety issues can be resolved
before bankruptcy actions are completed.

Licensees must notify VDH immediately of the filing of a bankruptcy joetiti

Item 3: Person To Contact Regarding Application

Criteria: ldentify the individual who can answer questions regarding the application andkeiticeir
telephone number. This is typically the proposed RSO or knowledgeable managermiant dtiie agency
will contact this individual if there are any questions about this application.

Discussion: Notify the agency if the contact person or telephone number changes. This notice is ‘for
information only’ and does not require a license amendment fee.

Response from Applicant:

Item 3 Person To Contact Regarding Application:

Contact’'s Telephone Number(Include area code):

19



Item 4: Location of Radioactive Material
Rule: 12VAC5-481-450, 12VAC5-481-500, 12VAC5-481-590, 12VAC5-481-1200 A, 12VAC5-481-1530 C

Criteria: Applicants must provide a specific address for each location where radioaatematwill be used,
stored, or dispatched.

Discussion: Specify the street address, or other descriptive address (such as on High&ayiles east of the
intersection of Highway 17 and State Route 234), city and zip code for each permanaget st use facility
and field station. A field station is a location where licensed materiabmatored or used, and from which
the applicant will dispatch equipment to jobsites.Post Office Box address is not acceptable because the
agency needs a specific address to allow an inspector to find the use andtorage location If devices

will NOT be stored at a dispatch site or field station, indicate this. The appdivauld indicate whether a
location will be used to perform radiographic operations, storage of sources and deu®ed and stored.
The applicant should indicate if a permanent cell is located at the address.

Obtaining a VDH license does not relieve a licensee from complyifigother applicable federal, state or local
regulations (e.g., local zoning requirements for storage locations).

Response from Applicant:

Item 4 Location of Radioactive Material Do not use Post Office Box):

[0 Used Address: Telephone Number (Include area code):
[J stored
[0 Used and Stored

[] Permanent Cell Facility
Used Address: Telephone Number (Include area code):
Stored

Used and Stored

[] Permanent Cell Facility
Used Address: Telephone Number (Include area code):
Stored

Used and Stored

[] Permanent Cell Facility

Is industrial radiography performed at temporaty $ites?: [] Yes [] No

Note: If radiography operations are expected to exceed 180 days at a tempusdey jben provide written notification
to the agency prior to exceeding the 180 days (a license amendment is metjequi
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Item 5: Radiation Safety Officer (RSO)
Rule: 12VAC5-481-450 A, 12VAC5-481-630, 12VAC5-481-1200, 12VAC5-481-1310

Criteria: RSOs and potential designees are responsible for ensuring that the 'scextBation safety program
is implemented in accordance with approved procedures, and must have adequageaindiexperience.

Discussion: The person responsible for the radiation protection program is called the RSQyeifibyg a
believes the RSO is the key to overseeing and ensuring safe operation of tleeBcetBography program.
The RSO needs independent authority to stop operations that he or she considers unsafee Hesbhave
sufficient time and commitment from management to fulfill certain duties @padmsibilities to ensure
radioactive materials are used in a safe manner. Typical RSO dutibgstrated inTable 2.

The RSO may delegate certain day-to-day tasks of the radiation goteaigram to other responsible
individuals (potential designees). For example, a large testing compémnmyuitiple field stations may
appoint individuals designated as ‘site RSOs’ who assists the RSO and are bésfondie day-to-day
activities at the field stations. Licensees may also appoint other individhalsay ‘step-in’ as an emergency
contact when the RSO is unavailable. The potential designees do not need to mgairdteRSO
gualifications; however, these individuals should be qualified, experienced radiogreybloeare adequately
knowledgeable of the activities to which they are assigned. Applicants do not hdewetily other responsible
individuals if day-to-day tasks, etc. will not be delegated.

VDH requires the name of the RSO on the license to ensure that licensee neartdgenidentified a
responsible, qualified person and that the named individual knows their designation as RSd2 tReovi
agency with a copy of an organizational chart showing the RSO and other desigaptedible individuals, to
demonstrate they have sufficient independence and direct communicatioaspitingible management
officials. Also show in the organizational chart the position of the individual who lsegnsl 3 of the
‘Application for a Radioactive Material License Authorizing the use diistrial Radiography’Appendix A).

To be considered eligible for the RSO position, an individual must be a qualified radergtagle a minimum
of 2,000 hours (one-year full-time field experience) of hands-on experience adiadjtediographer, and
have formal training in establishing and maintaining a radiation protection progiasishould be a course
specifically designed to provide training in running a radiation safety progréasic radiation safety course is
not acceptable. While a course particular to industrial radiography would be @igidyraged, this is not
required. Hands-on experience means experience in all areas considereddatlyardiolved in the
radiography process, this includes taking radiographs, surveying devicgsottiaugsthe radiography
equipment to temporary jobsites, posting, work sites, radiation area surveidladammpleting and
maintaining records. Excessive time spent in only one or two of these operatmme{felopment and/or area
surveillance) should not be counted toward the 2,000 hours. Experience with radiographyragggax: be
included; however, the majority of experience should be in isotope radiography.

The agency will consider individuals with alternative training and expsrias RSOs. For example, a person
certified in health physics or industrial hygiene with previous experiencamagmg a radiation safety
program of comparable size and scope could be considered on an individual case. Tbatigualfiraining,
and experience required of the RSO may vary depending upon the complexity of tbenéippperations and
number of radiography personnel.
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Table 2: Radiation Safety Officer Duties and Authorities

Radiation Safety Officer Duties and Authorities

1. Establish and oversee all operating, emergency, and ALARA procedures and review
them regularly.

2. Oversee and approve the training program for radiographic personnel.

3. Ensure required radiation surveys and leak test are performed and documented
including any corrective measures taken.

4. Ensure personnel monitoring devices are calibrated and used properly, and that
records are kept of results and timely notifications are made.

5. Operations are conducted safely and corrective actions are implemented, when
necessary, including terminating operations.

Above all, the RSO is the key to maintaining the radiation safety of the operatisrto
the workers, the public, and the environment.

Response from Applicant:

Iltem 5 Radiation Safety Officer (RSO) (Check all that apply)

[0 The name of the proposed RSO and other patatgsignees who will be responsible for ensurirag the licensee’s radiation
safety program is implemented in accordance witiraged procedures.

NAME: LEPEHONE NUMBER:
(Include area code)

AND

We will demonstrate that the RSO has sufficiedependence and direct communication with resitde management officials
by providing a copy of an organizational chart logition and will confirm that the RSO has day-tg-daersight of the
radiation safety activities.

AND EITHER
We will provide the specific training and exrpace of the RSO. Including the following:

1. Specific dates of certification and/or training-&diation safety.

2. Documentation to show that the RSO has a minimuh@J0 hours of hands-on experience as a qualifiegrapher in
industrial radiographic operations.

3. Documentation to show that the RSO has obtaineddbiraining in the establishment and maintenarieeradiation
protection program.

OR

We will provide alternative information demanaging that the proposed RSO is qualified by irajrand experience (e.g. Board
Certification by the American Board of Health Pleystis, completion of a bachelor's and/or masteegrde in the sciences with
at least one year of experience in the conductrafimtion safety program of comparable size angardocumentation to show
that the RSO has obtained formal training in that#shment and maintenance of a radiation praiegtrogram.

Note: It is important to notify the agency and obtain a license amendmentgn@king changes in the
designation of the RSO responsible for the radiation safety program. ISthdelRves the organization before an
amendment is approved by the agency, a potential designee, who meets tipgalif@@tion requirements, is
responsible for ensuring that the licensee's radiation safety pragaaplemented in accordance with the license
and VDH rule.
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Item 6: Training for Radiographers and Radiographers Assistants

Rule: 12VAC5-481-450 A, 12VAC5-481-630,2VAC5-481-840, 12VAC5-481-1200, 12VAC5-481-1320,
12VAC5-481-2260, 12VAC5-481-2270, 12VAC5-481-2280, 12VAC5-481-2310

Criteria: Radiographers and radiographer's assistants must have adequate traiaxpgeaadce as outlined
in 12VAC5-481-1320

Discussion:

e Aradiographer is a person who performs or personally supervises indastiogiraphy and is
responsible for ensuring compliance with VDH rules and the safe use ofatadicaaterials.

e A certified radiographer is an individual who has been certified by ayeegiéntity such that
he/she has met established radiation safety, testing, and experieni criter

e Aradiographer's assistant is an individual, who under the direct supervision gimysieal
presence) of the radiographer uses radiographic equipment in performing indagtoigitaphic
operations.

12VAC5-481-1320describes specific training requirements for radiographers and radiogsagdsestants and
requires that all radiographers be certified. It also addresses aginesther training and semiannual audits of
radiographers and radiographer’s assistants.

Refer toAppendix G as an aid to determining the specific training requirements for radiogsagoick
radiographer's assistants. The applicant must submit a description ofaih@igtprogram for radiographers
and radiographer’s assistants.

Becausd 2VAC5-481-132Ccontains different requirements for radiographers and radiographer'arassist
include training programs for each. When describing the training programsdermbsitions, include the
sequence of events from the time of hiring through the designation of individuatscagaphers or
radiographer's assistants. Experienced radiographers who have workedter krenisee should receive
formal instruction similar to that given to prospective radiographer'dassis This instruction must include
training in your operating and emergency procedures, in the use of your expastes dad associated
equipment, and in the use of survey meters and other radiation monitoring devices.

Instructors who provide classroom training to individuals in the principles of icadetd radiation safety
should have knowledge and understanding of these principles beyond those obtainable in arslaursetee
one given to prospective radiographers. Individuals who provide instruction in the hands-oradgmyodphy
equipment should be qualified radiographers with at least 1 year of expengreérming radiography, or
should possess a thorough understanding of the operation of radiographic equipment (e.g. ctuneaisufa
service representative).

An internal inspection program (audit program) of the job performance of eacgregatier and radiographer's
assistant ensures that VDH'’s rules, license requirements, and the Ieepseating and emergency procedures
are followed. The audit must include observation of the performance of each radiographediographer's
assistant during an actual industrial radiographic operation at intervals noesmlémonths. If a

radiographer or radiographer's assistant has not participated in an indagiogtaphic operation for more

than 6 months, the individual must demonstrate knowledge of the training requirementdibglprac
examination before participating in a radiographic operation. The person conduigingl inspections should
have a minimum of one-year actual experience as a radiographer.
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The applicant shall:

e Submit an outline of the training to be given to prospective radiographer'suatssissubmit your
procedures for experienced radiographers who have worked for another licensee.

e Specify the qualifications of your instructors in radiation safety priesiphd describe their
experience with radiography. If training will be conducted by someone outsideplieaat's
organization, identify the course by title and provide the name and address of the coroplirygr
the training.

e Describe the field (practical) examination that will be given to radpdggds assistants. The agency
suggests using the checklistAppendix H as a source of potential areas to review during the field
examination.

e Describe the annual refresher training program, including topics to be conerbadwa the training
will be conducted.

e Submit your procedures for verifying and documenting the certification $tatuerifying that their
certification remains valid. As a minimum your procedures for newly hirediougy certified
individuals should require documentation of your contacting the certifying amityonfirming the
certification. Your procedures should also ensure you are aware of cedifieapiration dates and
that individuals with expired certifications do not act a radiographers.

e Submit a description of your program for inspecting the job performance ofaiographer and
radiographers' assistant at intervals not to exceed 6 months as desctibéd©@b-481-1320 E.

Response from Applicant:

Iltem 6 Training For Radiographers and Radiographets Assistants (Check box and attach requested information)

[0 We will submit the information outlined in $iem titled ‘Training for Radiographers and Radiaginer’'s Assistants’ in

VAREG ‘Guidance for Industrial Radiograptge’.

Note: X-ray training by itself will not be considered adequate experienceftorming gamma radiography.

Radioactive Material

Item 7: Sealed Source Radioactive Material
Rule: 12VAC5-481-440, 12VAC5-481-450, 12VAC5-481-500, 12VAC5-481-1210, 12VAC5-481-1400

Criteria:  Applicants must provide the manufacturer's (or distributor's) name and model riandzezh
requested source assembly (sealed source), exposure device, and source tltamgees will only be
authorized for radiographic exposure devices, source assemblies or sealesl@miairing radioactive
material and associated equipment meeting VDH performance requiseanenspecifically approved or
registered by the NRC or another Agreement State. Also, identify arstepranium that is used as
shielding material (radiographic exposure devices, source changers andalmators contain depleted
uranium).

Discussion: The NRC or another Agreement State performs a safety evaluation of aptipgource
assemblies (sealed sources) exposure devices and source changersitidbation of these sources/devices
to specific licensees. The safety evaluation is documented in a Sealed SouresiaadRBgistration (SSDR)
Certificate issued to the manufacturer (or distributor). Therefore, ibilmees assemblies, exposure devices, or
source changers are approved for use by the NRC or another Agreementh&tgiplitant need only note the
manufacturer's (or distributor's) name and model number of the sources/devisdisense application to
demonstrate that the requirements are met.
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SSDR Certificates contain sections @ohditions of Normal Useand 'Limitation and Other Considerations
of Usé. These sections may include limitations derived from conditions imposed hatgacturer or
distributor, by particular conditions of use that would reduce radiation safétg dévice, or by circumstances
unique to the sealed source or device. For example, working life of the device or iappteprperature and
other environmental conditions are specified. Except as specifically apdrgweDH, licensees are required to
use gauges according to their respective SSDR Certificates. Applibantd sbtain a copy of the certificate
and review it with the manufacturer, distributor or with the agency, to ensure thantherstand and comply
with the requirements of the SSDR.

Note: If necessary and manufacturer cannot supply the certificate, SSifiRates are also available by calling the
agency at (804) 864-8150.

Consult with the manufacturer of the associated equipment (i.e., equipment tleat its csnjunction with the
exposure device that drives, guides, or comes in contact with the source) to be $heeabstciated
equipment is compatible with the sources and devices. Licensees must demihadteestgociated equipment
meets the performance requirement$2WAC5-481-1210hat areequivalent tadl0 CFR 34.20 NRC
Regulatory Issue Summary (RIS) 2005-10, ‘Performance-Based Approaclssamided Equipment in 10
CFR 34.20’ Appendix F) alerts licensees to distinguish between items of equipment that are nexaFmple,
the portion of the connector that is attached to the end of the control cable is actaatiponent of the source
assembly and is subject to the safety evaluation that must be completed RCloe Ahother Agreement State
before the source assembly may be specifically authorized for usécbpsee. NRC RIS 2005-10 also
contains a number of ways that licensees can demonstrate that their adsogiggment meets the
performance requirements stated #2WAC5-481-1210

Response from Applicant:

Iltem 7 Sealed Source Radioactive Materia[Attach additional pages if necessary)

Element and mass number Sealed source manufacturer and model number

Maximum activity per source Exposure device manufacturer and model number

Source changer manufacturer and model number

Is Depleted Uranium used as a shielding materid?] Yes [] No

Only radiographic exposure devices, source assembtisealed sources, and associated equipment
which meets the requirements specified 2VAC5-481-1210will be used in radiographic operations. [] Yes [] No

Note: The following tables list several devices with associated radiioies and amounts:

25



Table 3 Industrial Nuclear Model Ir-100 Exposure Device Maximum Authorization -- 120 Ci

. Source Changer Meeting Maxmum

Element Sealed Source Curies : Curies
10 CFR 34 Requirements )

Authorized
Ir-192 IN Model 32 120 Ci Amersham 550-SU 120 Ci
IN IR-50 120 Ci
Ir-192 IN Model 33 120 Ci Amersham 550 -SU 120 Ci
IN IR-50 120 Ci
Ir-192 Amersham 87703 120 Ci Amersham 550 -SU 120 Ci
Amersham 650L 240 Ci

Amersham 820 1,000 Ci
Amersham 855 960 Ci
IN IR-50 120 Ci
Ir-192 Amersham 87704 120 Ci Amersham 550 -SU 120 Ci
Amersham 650 240 Ci

Amersham 820 1,000 Ci
Amersham 855 960 Ci
Ir-192 SPEC G-40F 120 Ci Amersham 550 -SU 120 Ci
SPEC C-1 150 Ci
IN IR-50 120 Ci
Ir-192 SPEC G-40T 120 Ci Amersham 550 -SU 120 Ci
SPEC C-1 150 Ci
IN IR-50 120 Ci

Table 4 Spec Model 150 Exposure Device Maximum Authorization -- 150 Ci

Element Sealed Source | Curies Source Changer Cu.rle :
Authorization
Ir-192 SPEC G-60 240 Ci SPEC C-1 150 Ci

Table 5 Amersham Model 680 System Exposure Device Maximum Authorization -- 110 Ci

Element Sealed Source Curies Source Changer Cu_ne .
Authorization

Co-60 Amersham A424+ 110 Ci Amersham 770 550 Ci

14 Amersham 771 110 Ci

Co-60 Amersham 943 110 Ci Amersham 770 550 Ci

Amersham 771 110 Ci
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Table 8 Amersham Model 660 System Exposure Device Maximum Authorization -- 140 Ci

Element Sealed Source | Curies Source Changer Curie
Authorization
Ir-192 IN Model 7 100 Ci Amersham 550 -SU 120 Ci
Amersham 650L 240 Ci
Amersham 820 1,000 Ci
Amersham 855 960 Ci
IN IR-50 120 Ci
SPEC C-1 150 Ci
Ir-192 CIS-US 702 120 Ci Amersham 550 -SU 120 Ci
IN IR-50 120 Ci
SPEC C-1 150 Ci
Ir-192 Amersham 91818 20 Ci Amersham 650L 240 Ci
Ir-192 Amersham A424r 240 Ci Amersham 550 -SU 120 Ci
22 Amersham 650L 240 Ci
Amersham 820 1,000 Ci
Amersham 855 960 Ci
Ir-192 Amersham A424r 240 Ci Amersham 550 -SU 120 Ci
9 Amersham 650L 240 Ci
Amersham 820 1,000 Ci
Amersham 855 960 Ci
IN IR-50 120 Ci
SPEC C-1 150 Ci

Item 8: Financial Assurance and Recordkeeping for Bcommissioning

Rule: 12VAC5-481-100, 12VAC5-481-450 C, 12VAC5-481-490, 12VAC5-481-500, 12VAC5-481-510,
12VAC5-481-570, 12VAC5-481-571, 12VAC5-481-1161

Criteria: Industrial radiography licensees authorized to possess sealed sourcesngpradioactive material
in excess of the limits specified 12VAC5-481-450 Cmust provide evidence of financial assurance for
decommissioning.

Licensees are required to maintain, in an identified location, decommissiocamgseelated to structures and
equipment where devices are used or stored and records related to leaking doceosges must transfer
these records important to decommissioning either to any new licensee loefused activities are transferred
or assigned in accordance witRVAC5-481-500 B or to the agency before license is terminated.

Discussion: The requirements for financial assurance are specific to the types andegpiahtédioactive
material authorized on a license. Most industrial radiography applicants emsks do not need to comply
with the financial assurance requirements because the thresholds for sealkesl smitaining radioactive
material are 3.7 x £Bq (10,000 curies) of cobalt-60 and 3.7 X Bg (100,000 curies) of cesium-137 or
radioactive material with half-lives less than 120 days (e.g., iridium-IB3)s, a licensee would need to
possess hundreds of sources before the financial assurance requirements waulgSiapplthe standard
industrial radiography license does not specify the maximum number of sourdbe thegnsee may possess
(allowing the licensee flexibility in obtaining sources/devices as mewithout amending its license), it
contains a condition requiring the licensee to limit its possession of sources ttiegiantirequiring financial
assurance for decommissioning. Applicants and licensees desiring to possess exceeding the threshold
amounts must submit evidence of financial assurance.
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The same rule also requires that licensees maintain records importardgrtordssioning in an identified
location. All industrial radiography licensees need to maintain records olusésieind equipment where
radioactive material was used or stored. As-built drawings with modinsadf structures and equipment
shown as appropriate fulfill this requirement. If drawings are not availat@asees shall substitute appropriate
records (e.g., a sketch of the room or building or a narrative description ofédhe@meerning the specific
areas and locations. If no records exist regarding structures and equigmentadioactive materials were
used or stored, licensees shall make all reasonable efforts to createcsudh based upon historical
information (e.g. employee recollections). In addition, if radiographydmesnhave experienced unusual
occurrences (e.g., incidents that involve spread of contamination, leaking sourgeslsdheeed to maintain
records about contamination that remains after cleanup or that may have spnaadédssible areas.

Response from Applicant:

Item 8 Financial Assurance And Recordkeeping For Bcommissioning (Check both boxes)

[0 We shall maintain drawings and records impurta decommissioning and will transfer these rdsdo a new licensee before
licensed activities are transferred in accordanitle 12VAC5-481-500 Bor assign the records to the agency before tbadie
is terminated.

AND

[0 Iffinancial assurance is required, submitlevice pel2VAC5-481-450 C

If financial assurance is required, submit the documentation required 12\M&€5-481-450 C NRC
NUREG-1757, Vol. 3, ‘Consolidated NMSS Decommissioning Guidance: Financial AssuRemordkeeping,
and Timeliness’ dated September 2003 contains acceptable wording for each meelémsized by the
regulation to guarantee or secure funds. This document is available from thedRi®: atwww.nrc.govor
the agency upon request.

Item 9: Facilities and Equipment

Rule: 12VAC5-481-450 A, 12VAC5-481-630, 12VAC5-481-640, 12VAC5-481-720, 12VAC5-481-780,
12VAC5-481-840, 12VAC5-481-850, 12VAC5-481-860, 12VACS5-481-1200 A, 12VAC5-481-1280,
12VAC5-481-1420, 12VAC5-481-1520

Criteria: Licensees must specifically identify and describe permanent raghigrinstallations, field stations,
and any other locations where radiography will be conducted.

Discussion A permanent radiographic installation is an enclosed shielded room, cell, or vadtatetl lat a
temporary jobsite, in which radiography is performed. A facility is congidpermanent’ if it is intended to
be used for radiography, even if radiography is rarely performed there. The ofatue installation, rather
than the frequency of use, determines a permanent radiographic installatioadiddraphic operations
conducted at locations of use authorized on the license must be conducted in a permaneayhadiog
installation unless specifically authorized by VDH. If licensees reeérform radiography at their place of
business outside of a permanent radiographic installation due to unique circumstenitesi(to be
radiographed is too large for the facility), then VDH must authorize this methakofin this case, two
individuals must be present whenever radiographic operations occur outside of a perathographic
installation.
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The one primary (and perhaps the most important) reason licensees have for conadicigngphy in a
permanent radiographic installation is that they can limit access. Intordesure this control, a permanent
radiographic installation located on the ground, must be enclosed by a minimum of faledshialls
(otherwise the floor must also be shielded). The use of materials, that dolisttaéig provide shielding, do
not qualify. Areas outside of the facility generally should qualify as urctest areas. While the area outside
of a permanent radiographic installation should qualify as an unrestricte(il.@raaot to exceed 2 mR in one-
hour), the rule does not specify radiation limits in order to allow for desigibifigxfor moving equipment

into and out of the permanent radiographic installation, or other considerations. If tbétfainstallation
does not qualify as a restricted area, or if no roof exists, mechanical exstestions (fence, etc.) must be
utilized and additional administrative controls must be imposed to ensure that unveaetsiaan be gained
only through extraordinary effort. All entrances into the installation musttésdocked with required control
devices as per2VAC5-481-1280Unless all entrances are locked, at least one radiographer must be present a
the facility whenever radiography is being performed.

A field station is a facility where licensed material may be storedeat asd from which equipment is
dispatched. Radiographic operations may be conducted in a permanent radiografiatooinstaat the place
of business in the same manner as described above.

A restricted area is an area that licensees limit access for the pafpweeecting individuals from undue risks
from exposure to sources of radiation. A restricted area cannot include ackas ussdential quarters,
consequently industrial radiography devices must not be stored in motel rooms arlsgatians.

Requirements for a permanent radiographic installation:

e Each access point is equipped with a visible-audible signal system. The vgblasactivated by
radiation whenever the source is exposed. The audible signal will sound if angerte &nter the
installation while the source is exposed. The requirement for the visible-asidide system is in
addition to other measures that may be taken to prevent access to the installation|skdta
doors.

As an alternative to the visible-audible alarm system, it is acceptabszta control system that will
reduce the radiation level if the entrance to a high-radiation area is opemethelsource is out.
The system must be automatic and independent of radiography personnel actienalténmative is
planned, provide a description of the system.

e Diagram depicting the shielding, layout, and audible-visual alarms. A diagr&eiotallation is
helpful in evaluating the shielding and determining compliance with rules negaestricted and
unrestricted areas, location of access points, and locations of audible-visible. diigare 1 shows
an example installation diagram.
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Figure 1. Diagram of a Permanent Radiographic Installation.

Calculations or survey results of radiation levels: For a determinatiortaifaien adequacy,

provide information showing that the radiation level in all directions around thdatstal

including the roof, will not exceed a dose of 0.02 mSv (2 mrem) in any one hour. Take intd accoun
the highest quantity of radioactive material that will be used in the installatid any limitations on
source positioning in the installation. Radiation doses in all directions aroundttilatiios that

are below 0.02 mSv (2 mrem) in any one-hour are considered acceptable. If thenrddsds will
exceed 0.02 mSv (2 mrem) in any one-hour, then steps should be taken (use lower-aatbéty sou
use collimator, or move setup farther away) to reduce the radiation to the accttabl

A radiation level on the roof that exceeds 1.0 mSv (100 mrem) in one hour at 30 cm from tlee surfa
is considered aHigh Radiation Aredand requires special precautions to control access to the area.
Licensees should make efforts to lower a radiation level exceeding 1.0 mSv @@pimany one

hour by using additional shielding, collimators, or other engineering controlstodhef a fixed
radiography cell is a potentially occupied area, and applicants must demathstiraie individual
member of the public could receive effective doses in excess of 0.02 mSv (2 mrasnpimeanour

or 1 mSv (100 mrem) in a year.
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Provide the following as applicable:
e If radiography is planned in a permanent radiography installation or atsta (including field
stations with permanent exposure cells), provide the following information for restetation:

An annotated sketch or drawing of the facility and its surroundings. The cedhech the
sketch or drawing is made. The same scale should be used for all sketches angspiiasvi
recommended scale is 1/4 inch = 1 foot. Drawings to this scale that do not fit on 8 2" X 11”
paper may be provided as sectional drawings;

The type, thickness and density of shielding materials on all sides, includingaharftl the
roof;

The locations of entranceways and other points of access to the facility;

A description of the areas adjacent to the facility and the distance to thaselaclude
information on areas adjacent to, above, and below the facility;

A description of the general location of each proposed permanent installagdridisem 4
(e.g., located in an industrial park, an office complex, etc.) and its current @sg; pfoposed
permanent installation is a private residence, provide diagrams of the irstahat include the
building, the proposed restricted area(s), and adjacent areas, including above aridebelow
restricted areas; provide commitments that restricted areas do not iredicential quarters,
and explain how radiation levels in unrestricted areas will be maintainessahan 1 mSv (100
mrem) per year,

A description of the visible-audible signal system or entrance controhsyste its location.
The results of radiation-level calculations or actual radiation measureadatent to, above,
and below the installation. The radiation dose in all directions around the installatiadjng
the roof, should not exceed 0.02 mSv (2 mrem) in any one hour. Clearly identify the type of
source (isotope), the amount of radioactive material in the source, and the posh®samirce
within the installation for the calculations or measurements.

e Variances will be considered if construction requirements preclude shigidimgdf in order to
meet the requirement not to exceed 0.02 mSv (2 mrem) in any one hour. Provide the following
information to obtain approval for a variance:

Procedures for ensuring that no individual is on the roof or could gain access to theingpf dur
radiography;

Means of preventing access to the roof;

A commitment that the roof will be posted witGdution (or Danger) Radiation Aréaigns;
Steps taken to minimize radiation on the roof; and

Limitations (if needed) on positioning of sources or type (isotope) and amountaHatak
material that may be used in the installation to ensure that areas adjacent toamat ietow

the installation will be unrestricted areas during the performance of rapliggra

e If radiation doses on the radiography installation roof exceed 1.0 mSv (100 mrem) in dopgne
then provide the following information in addition to the items above to apply for this va&rianc

A commitment that the roof will be posted witGdution (or Danger) High Radiation Aréa
signs;

Evidence of constant surveillance of the roof by closed circuit TV,

Fluctuation of the dose rate;

A description of a control device that would automatically reduce the radiav@ntdel mSv
(100 mrem) in any one hour at 30 cm from the radiation source if someone accessefs d#mel
A description of a control device that activates a visible-audible signaltsoatiiean individual
accessing the roof and the radiographer on duty are made aware of the entry.
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e Field Stations:

— Describe the storage location(s) at the address(es) liskean and submit a diagram showing
where the radiography camera will be stored at the field stations. tidibather or not
radiography will be performed at the place of business outside of a permanegagaityo
installation. If radiography will be performed at a site outside of ageent radiography
installation, provide a diagram of the location where radiography may be petfandets
surroundings, including a description of adjacent property;

Response from Applicant

Item 9 Facilities And Equipment (Check box and attach requested information)

[0  We will submit the required information addig in the section titled ‘Facilities and EquipmeaitVAREG ‘Guidance for Industrial
Radiography Use’.

Note: Certain records described in the rule pertaining to radiatiorysatst need to be on file at these field stations and
each temporary jobsite.

Radiation Safety Program
Item 10: Radiation Safety Program
Rule: 12VAC5-481-450, 12VAC5-481-500, 12VAC5-481-630, 12VAC5-481-990, 12VAC5-481-1200

Criteria: A radiation protection program must be established and submitted to the agentybthpar
application. The program must be commensurate with the scope and extent oésiftivithe use of licensed
materials in industrial radiography. Each applicant for an industrial ragibgilicense must develop,
document, and implement a radiation protection program containing the followinghedeme

e Steps to keep radiation exposures as low as reasonably achievable (ALARA);

e Description of equipment and facilities adequate to protect personnel, the pabiiea
environment;

Conduct of licensed activities by individuals qualified by training and experience

Written operating and emergency procedures;

Program to inspect the job performance of radiographic personnel ;

Description of organization structure and individuals responsible for ensuring iergkgion of
radiation safety program; and

e Records management.

Discussion The specific components of the applicant's radiation safety program areddetdilis guide.
Some topics will not require the applicant to submit information as part of an aipplidatt simply provide
the applicant with guidance to comply with a specific VDH requirement.

32



Item 10.1: Radiation Safety Program Audit
Rule: 12VAC5-481-450, 12VAC5-481-500, 12VAC5-481-630, 12VAC5-481-990

Criteria : Licensees must review the content and implementation of their radiationtiprofgograms annually
to ensure:

e Compliance with VDH and DOT requirements, and the terms and conditions of the;license
e Occupational doses and doses to members of the public that are ALARA; and
e Records of audits and other reviews of program content are maintained fos.3 year

Discussion Appendix | contains a suggested annual audit program that is specific to industrial naldyogra
and is acceptable to the agency. All areas indicat@gpendix | may not be applicable to every licensee and
may not need to be addressed during each audit.

Audit records acceptable to the agency should contain the following information:

Date of audit;

Name of person(s) who conducted the audit;
Names of persons contacted by the auditor(s);
Areas audited;

Audit findings, and corrective actions; and
Follow-up.

It is essential that once identified, problems be corrected in a timelyemaNRC Information Notice (IN) 96-

28, ‘Suggested Guidance Relating to Development and Implementation of erdsdtion’ provides

guidance on this subject. The agency will review the licensee's audis i@sdldetermine if corrective actions
are thorough, timely, and sufficient to prevent recurrence. If violations ariele by the licensee and these
steps are taken, the agency can exercise discretion and may elect na toatéBon. The agency’s goal is to
encourage prompt identification and prompt comprehensive correction of violations anehdefs.

Response from Applicant

Iltem 10.1 Radiation Safety Program Audit

The applicant is not required to submit its auditgpam to the agency for review during the liceggihase. This matter will be
examined during an inspection.

[tem 10.2: Termination of Activities

Rule: 12VAC5-481-100, 12VAC5-481-450, 12VAC5-481-490, 12VAC5-481-500, 12VAC5-481-510,
12VAC5-481-570, 12VAC5-481-571, 12VAC5-481-1161

Criteria: The licensee must do the following:

e Notify the agency, in writing, within 60 days of:
— The expiration of its license;
— A decision to permanently cease licensed activity at the entire siteoy separate building or
outdoor area if it contains residual radioactivity making it unsuitable feaselaccording to
VDH requirements;
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— No principal activities have been conducted at the entire site under the hoeaseeriod of 24
months;
— No principal activities have been conducted for a period of 24 months in any separaig buildi
or outdoor area if it contains residual radioactivity making it unsuitable faselaccording to
VDH requirements.
e Submit a decommissioning plan, if required13vAC5-481-510 F;
e Decommissioning, as required bgVAC5-481-510 &12VAC5-481-1161;
e Submit to the agency, a completed VDH form ‘Certificate of Disposition oéiéds’ (Appendix
B) and demonstrate that the premises are suitable for release for umesisete.g. results of final
survey); and
e Before a license is terminated, send the records important to decommissioimaeggency as
required byl2VAC5-481-571 D If licensed activities are transferred or assigned in accordance with
12VAC5-481-500 B transfer records important to decommissioning to the new licensee.

Discussion:For guidance on the disposition of radioactive materiallteeell ‘Waste Management’. For
guidance on decommissioning records, Is&m 8 ‘Financial Assurance and Record Keeping for
Decommissioning’.

Response from Applicant:

Iltem 10.2 Termination Of Activities (Check box )

[0 we will notify the agency, in writing, withinG3days of the decision to permanently cease rativ@amaterial use.12VAC5-481-500)

Item 10.3: Instruments

Rule: 12VAC5-481-450 A, 12VAC5-481-490 B, 12VAC5-481-750, 12VAC5-481-1000, 12VAC5-481-1240,
12VAC5-481-1260, 12VAC5-481-1270, 12VAC5-481-1330, 12VAC5-481-1410

Criteria: A radiation survey meter intended for industrial radiography that utdealed radioisotope sources
should be capable of accurately measuring the radiation fields produced bgl#dteradiography source
currently in use, and be visually checked for damage and for proper operation éttkacource or other
appropriate means, such as an exposure device, before use on each day it is to be usecy Tinteushall
be calibrated at intervals not to exceed 6 months and after each servicey fexbattery changes). Written
procedures are required for inspection and routine maintenance of the surveywietérss to be performed
at intervals not to exceed 3 months or before the first use thereafter to enperefyonctioning of components.

Discussion The licensee shall keep an adequate number of appropriate radiation surueyeinistithat are
both calibrated and operable, at each location where radioactive matersantgo make the required
radiation surveys. The instrument shall be capable of measuring a rang&@mSv (2 mrem) per hour
through 10 mSv (1 rem) per hour. Each radiation survey instrument shall be calibrated/alsinbt to
exceed 6 months and after instrument servicing, except for battery ch&egesds of survey instrument
calibrations will be retained for a minimum of 3 years. Records are to beahageipment problems and
maintenance performed and these shall be retained for 3 years.
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Response from Applicant

Item 10.3 Instruments (Check all boxes that apply)

[0 We will possess and use radiation survey rgtérat meets the Criteria in the section titlectruments’ in VAREG
‘Guidance for Industrial Radiography Use'.

AND EITHER

[0 The calibration will be performed by a VDH, BRr another Agreement State licensee specificaitiiorized to perform instrument
calibration.

OR

We will follow the survey meter calibrationgmedures in accordance with Appendix J in VAREGit@uce for
Industrial Radiography Use’.

OR

We will submit alternate procedures. (Procedare attached)
Note: Identify the qualifications of the individuals whall perform the calibrations if performed by thppdicant.

Note: For detailed information about survey instrument calibration, refANISI N323-1978, ‘Radiation Protection
Instrumentation Test and Calibration’. Reaffirmed 1993 copies may be obti@nmethe American National Standards
Institute, 1430 Broadway, New York, NY 10018.

Item 10.4: Material Receipt and Accountability

Rule: 12VAC5-481-100, 12VAC5-481-450, 12VAC5-481-500, 12VAC5-481-570, 12VAC5-481-571,
12VAC5-481-840, 12VAC5-481-900, 12VAC5-481-980, 12VAC5-481-1090, 12VAC5-481-1260, 12VACS5-
481-1400, 12VAC5-481-3091, 12VAC5-481-3100

Criteria: Licensees must do the following:

e Maintain records of receipt, transfer, and disposal of sources/devices; and
e Conduct physical inventories at quarterly intervals (not to exceed 3 monthsptmifor all
sources of radiation and for devices, including devices containing depleted uranium;

Discussion Licensed materials must be tracked from ‘cradle to grave’ in order to essotmtability;
identify when sources/devices may be lost, stolen, or misplaced; and ensure ploas#ssion limit stated on
the license is not exceeded.

Conduct physical inventories (i.e., locate, verify the presence of the ahaded account for it in material
transfer record) at quarterly intervals (not to exceed 3 months) to accoattsealed sources and devices
containing depleted uranium.

Maintain inventory records that contain the following types of information:

e Radionuclide and amount (in units of Bq or curies) of radioactive material in eae seatce;

¢ Manufacturer's name, model number, and serial number of each sealed source;

¢ Manufacturer's name, model number, and serial number of each device containingl deatetan
or radioactive material;

e Location of each sealed source and device;

e Date of the inventory; and

e Name of individual performing inventory.
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‘Cradle to Grave’ accountability refers to maintaining the radioactaterial from the moment it becomes a
part of your organization through performing the physical inventories (ensbengaterial’s location, etc)
until it leaves your organization (through transfer, return to manufacturgbdist, or disposal to properly
licensed facility).

Response from Applicant

Iltem 10.4 Material Receipt And Accountability (Check box)

[0 Quarterly physical inventories (not to exc8emonths) will be conducted of all sealed sourcelar devices containing
radioactive material (including depleted uraniumdl ghe information contained in the discussionieaditled ‘Material
Receipt and Accountability’ in VAREG ‘Guidance fiodustrial Radiography Use’ will be documented.

Item 10.5: Leak Tests

Rule: 12VAC5-481-180, 12VAC5-481-740, 12VAC5-481-1010, 12VAC5-481-1150, 12VAC5-481-1200,
12VAC5-481-1250, 12VAC5-481-1420

Criteria: VDH requires testing to determine whether there is any radioactkegledrom the source or from
devices containing depleted uranium shielding. The agency finds testing to jpialblecé it is conducted by
an organization licensed by VDH, NRC, or another Agreement State, or conductedrdaace with
procedures approved by the agency.

Discussion Manufacturers, consultants, and other organizations may be authorized hyheDIRC or

another Agreement State to either perform the entire leak test seqoeatteef licensees or provide leak test
kits to licensees. In the latter case, the licensee is expected to tadakttest sample according to the device
manufacturer's and the kit supplier's instructions and return it to the kit suppksafoation and reporting
results. Licensees may also be authorized by VDH to conduct the entire lesdqtesice themselves.
Measurement of the leak-test sample is a quantitative analysis rgghainnstrumentation used to analyze the
sample be capable of detecting 185 Bq (0.005 microcurie) of radioactivity.

Sealed sources containing radioactive material must be leak testedvaismet to exceed 6 months and DU
devices tested at intervals not to exceed 12 months.

Response from Applicant

Item 10.5 Leak Tests(Check one box)

[] Leak tests will be performed by an organizatathorized by VDH, the NRC or another AgreemenateSto provide leak
testing services to other licensees; oudigg a leak test kit supplied by an organizalicensed by VDH, the NRC or
another Agreement State to provide leakkits to other licensees according to kit supplimstructions.

List the name and license number of ogtion authorized to perform or analyze leak t8gieCify whether VDH, NRC, or
another Agreement State):

Organization Name License Number

Issuing Entity

Note An alternate organization may be used to performnalyze leak test, without amending the licepsavided the
organization is specifically authorized\6pH, the NRC or another Agreement State.

OR

We will perform our own leak testing and saenghalysis. We will follow the procedures in ApgerK of VAREG
‘Guidance for Industrial Radiography Use'.

OR
We will submit alternative procedures. (Praged are attached)
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Note: Requests for authorization to perform leak testing and sample anaily4ie reviewed on a case-by-case basis and,
if approved, VDH staff will authorize via a license condition.

Item 10.6: Occupational Dosimetry

Rule: 12VAC5-481-630, 12VAC5-481-640, 12VAC5-481-690, 12VAC5-481-700, 12VAC5-481-710,
12VAC5-481-750, 12VAC5-481-760, 12VAC5-481-770, 12VAC5-481-1030, 12VAC5-481-1040, 12VACS5-
481-1350, 12VAC5-481-2280

Criteria . Licensees must provide to employees dosimetry processing that hasdreéited under the

National Voluntary Laboratory Accreditation Program (NVLAP) operatgthe National Institute of Standards
and Technology (NIST).

Table 7: Occupational Dose Limits For Adults

Occupational Dose Limits for Adults (12VAC5-481-640)

Body Location Dose (Annual)
0.05 Sv (5 Rem)

Total Effective Dose Equivalent (TEDE

N—r

Dose to the skin of the whole body or

any extremity* 0.5 Sv (50 Rem)

Dose to lens of the eyes 0.15 Sv (15 Rem)

*Extremities includes the arms below the elbows and the legs below tise knee

Discussion The licensee may not permit any individual to act as a radiographer or a rpdestgrassistant
unless, at all times during radiographic operations each individual wears, on the thumbkaody, a
combination of a direct-reading dosimeter (pocket dosimeter or electrosanpédosimeter), an operating
alarm ratemeter, and either a film badge or optical stimulated laonn&ISL) or similar approved device. At
permanent radiography installations where other appropriate alarmivagring devices are in routine use,
wearing an alarming ratemeter is not required. The pocket dosimetersanest range from zero to 2 mSv
(200 mrem), must be recharged at the start of each shift, and must be checked forespwase to radiation
at intervals not to exceed 12 months. Electronic personal dosimeters may only lveplaeel of ion-chamber
pocket dosimeters. Alarming ratemeters must be preset to give an igiaairas a dose rate of 5 Sv/hr (500
mrem/hr) and must be calibrated for correct response at intervals not td é2ceenths.

Film badges, OSLs or similar approved devices must be replaced at frequentesxceed 1 month.
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Response from Applicant:

Item 10.6 Occupational Dosimetry (Check all boxes that apply)

[1  We will provide dosimetry processed and evaddy a NVLAP-approved processor that is exchamgewthly.
AND

[] The required personnel monitoring equipmentitiding O to 2 mSv (200 mrem) dosimeters or etextr personal dosimeters,
will be worn by radiographic personnel.

AND
Alarming ratemeters set to alarm at plus arusi20% of 500 mrem/hour will be worn by all radaghy personnel.

Note: Radiography personnel at permanent radiograptaliations where other appropriate alarming omivey devices are in use do nc
need alarming ratemeters.
AND
Pocket dosimeters and alarm ratemeters witheeked for correct response at intervals nokéeed 12 months.
AND EITHER
[0 If adjustment is necessary, the devices wltdéturned to the manufacturer.
OR

[0 If adjustment is necessary, procedures farstdjents are described.

Note: To obtain a copy of the NIST Publication 810, ‘National Voluntary Laboratocyeditation Program, 1997
Directory’, contact the Superintendent of Documents, U.S. Governmieting§Office, Washington, DC 20402-9225.
(For information on the program call NIST at 301-975-3679). Also NVLAP maingadfieectory of accredited
laboratories on the Internet which is updated quarterly. The URL for N¥dAdme page on the internet is
http://ts.nist.gov/nviap

ltem 10.7: Public Dose

Rule: 12VAC5-481-630, 12VAC5-481-720, 12VAC5-481-730, 12VAC5-481-840, 12VAC5-481-1050,
12VAC5-481-1230, 12VAC5-481-1280, 12VAC5-481-1330, 12VAC5-481-1370, 12VAC5-481-3080

Criteria : Licensees must do the following:

e Ensure that radiography devices will be used, transported, and stored in such & maytbers of
the public will not receive more than 1 mSv (100 mrem) in a year, and the dose frosedice
operations in any unrestricted area will not exceed 0.02 mSv (2 mrem) in any onenbour; a

e Control and maintain constant surveillance over devices that are not in storageuaadteeed
devices from unauthorized removal or use.

Discussion Operating and emergency procedures that address security and survehitaridebe sufficient to
limit exposure of the public during use and after accidents. Public dose is controllatl, tay pasuring that
devices not in use are stored securely (e.g., stored in a locked area) to prevéoriaedwdccess or use. If
devices are not in storage, then authorized users must maintain constant surveillance

Public dose is also affected by the choice of the permanent radiograpHlatiostand storage locations and
conditions. An example of a properly stored device would be a locked room a sufficienteisbm any
individual, especially personnel. Use of area monitors such as an OSL is anldecaptns of demonstrating
compliance with the annual limit of 1 mSv (100 mrem) in unrestricted areas.
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Use the concepts of time, distance, and shielding when choosing a permangnapadianstallation or
storage location. Decreasing the time spent near radiographic operationsingdheadistance of the device
from occupied locations, using shielding material (i.e., high density concretebkulk, or lead sheets), and
implementing conservative operating procedures (i.e., use of collimatordtordithe direction of exposures
towards the floor) will reduce the radiation exposure of personnel and members of tbe Alibinatively, the
remote location of and access to a permanent radiographic installation could prewdrgrsnof the public
from receiving 1 mSv (100 mrem) in a year.

If, after an initial evaluation, a licensee makes changes affébengermanent radiographic installation
storage area (e.g., changing the location of devices within the storageeare@ang shielding, adding devices,
changing the occupancy of adjacent areas, moving the storage area to a nem),tlcan the licensee must
perform a new evaluation to ensure that the public dose limits are not exceededieeslate properly
secured.

Response from Applicant

Item 10.7 Public Dose

No response is required, in this licemgplication, however the licensee’s evaluatiopuflic dose will be examined during an
inspection.

Note: Appendix L provides additional information for determining that radiation doses for liteesee personnel and
members of the public will not be exceed allowable limits.

Item 10.8: Quarterly Maintenance

Rule: 12VAC5-481-630, 12VAC5-481-1210, 12VAC5-481-1260, 12VAC5-481-1270, 12VAC5-481-1290,
12VAC5-481-1330, 12VAC5-481-1430, 12VAC5-481-1450, 12VAC5-481-3130

Criteria : The licensee shall have written procedures for inspecting and maintadiographic exposure
devices, source changers, associated equipment, transport and storage com@isngeainstruments.
Inspection and maintenance must be conducted at intervals not to exceed every 3 moriths, theldest use
thereafter, to ensure the proper functioning of components important to safety.efisedi must also have
procedures necessary to maintain the Type B packaging used to transportivadaierials, ensure that
Type B packages are shipped properly, and maintain Type B packages in accontative Certificate of
Compliance (COC) issued by NRC or other agencies approving such transpogegsacka

If equipment problems are found, the equipment must be withdrawn from service umtdepacords are
required.

Discussion These procedures are intended to allow the licensee's staff to evaluateceduigea in
radiography for safe continued use, to provide a record of this evaluation, and to guide therstaffenance.
Equipment found to be unsuitable for service must be withdrawn until repair and an evaluagturfoto
service is made. These procedures may be based on the manufacturer'sretairans. The procedures are to
be specific to the equipment. For example, radiography drive cable assemblidssghcebned and lubricated
(when operationally appropriate) in accordance with the recommendations of {eaumanufacturer or the
cable manufacturer or alternatively, with any lubrication and cleaningweeadations established by the
industrial radiography community.
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Procedures are also required for Type B packaging used to transport radioeterials. These procedures are
to be used for shipping and maintenance, and may be properly drawn from the manisfacogedures and
information submitted as a basis for the COC or other transport package approval.

Response from Applicant:

Item 10.8 Quarterly Maintenance (Check both boxes)
[0 We have included procedures for quarterly memiance as part of the operating and emergencgguoes.
AND

[0 Before using a new sealed source/device caatibim we will have written inspection and maintecs procedures that address
the use of new equipment as a Type B transportgggckin addition, we will provide training to radraphic personnel before
using a new sealed source/device combination.

Operating and Emergency Procedures
Item 10.9: Operating and Emergency Procedures

Rule: 12VAC5-481-450, 12VAC5-481-630, 12VAC5-481-840, 12VAC5-481-860, 12VAC5-481-880,
12VAC5-481-900, 12VAC5-481-1090, 12VAC5-481-1100, 12VAC5-481-1110, 12VAC5-481-1200,
12VAC5-481-1330, 12VAC5-481-1480, 12VAC5-481-1520, 12VACS5-481-2260

Criteria: Operating and emergency procedures must be established and submittedyémtlyeas part of the
application package. In addition, if radiographers will perform other operations sswhres exchange, leak-
testing, and quarterly (not to exceed 3 months) inspection and maintenance of equippneipiticde
procedures and instructions for these operations should be included in the operatingrgedagnpeocedures.

Each licensee must develop, implement, and maintain operating and emergency preoadaireag the
following elements:
e Instructions for maintaining security during storage and transportation;
Instructions to keep radiography devices under control and immediate sapeedlaring use;
Steps to take to keep radiation exposures ALARA;
Steps to maintain accountability during use;
Steps to control access to work sites;
Use of personnel monitoring and radiation survey equipment;
Instruction for packaging and transporting licensed material; and
Steps to take and whom to contact when an emergency occurs.

Discussion The purpose of operating and emergency procedures is to provide radiography pergonnel w
specific guidance for all operations they will perform. These topics shouftloeed in the operating and
emergency procedures and need not be presented in order of importance. A segqtuiehpabsedures and
instructions from the beginning to the end of the workday is an acceptable format. tibrstrier non-routine
operations, for example, quarterly (not to exceed 3 months) inspection and maintenasicarnent
calibration, may be included as separate appendices.

It is not necessary for operating and emergency procedures to be spexiharticular make and model of
exposure device, source exchanger, or survey instrument. Procedures submittegieiocthsteould provide
sufficient guidance and instruction for each specific type of device. For exayoplmay submit a single
operating procedure for crank-out regardless of the manufacturer and/oresopi@giting procedure for
pipeliner exposure devices regardless of manufacturer.
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Applicants who plan to conduct lay-barge, offshore platform, or underwater radiograplegaired to have
their procedures approved by the agency. If you plan to conduct lay-barge, ofiistiiamen or underwater
radiography, your radiation safety program will be reviewed to assuri¢ tatains procedures that
specifically address:

Transport of licensed material,

Storage facilities for licensed material;

Methods for restricting access to radiation areas;

Radiation safety procedures and radiographer responsibilities unique today-bar

offshore platform, or underwater radiography;

e Radiographic equipment and radiation safety procedures unique to underwater
radiography;

e Methods appropriate for use of equipment in water environments;

e Applicable inspection and maintenance procedures unique to lay-barge, offshore
platform, or underwater radiography equipment; and

e Emergency procedures unique to lay-barge, offshore platform, or underwater

radiography.

Operating and emergency procedures must be submitted to the agencyefar revi

Note that providing specific operating and emergency procedures for allgammanufacturer’'s make and
model number will require an amendment to the license to obtain VDH's authorizateonder sealed
source/device combination.

Response from Applicant:

Item 10.9 Operating and Emergency Procedures
Operating and emergency procedures must be subrtitthe agency for review.

Item 10.9.1: Handling and Use of Sealed Sources aR&diography Exposure Devices

Rule: 12VAC5-481-1210 C, 12VAC5-481-1330
Criteria : Licensees need to establish operating and emergency procedures.

Discussion There are two types of devices normally used for radiography, crankout, andepip&lere
should be separate instructions for each type of device. Separate instruetioosrecessary for each
different model of a given type of device since the operation of each typensiabsthe same regardless of
the manufacturer. Some applicants may choose to use one basic instructioorémkallit devices; others may
choose to have separate instructions for each model. Either approach is acceptable.

Specific procedures should be required for performing source exchanges, includengt tieosporary jobsites,
field stations, and in a permanent radiographic installation. The procedures shouldwariangs of areas of
concern during source exchanges. Recent incidents of sources becoming distodgbd thielded position
indicate the importance of training personnel in the appropriate techniquesdurescghould require the use
of survey instruments, dosimetry, and surveys during and after movement of sources.
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Response from Applicant

Item 10.9.1 Handling And Use Of Sealed Sources ArRhadiography Exposure DevicegCheck box)

[0 We have included the following in the operatand emergency procedures:

Step-by-step instructions for using each type dfagraphic devices;
Instructions for performing source exchanges; and
Instructions for crankout devices should be sepdratm those for pipeliner devices.

Note: Manufacturers' manuals and similar documents should not be incotpiotatéhe procedures, rather, information
should be extracted from them and paraphrased.

Appendix M provides information for applicants to consider when developing their proceduresritirgpe
radiography equipment.

Item 10.9.2: Methods and Occasions for Conducting &liation Surveys

Rule: 12VAC5-481-720, 12VAC5-481-730, 12VAC5-481-900, 12VAC5-481-1210, 12VAC5-481-1220,
12VAC5-481-1240, 12VAC5-481-1250, 12VAC5-481-1360, 12VAC5-481-2980, 12VAC5-481-3080

Criteria : Perform radiation surveys during use, movement, and storage of licensed natersire its safe
use and comply with regulatory requirements.

Discussion In general, surveys need to be made whenever a source is manipulated or moved. Surdeys shou
be made with a radiation survey instrument calibrated in accordanc&2M#&(C5-481-1240 The following

table provides examples of surveys, made during radiographic and associatedrspiatt should be included

in the operating and emergency procedures.
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Table 8 Surveys Required for Radiographic Operations

Type of Radiation Survey

Frequency

Requirement

Boundary of restricted area at tempora
jobsite does not exceed 0.02 mSv (2
mrem) in any one hour

apuring the first exposure for eack
set up of radiographic device

|
12VAC5-481-720

Unrestricted area in vicinity of
permanent radiographic installation or
storage area does not exceed 1 mSv
mrem) per year

At intervals not to exceed 12
100nths

12VAC5-481-730

External radiation levels when a
package is received and opened

Each receipt of package

12VAC5-481-900

Exposure rate does not exceed 2 mSy
(200 mrem/hr) on surface and 0.1
mSv/hr (10 mrem/hr) at one meter

fhr
Each installation of new source ir
exposure device

1 12VAC5-481-1210 A

Exposure rate does not exceed 2
millisieverts (200 millirem) per hour at
any exterior surface, and 0.1
millisieverts (10 millirem) per hour at 1
meter from any exterior surface with th
sealed source in the shielded position

Each installation of new source ir
a storage container or source
changer

e

'I
12VAC5-481-1220

Contamination level for leak tests of
sealed sources does not exceed 185
(0.005 microcuries)

BA\t intervals not to exceed 6
months

12VAC5-481-1250 C

Contamination level for leak test of S
tube of exposures device does not
exceed 185 Bqg (0.005 microcuries)

At intervals not to exceed 12
months

12VAC5-481-1250 E

Confirm source has returned to a
shielded position

After every radiographic exposur

12VAC5-481-1360 2

D

Confirm source is in shielded position

After every source exchange or
exposure device is placed in
storage

12VAC5-481-1360 3

Exposure rates meet labeling of packe
(i.e., Yellow Il) and determine
Transportation Index

\dgevery movement of licensed
material on public roads

12VAC5-481-2980 A

Exposure rates in and around vehicle
not exceed 0.002 mSv/hr (2 mrem/hr)
driver's seat, 2 mSv/hr (200 mrem/hr)
surface and 0.1 mSv/hr (10 mrem/hr)
2 meters from vehicle

do

iEvery movement of a package
olabeled Yellow llI

At

12VAC5-481-3080

Response from Applicant

Item 10.9.2 Methods And Occasions For Conductin

gd&liation Surveys (Check box)

[] We have included in the operating and emengpnacedures all surveys as described in the setitled
‘Methods And Occasions For Conducting Radiatiorv8ys’ in VAREG ‘Guidance for Industrial Radiograpbige’.
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Item 10.9.3: Methods for Controlling Access to Radigraphic Areas

Rule: 12VAC5-481-780, 12VAC5-481-840, 12VAC5-481-860, 12VAC5-481-1230, 12VAC5-481-1280,
12VAC5-481-1290, 12VAC5-481-1300, 12VAC5-481-1330, 12VAC5-481-1370, 12VAC5-481-1380,
12VAC5-481-1460, 12VAC5-481-1500

Criteria: Each licensee must control access to areas where licensed matstiedri used or stored to prevent
the unnecessary exposure of members of the public. This can be achieved through the tisg,dfypos
locking devices and areas where licensed materials are stored, and amnimgjrtionstant control and
continuous surveillance of areas where radiographic operations are conducted.n@pathémergency
procedures should include steps for radiographic personnel to ensure that acoesseo ftaterials is
controlled for the types of operations that will be performed.

Discussion
1. Field/Temporary Jobsites

When radiographic operations are performed outside a permanent radiographitiarstati(east two
gualified radiographic personnel must be present. At least one of the individualsenaustdiographer; the
other may be another radiographer or a radiographer's assistant. Both inslimdaamaintain constant
surveillance of the operations to prevent unauthorized entry to the restri@edoperating procedures must
comply with the two-man rule for radiographic operations at any locations bdrepérmanent radiographic
facilities.

Radiographic personnel are required to maintain continuous direct visual surveflapeazations to protect
against unauthorized entry to the high radiation area during radiographic operatidiogyrdpédic personnel
should be instructed to keep the perimeter of the restricted area under continuoliarse\teiprevent
unnecessary exposure of individuals. Operating procedures should specify steggdioding to unauthorized
entry to the restricted area. For example, personnel should be instructednateethe radiographic exposure
immediately, before confronting the person who entered the restricted area.

All areas where radiographic operations are conducted require posting adititeon areas and the high
radiation areas. It is acceptable to post the perimeter of the restriedectner than the perimeter of the
radiation area. Personnel should be instructed to f@sttion Radiation Aréasigns at the point where
radiation levels have been calculated to reach 0.02 mSv (2 mrem) in any one hour. MAirgsiirvey during
to the first exposure of the source should be conducted to confirm the location of the boundayy and a
necessary adjustments should be made.

The perimeter of the high radiation area must be posted witlaation (or Danger) High Radiation Aréa
sign(s) at the point where radiation levels have been calculated to reach 1 mSvgii)Omany one hour. A
confirming survey of the high radiation area perimeter should not be conducted, simeessueey could lead
to unnecessary exposure of personnel.

Surveillance of the restricted area at facilities with multiplelsegaad multiple access points, or where
members of the public are close to the radiographic operations (e.g., boilers, cainmancifacturing plants,
or power plants during outages) can usually be performed only when more than twapdogersonnel are
assigned to the job. Operating procedures and instruction to personnel should inclubesspesifor these
circumstances to ensure that access into the restricted area is propgdited. Adequate control of the
restricted area at with multiple levels would require several personnelandpastings. These special
instructions may include the use of additional personnel to assist radiograpbimeers controlling access
into the restricted area, providing instruction to other workers in the area, argaakiouncements over the
public address system before and during radiographic operations.
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2. Permanent Radiographic Installations

For permanent radiographic installations, instruct personnel about posting eaokestd the facility with a
"Caution (or Danger) High Radiation Aréaign(s), and provide procedures to ensure that the visible-audible
signal system is operable. The operability of the visible-audible systetromakecked daily. The following
procedures may be used:

e Expose a radiation source in the permanent installation with all entranced; clos

e Determine that each visible signal in and outside the installation is functional;

¢ Open the door to each entrance into the installation to activate the audible alarm;

e Close the entrance and confirm that the alarm stops. If the installation hatharoone entrance,

only one entrance should be tested at a time; and
e Record results of test.

In the event that an entrance control device or an alarm fails to operateypabled permanent radiographic
installation, the installation may continue to operate for up to 7 days while thédetzuipment is fixed,
provided that:
e The entrance control device is labeled as defective;
e Radiography personnel maintain continuous, direct, visual surveillance o$ atstadlation points;
and
e Radiography personnel use an alarming rate meter.

3. Storage Areas

Radiographic equipment containing licensed material stored in controlled origtedsireas must be secured
from unauthorized removal or access. Operating procedures should specify lroMictmised material should
be secured and who is authorized access to licensed material.

A vehicle used to transport licensed material can also be used for storagé@idmsiach as temporary jobsites
or overnight lodging. If the applicant plans to use vehicles for storage, there shouwddnupes and
instructions to personnel about proper posting of the vehicle. A physical survey should equetéoconfirm
that the area around the storage facility is an unrestricted area. Radatismhay not exceed 0.02 mSv/hr (2
mrem/hr) at 45 cm (18 inches) from any external surface of the vehicle andhitle gball be locked when it

is used for storage.

Radiographic equipment stored at temporary jobsites must be secured aba kbeatprevents access by
unauthorized personnel. This usually requires that the equipment be locked in a cabinetsecothearea
where key access is controlled by site management and radiographic persosnedt acceptable for a device
to be chained to a post and left unattended at the place of use during lunch, breaks, araft&tbmage of
exposure devices at a private residence is unacceptable unless it has biiedl idedtapproved in a license.

Response from Applicant

Item 10.9.3 Methods For Controlling Access To Radgraphic Areas (Check box)

[0 We have included procedures to control acimesadiographic operations and storage areas ingheating and emergency
procedures

Note: All regulatory criteria applying to your normal place of business fodecimg industrial radiography operations
also apply to the location in which you store at your private residence. Ydspeasfy this storage location in your
license application.
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Item 10.9.4: Methods And Occasions For Locking Andecuring Radiographic Exposure
Devices, Storage Containers, and Sealed Sources

Rule: 12VAC5-481-840, 12VAC5-481-1210, 12VAC5-481-1230, 12VAC5-481-1360

Criteria: 12VAC5-481-840and12VAC5-481-1230requires locking and securing radiographic equipment to
protect the public and radiographers from an inadvertent exposure to radiation.

Discussion All radiographic devices, i.e., gamma cameras, sealed source storageecongaid source
changers are required to have a lock or outer-locked container to maintaialégesseirce in its shielded
position. During radiographic operations the source must automatically be sectmedhielded position each
time the source is returned. Radiographers must not attempt to circumvent thatiaigeauring features or
tamper with the safety features of radiographic devices. If a ragilbbgr had to leave an exposure device at a
temporary jobsite, it would have to be secured against unauthorized removal oirtgropersing the lock on
the device and then locking it in an available space such as a shed, room, etc.elikbilesn storage to and
from the temporary jobsite, the radiographer would ensure the lock is on the deviceralutk the device in
the trailer, etc. Radiographers and/or radiographer’s assistants musttkeastire exposure device and/or
storage or source containers are maintained locked (and if key locked, with thekegdeat all times) when
they are not under the direct supervision of the radiographer or the radiograpsistant, except at permanent
radiographic installations.

Response from Applicant

Item 10.9.4 Methods and Occasions For Locking anflecuring Radiographic Exposure Devices, Storage Cwatiners, and
Sealed Sourcg€heck box)

[0 We have included procedures for locking araisag radiographic equipment in the operating amgrgency procedures

10.9.5: Personnel Monitoring and the Use of PersoehMonitoring Equipment

Rule: 12VAC5-481-630, 12VAC5-481-640, 12VAC5-481-710, 12VAC5-481-750, 12VAC5-481-760,
12VAC5-481-770, 12VAC5-481-1040, 12VAC5-481-1330, 12VAC5-481-1350, 12VAC5-481-1490,
12VAC5-481-2280

Criteria: Provide procedures for appropriate use of personnel monitoring equipment.

Discussion All radiographers or radiographer’s assistants are required to wear on the tiiueik bbdy:
e Direct-reading dosimeters;
e Film badges, OSLs or similar devices; and
e Alarm ratemeters when they are engaged in radiographic field mperat

Film badges, OSLs or similar devices must be assigned to and worn by only one indivalaakufe full-
scale reading capability, direct reading dosimeters such as pencil tjpdasieneters or electronic personal
dosimeters must be recharged or reset at the start of each shift so thatnttetedssiill be capable of reading
the full scale. Personnel should be instructed that direct reading dosimetebe mesl and recorded at the
beginning and end of each shift. Proper operation of alarm ratemeters mustkee gzt day before use to
ensure that the alarm functions properly. The manufacturer's recommended psoskduld be followed.

All radiographers or radiographer’s assistants are required to wearratemreters except at permanent
radiographic facilities where other appropriate alarm or warning defeags visible and audible alarms) are in
routine use and are operable.
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Include instructions about how and where dosimetry devices are to be stored when nofimeusterage place
should be dry, radiation free, and cool so that the devices will not be affected lgeasiwaronmental
conditions.

Response from Applicant:

Item 10.9.5 Personnel Monitoring And The Use Of Reonnel Monitoring Equipment (Check box)

[1 We have included instructions for proper uspessonnel monitoring equipment in the operatind amergency procedures

Note: It is good practice to check the dosimeter during the work shift.

Item 10.9.6: Transporting Sealed Sources To Fielddcations, Securing Exposure Devices
And Storage Containers In Vehicles, Posting Vehicée And Controlling Sealed Sources
During Transportation

Rule: 12VAC5-481-630, 12VAC5-481-1210, 12VAC5-481-2980, 12VAC5-481-3070, 12VAC5-481-3080,
12VAC5-481-3091, 12VAC5-481-3100, 12VAC5-481-3130, 49 CFR Parts 171-178

Criteria : Licensees must develop, implement, and maintain procedures for transpaiagtrae material to
ensure compliance with DOT regulations.

Discussion During an inspection, the agency uses the provisioh2WWAC5-481-2980which incorporates the
requirements o9 CFR, to examine and enforce transportation requirements applicable to radiography
licensees.Appendix N contains: 1) a list of major DOT regulations applicable to transporting ragpioigr
devices; 2) a condensed summary of VDH/DOT requirements; and 3) two sample spageng the second
of which may be more useful for multiple-use, temporary jobsite activities.

Instructions to personnel should not reference VDH/DOT requirements. Inionsaould be extracted,
paraphrased and placed into the instructions so that personnel know exactly whet #rqected to do. The
following items should be covered in instructions to personnel:

e Labeling containers appropriately (i.e., when to use labels Radioactive MRédioactive Yellow
Il, or Radioactive Yellow IIl);

e Securing the exposure device or storage container within the transporting.vEéciastructions
should specify how to prevent the package from moving during transport;

e Preparation of shipping papers. The instructions should specify that the papebg musipleted
before transporting the licensed material and must be accessible in the dowgpartment at all
times.Appendix N contains examples of shipping papers for transporting radiographic exposure
devices;

e Placarding both sides, the front, and the back of the vehicle READIOACTIVE placards if the
package being transported requires a Radioactive Yellow Il label. Iethiel® requires placarding
and the package radiation levels exceed 2 mSv/hr (200 mrem/hr) or the transporkaegets 4.0,
exterior surfaces and passenger compartment of the vehicle must be survergeddaahat the
radiation levels do not exceed 0.02 mSv/hr (2 mrem/hr) from any exterior surface an&0/62 m
(2 mrem/hr) in the passenger compartment. Include instructions to personnel onghesiea
take if the radiation level exceeds 0.02 mSv/hr (2 mrem/hr) in the passenger ca@npéeto,
adding more shielding or repositioning the device within the vehicle);

e Ensure that the licensees name and city/town is prominently displayedoa$ @nldoth sides of the
vehicle; and
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e If an exposure device is transported in an overpack, the procedures should includéoimstituet
the overpack must be properly marked with the shipping name and identification numlibed, labe
(Radioactive White | or Radioactive Yellow II), and marked when required vatatament that
indicates the inner package complies with prescribed specifications.

Because the licensee may have authorization to possess and use severasealdd\d@ce combinations that
are registered by the NRC or another Agreement State and meet theeet@mance requirements of
12VAC5-481-1210the applicant must, before using a new sealed source/device combination, devetap writ
inspection and maintenance procedures for it and for the corresponding Type B trarckage pén addition,
the applicant must provide adequate training for radiographic personnel befora nsingealed source/device
combination.

Response from Applicant

Item 10.9.6 Transporting Sealed Sources To Fielddcations, Securing Exposure Devices And Storage Giamers In Vehicles,
Posting Vehicles, And Contratig Sealed Sources During Transportation(Check one box)

[0 We have included procedures for transporteajesl sources containing radioactive material, supodevices, and source

changers in the operating and emergenmgepiures.
OR
[0 Not Applicable (Devices are not transported)

Note: ‘A Review of Department of Transportation Regulations for Tranaport of Radioactive Materials (1998
revision)’ can be obtained by calling DOT's Office of HazardousN&tlnitiatives and Training at (800) 467-4922.

Before the 1997 revision 40 CFR Part 34 a licensee who intended to transport a radiographic Type B
package was required to submit a quality assurance program to NRC for apgepaedte from the license
approval. The 1997 revision 1®d CFR Part 34requires written procedures for inspection and maintenance of
radiographic Type B packaged)(CFR 34.31(b). In conjunction with the revisioio 10 CFR Part 34 the

NRC also amendetD CFR 71.101(gjo specifically state that if the applicant's written procedures for
inspection and maintenance of radiographic Type B packages are approvele tygplitant also meets NRC
guality assurance requirementslih CFR Part 71and does not have to submit or maintain a separate quality
assurance program to transport a Type B package. The application's amspedtmaintenance procedures for
radiographic equipment, which are also used for Type B packages, should ensurs¢hzdtkages are

shipped and maintained in accordance with their COC.

Item 10.9.7: Daily Inspection and Maintenance of Raiography Equipment

Rule: 12VAC5-481-1210, 12VAC5-481-1240, 12VAC5-481-1260, 12VAC5-481-1270, 12VAC5-481-1280 B,
12VAC5-481-1290, 12VAC5-481-1330, 12VAC5-481-1350, 12VAC5-481-1360, 12VAC5-481-1410,
12VAC5-481-1430, 12VAC5-481-1450, 12VAC5-481-1460, 12VAC5-481-1490

Criteria: The licensee shall perform visual and operability checks before usingnaaly equipment on each
day it is used.

Discussion Visual and operability checks must be performed on radiographic exposure denigegnseters,
associated equipment, and transport and storage containers before use eacbdiagritent is used. These
checks are intended to ensure that the equipment is in good working condition, that ttessewsrdequately
shielded, and that required labeling is present. Licensees must check surueyensbperability using check
sources or other appropriate means.
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Inspection records shall contain information about equipment problems found in dakg ahdaquarterly (not
to exceed 3 months) maintenance inspections. Records shall include the date of checktioninsame of
inspector, equipment involved, any problems found, and what repair and/or maintenangeyasatone.

Instructions to personnel using radiographic equipment must clearly statesgiettions are to be made before
the equipment is used each day. While not a requirement, good practice would be thguipther is used
on more than one shift in the day, the equipment should be inspected before the start of each shift

The procedures should specify the items that are to be checked and the steps thatakendftany defects
are found. If problems are found, the equipment must be removed from service until irétrepa

A list of items that should be checked in the daily inspection of radiography equipameiné obtained by
contacting the equipment manufacturers.

Permanent radiographic installation visible and audible alarms must be chec&pdraility daily before use,
and faulty radiographic equipment must be labeled and repaired within 7 days, witmsatopemeasures
taken in the interim. Compensatory measures taken include:

e Immediately label faulty equipment as defective;

e The radiographer must be accompanied by at least one other radiographemoapaeics

assistant;

e Continuous surveillance requirements are implemented until repairs are tszmple

e Alarming ratemeters shall be worn and checked for alarm function at timminggof each shift; and

e Records must be maintained of faulty equipment.

Appendix O provides example instructions for daily inspection of radiographic devices and equipment.

Response from Applicant

Item 10.9.7 Daily Inspection And Maintenance Of Ramgraphy Equipment (Check box)

[] We have included procedures for daily inspectind maintenance of radiography equipment iroperating and emergency
procedures.

Note: Direct reading dosimetry devices must be read and the exposureedeabthe beginning and end of each shift.
Alarm ratemeters shall be checked for alarm function at the begiah@arh shift. Records are to be maintained per
12VAC5-481-1490.

Item 10.9.8: Ratemeter Alarms or Off-Scale DosimeteReadings
Rule: 12VAC5-481-1320, 12VAC5-481-1330, 12VAC5-481-1350 D

Criteria : Licensees must instruct personnel in:

e Appropriate handling and use of sealed radioisotope sources and radiography devices

¢ Methods and occasions for conducting radiation surveys, controlling access iomatieds and
locking, securing, and transporting storage containers, radiographic exposurs,daceealed
radioisotope sources;

e The operating and emergency procedures;

e Actions to be taken if a dosimeter shows an off-scale reading or an alametextalarms (sounds,
etc.) unexpectedly;

e Procedures to be followed if a film badge, OSL, or similar device is lost cagkinand

e Procedures for notifying the proper persons in the event of an accident.
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Discussion If an individual's self-reading pocket dosimeter is found to be off scale, ardinaligi electronic
personal dosimeter reads above 2 mSv (200 mrem), or a ratemeter alarms (sounusxectedly, the RSO
or designee must be notified immediately. If radiation exposure cannot be rulgdtioetR5O or designee as
the root cause, the individual’s film badge, OSL or similar approved device must lher ggntessing within

24 hours. The affected individual may not resume work with radioactive materighern®SO or designee has
determined the individual's radiation exposuféere are no exemptions to this requirement

If any of the events described above should occur, personnel should be instructed to do timg fallawi
minimum:
e Stop work immediately, ensure that the source is in the safe storage position in the

exposure device, and vacate the radiation area;
If the ratemeter alarms (sounds, etc.), evaluate pocket dosimeter reading;
Notify the individual specified in the emergency procedures;
Notify the RSO or designee of the problem;
If pocket dosimeter is off scale, do not resume operations until authorized by the RSO
or designee; and
¢ If the exposure cannot be ruled out by the RSO or designee, then the film badge or OB& must

processed within 24 hours.

Response from Applicant

Item 10.9.8 Ratemeter Alarms Or Off-Scale DosimeteReadings (Check box)
[1 We have addressed ratemeter alarms or ofé-sialimeters in the operating and emergency proesdu

Item 10.9.9: Procedure For Identifying And Reporting Defects And Non-Compliance

Rule: 12VAC5-481-1090, 12VAC5-481-1100, 12VAC5-481-1150, 12VAC5-481-1330 A, 12VAC5-481-1530
Criteria : Licensees must notify management if defects are found in radiography equipment.

Discussion Equipment defects that cause a substantial safety hazard, or equiphaest fiavolving VDH-
regulated activities, must be reported to the agency. For example, adaillieecoupling between the source
assembly and the control cable must be reported to the agency. Radiographygdestsould be instructed to
report any malfunction or defect in radiography equipment to management, so thgémeamntacan take
appropriate action.

Response from the Applicant

Item 10.9.9 Procedure For Identifying And ReportingDefects And Non-Compliance(Check box)

[0 We have included procedures for notifying ngemaent of equipment malfunction or defect in therafing and emergency
procedures

Note: See NRC IN 91-39 ‘Compliance with 10 CFR part 21, Reporting of Defects anddiguiiance’. This is
available from the NRC website a&ivw.nrc.gov
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Item 10.9.10: Required Notifications

Rule: 12VAC5-481-1090, 12VAC5-481-1100, 12VAC5-481-1110, 12VAC5-481-1150, 12VAC5-481-1250 D,
12VAC5-481-1330 A, 12VAC5-481-1520 B, 12VAC5-481-1530

Criteria: Operating and emergency procedures must ensure that appropriatetiooisfiaee made during and
after an emergency.

Discussion The emergency procedures should clearly identify the names and telephone mirhgeRSO or
other persons who can provide assistance in an emergency or accident. Such peratstsinthyde the
exposure device manufacturer and the agency. The emergency procedurésafsmbeavailable to
radiography personnel during radiography and up-to-date.

VDH rules also require immediate notification upon the discovery of certain evgatdy the agency when
radiographic devices are lost or stolen or if there is indication of overexposefer. tékthe rule stated above or
to Appendix P for additional guidance in the preparation of emergency procedliadéde 9 below provides a
description of events that require notification and/or reports.
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Table 9: Required Notifications

TEL.

WRITTEN

EVENT NOTIFICATION REPORT RULE
Fire, explosion or toxic gas release Immediate 30days 12VAC5-481-1100
Unplanned contamination event 24 hours 30days 12VAC5-481-1100
Equipment s disabled or fails to 24 hours 30days | 12VAC5-481-1100
function as designed
Theft or loss of material Immediate 30 days 12VAC5-481-1090
Whole body dose greater than 0.25 §v Immediate 30 days 12VAC5-481-1100
(25 rems)
Extremity dose greater than 25 Sv | mediate 30days | 12VAC5-481-1100
(250 rems)
Whole quy dose greater than 0.05 $v 24 hours 30 days 12VAC5-481-1100
(5 rems) in 24 hours
Extremlty dose greater than 0.5 Sv (b0 24 hours 30 days 12VAC5-481-1100
rems) in 24 hours
\(/E\Slr;glrtre]st;ody dose greater than 0.05 $v None 30 days 19VAC5-481-1110
r?]?jfn)to minor greater than 5mSv (500 None 30 days 12VAC5-481-1110
Dose to embryo or fetus of a declared
pregnant woman greater than 5 msv None 30 days 12VAC5-481-1110
(500 mrem)
Dose to individual member of public
greater than 1 mSy (100 mrems) None 30 days 12VAC5-481-1110
Any applllcable limit in the license or None 30 days 12VAC5-481-1110
registration
Leak test of sealed source or guide
tube greater than 185 Bq (0.005 Ci) None 5 days 12VACS-481-1250 D
Unintentional disconnection of the
source assembly from the control None 30 days 12VAC5-481-1530 A
cable
Inability to retract the source assembly
to its fully shielded position and secyre None 30 days 12VAC5-481-1530 A
it in its retracted position
Failure of any component which is
critical to safe operation of the device None 30 days 12VAC5-481-1530 A
to properly perform its intended
function
An indicator on radiation machine fails
to show that radiation is being
produced, and exposure switch fails to
terminate production of radiation when None 30 days 12VAC5-481-1530 A
turned to the off position or a safety
interlock fails to terminate x-ray
production
Use of licensed material at any locatipiNotify the agency
not on license for more than 180 days prior to exceeding None 12VAC5-481-1530 C
in a calendar year 180 days
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Response from Applicant

Item 10.9.10 Required Notifications (Check box)

[0 We have included appropriate instructionsnimtifying the RSO and/or other personnel in theratieg and emergency
procedures.

Note: Telephone notifications shall be made to the agency at (804) 864-8150 during normeddhsiirs (8 a.m. — 4:30
p.m.) For immediate notifications after normal business hours, the 24 hogeacyetelephone number is (804) 674-
2400 or (800) 468-8892. Identify the emergency as radiological.

Item 10.9.11: Minimizing Exposure Of Persons In Thdevent Of An Accident
Rule: 12VAC5-481-630, 12VAC5-481-1330 A
Criteria: To maintain exposures as low as possible in the event of an emergency.

Discussion Since it is not possible to specify all possible situations that would constitet@ergency, a
general instruction is acceptable. This general instruction should desoeireele actions to maintain the dose
at a minimal level after an abnormal event is identified. The instruction shouldeén@utine emergency
actions such as posting the restricted area, maintaining surveillanceesttited area, and notifying the
RSO.

General instructions that give a basic idea of how to react when somethingateexmopens should include
such direction as immediately move away from the source, while at a st@fiecei from the source and
maintaining a low exposure, calm down and begin to survey to verify the boundary dttictekarea (2
mR/hr boundary). Remain at this boundary, but maintain visual surveillance of source.t R&®Qaar
designee; however, do not leave where you cannot maintain surveillance of sourcegrsskedo the phone
if necessary.

Response from Applicant

Item 10.9.11 Minimizing Exposure Of Persons In Th&vent Of An Accident (Check box)

[0 We have included instructions for minimizingpesure of persons in the event of an accidertdroperating and emergency
procedures

Item 10.9.12: Source Retrieval
Rule: 12VAC5-481-1330 A, 12VAC5-481-1530

Criteria : Each licensee who intends to perform source retrieval operations must have afgegipment,
training, and procedures.

Discussion Applicants must develop source retrieval procedures if their own radiog@gbannel with
appropriate training and experience will conduct source retrievals. If preseaher submitted, the agency will
review and approve applicants to perform source retrieval. If soursvadprocedures are not submitted for
review, then source retrieval activities must be conducted by a licensee iwlspgcifically authorized for
these activities by VDH, NRC or another Agreement State.
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Licensees specifically approved to perform source retrievals will ©apecific license condition
authorizing these activities. In addition, these individuals are authorized donpeidurce retrievals for
other licensees.

The agency will review the applicant's procedures for source retrievategpect to keeping exposures
ALARA and controlling exposures to radiation. Since it is not possible to spdqgifytahtial exposure
situations, a general procedure is acceptable.

A retrieval procedure should contain the following elements:

e Warnings that only specifically authorized individuals, or personnel supervisaetbhyauthorized
individuals and working in their presence are allowed to perform retrievals;

e A clear statement that no source or suspected source containing items agtincassource in a
guide tube will be handled directly;

e Expedient methods of reducing unintended exposure to staff and the public, such as ushaj lead s
bags, sandbags, steel plates, remote handling devices, and culverts cut lengthwise

e Additional dosimetry should be used during source retrievals, for example, pockettosiwith a
range greater than 2 mSv (200 mrems) or finger badges;

e Methods of restricting access to the area, including establishingiategsirea and obtaining
outside help in controlling access;

e Appropriate use of survey instruments. The procedure should prohibit using alarmingteiesone
electronic dosimeters as survey instrument substitutes;

e Criteria for requesting outside assistance;

e Instructions for reducing the exposure to other personnel and members of the publicedannegy
operations;

¢ Notification of the RSO/RSO-designee, and management;

e Specific training including practice with special tools, shielding, and additdosimetry with a
dummy source; and

e Notification to the agency.

Response from Applicant

Item 10.9.12 Source Retrieval(Check one box)

[0  We will not perform source retrieval and wite the services of a person specifically licergedDH, NRC or another
Agreement State to perform the retrieeflsur sources.

OR

[0 We will perform source retrieval. We havelirted source retrieval procedures in the operatimtjemergency procedures and
submit specific training for agency review

Note: Radiography personnel should not attempt to perform operations involvileyakor recovery unless they have
actual training in retrieval operations using a dummy source witlpgire@ariate handling tools, survey instruments, and
dosimetry. Source retrieval must be specifically authorized on thedicens
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Item 10.9.13: Maintenance Of Records

Rule: 12VAC5-481-10, 12VAC5-481-100, 12VAC5-481-571, 12VAC5-481-980, 12VAC5-481-1330,
12VAC5-481-1350, 12VAC5-481-1360, 12VAC5-481-1390, 12VAC5-481-1430, 12VAC5-481-1440,
12VAC5-481-1450, 12VAC5-481-1480, 12VAC5-481-1490, 12VAC5-481-1500, 12VAC5-481-1520

Criteria: The licensee shall meet VDH record requirements.

Discussion:Personnel must generate and maintain certain records when performingaguyogrcluding:

e Utilization logs showing the following:
— Description, including the make, model, and serial number of the device used.
— lIdentification and signature of the radiographer.
— Where the device is used and dates of use; dates device is removed and returnegkio stora

e Records of daily inspection of equipment;

e Pocket dosimeter readings. These readings must be made at the beginning and emk sifiift.w
Instructions to personnel must specify that the readings be recorded; and

e Results of the physical survey to ensure that the sealed source is in the shietaed pben a
radiographic exposure device is placed in a storage area (as defiriddthi65-481-10 and if that
survey is the last one performed in the workday.

Operations requiring records include inspections and maintenance at intervalexmded 3 months. Other
examples include instrument calibration and shipment of packages. Radiograpnyne@esbould also be
aware of the records that must be maintained at temporary jobsites li$f2dAC5-481-1520 B
Radiographers performing radiographic duties should be given specific irstauftr recordkeeping. These
should not include instructions about records that are the responsibility of managechsupervision.

Response from the Applicant:
Item 10.9.13 Maintenance Of RecordgCheck box)
[0 We have included procedures which ensure propéntenance of records in the operating and eemesgprocedures.

[tem 10.10: Minimization of Contamination
Rule: 12VAC5-481-450 A, 12VAC5-481-1200, 12VAC5-481-1250

Criteria:  Applicants for new licenses must describe how facility design and proceduresratiapwill
minimize, to the extent practicable, contamination of the facility and thieoement, facilitate eventual
decommissioning, and minimize, to the extent practicable, the generation ottiadioaste.

Discussion: All applicants for new licenses need to consider the importance of designing aaihgpeeir
facilities to minimize the amount of radioactive contamination generatée aite during its operating lifetime
and to minimize the generation of radioactive waste during decontamination. ialdasiography applicants
usually do not need to address these issues as a separate item sincarbkyacein responses to other items
of the application.
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Sealed source and devices that are approved by the NRC or another Agreementl 8iat¢eal and used
according to their respective SSDR Certificates usually pose igki@f contamination. Leak tests performed

as specified iL2VAC5-481-1250should identify defective sources. Leaking sources must be withdrawn from
use and decontaminated, repaired, or disposed of accordi@y&C5-481, ‘Virginia Radiation Protection
Regulations’. These steps minimize the spread of contamination and reduce radioactivassastated with
decontamination efforts. Other efforts to minimize radioactive waste do ngttaggbgrams using only

sealed sources and devices that have not leaked.

Note: The applicant does not need to provide a response to this item. Thg agkeoonsider that the above Criteria
have been met if the applicant's responses meet the criteria follaaenig items: ‘Sealed Sources and Devices’,
‘Facilities and Equipment’, ‘Leak Tests’, ‘Operating and Emergédtrocedures’, and ‘Waste Management’.

Item 11: Waste Management

Rule: 12VAC5-481-100, 12VAC5-481-500, 12VAC5-481-570, 12VAC5-481-571, 12VAC5-481-910,
12VAC5-481-980, 12VAC5-481-2980, 12VAC5-481-3100

Criteria: Licensed materials must be disposed of in accordance with VDH requiscoyanansfer to an
authorized recipient. Appropriate records must be maintained.

Discussion Licensees who dispose of radiography sealed sources, or dispose of raglidgrapés
containing depleted uranium, must transfer them to an authorized recipient. Re@ptbotized to accept
radioactive material are the original manufacturer of the device, or meamial firm licensed by VDH, the
NRC or another Agreement State.

Before transferring radioactive material, a licensee must use oneroétheds described t2VAC5-481-570
D to verify that the recipient is properly authorized to receive it. In addition,cdbgas containing
radioactive sources must be prepared and shipped in accordance with VDH/@@OE€ments. Records of the
transfer must be maintained as required BYAC5-481-571

Response from Applicant
Iltem 11 Waste Managemen{Check box)

[0 We will return the radiography sealed souict(she manufacturer for disposal or transferrtiography sealed source(s) to a
specific licensee authorized by VDH, the NRC ortaeo Agreement State to receive radioactive materia

Note: Because of the difficulties and costs associated with disposahlifd sources containing radioactive material and
devices containing depleted uranium, applicants should preplan the dispppltants may want to consider contractual
arrangements with the sealed source and device supplier as part of agagreament.
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Item 12 License Fees

Rule: 12VAC5-491

Criteria : On VDH form, ‘Application for a Radioactive Material License Autharigthe Use of Industrial
Radiography’ Appendix A), enter the fee category and the amount of the fee enclosed with the applicat

Response from Applicant

SPECIFIC LICENSE FEE
Item 12 License FeeqRefer t012VAC5-491)

Category: Application Fee Enclosed (For new applications):
[J Yes [ No Amount Enclosed $

Item 13: Certification

Criteria :
e Individuals acting in a private capacity are required to sign and date VDHh Fgoplication for a
Radioactive Material License Authorizing the Use of Industrial Radiogrd@ippendix A).
e Senior representatives of a corporation or legal entity must sign and dat&MBH‘Application
for a Radioactive Material License Authorizing the use of Industrial Reapbg’ (Appendix A).

Representatives signing an application must be authorized to makergiing commitments and sign

official documents on behalf of the applicantAs discussed in the section titled ‘Management Responsibility’,
signing the application acknowledges management's commitment and respiesdibilthe radiation

protection programThe agencwvill return all unsigned applications for proper signature

Response from Applicant:

CERTIFICATION (To be signed by an individual authorized to mak®ling commitments on behalf of the applicant.)
Item 13

| hereby certify that this application was preparedonformance witli2VAC5-481, ‘Virginia Radiation Protection Regulations’ and that all
information contained herein, including any suppets attached hereto, is true and correct to thedfeny knowledge and belief.

SIGNATURE - Applicant Or Authorized Individual Date signed

Print Name and Title of above signatory

e ltis aviolation ofl2VAC5-481-30to make a willful false statement or representation on applications or
correspondence.

¢ When the application references commitments, those items become particénsing conditions and regulatory
requirements.
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Appendix A

VDH Form
‘Application for a Radioactive Material License
Authorizing the Use of Industrial Radiography’
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Virginia Department of Health
Radioactive Materials Program
(804) 864-8150

APPLICATION FOR A RADIOACTIVE MATERIAL LICENSE
AUTHORIZING THE USE RADIOACTIVE MATERIAL FOR INDUSTRIAL RA  DIOGRAPHY

The Virginia Department of Health (VDH) is requestidisclosure of all information for the purposenbfaining a radioactive material license.
Failure to provide any information may result imie or delay of a radioactive material license.

Instructions - Complete all items if this is an initial applfea or an application for renewal of a licensefdRéo VAREG ‘Guidance for Industrial
Radiography Use.” Use supplementary sheets wharessary. Retain one copy and submit origindi@®ntire application to: Virginia Department
of Health, Radioactive Materials Program, 109 GoweiStreet, Room 730, Richmond, VA 232109.

APPLICATION TYPE

Item 1 Type Of Application (Check one bax

[J New License [] Renewal License Number

CONTACT INFORMATION

Item 2 Name and Mailing Address Of Applicant: Item 3 Person To Contact Regarding Application:

Applicant’s Telephone Number(Include area code): Contact’'s Telephone Number(Include area code):

LOCATION OF RADIOACTIVE MATERIAL

Item 4 Location of Radioactive Material(Do not use Post Office Box):

[0 Used Address: Telephone Number (Include area code):
[] stored
[J Used and Stored

[[] Permanent Cell Facility

Used Address: Telephone Number (Include area code):
Stored
Used and Stored

Il

[[] Permanent Cell Facility

Used Address: Telephone Number (Include area code):
Stored
Used and Stored

oo

[[] Permanent Cell Facility

Is industrial radiography performed at temporaty $ites?: [ ] Yes [] No
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APPLICATION FOR A RADIOACTIVE MATERIAL LICENSE AUTH  ORIZING THE USE OF INDUSTRIAL RADIOGRAPHY Page 2 of 5

RADIATION SAFETY OFFICER

Item 5 Radiation Safety Officer (RSO)(Check all that apply)

[ The name of the proposed RSO and other patetgsignees who will be responsible for ensurieg the licensee’s radiation safety program is
implemented in accordance with approved procedures.

NAME: TELEPHONE NUMBER:
(Include area code)

AND

[1 we will demonstrate that the RSO has sufficiedependence and direct communication with resibts management officials by providing a
copy of an organizational chart by position and wginfirm that the RSO has day-to-day oversightefradiation safety activities.

AND EITHER
[0 We will provide the specific training and exieace of the RSO. Include the following:

1. Specific dates of certification and/or training@diation safety.

2. Documentation to show that the RSO has a minimuy@J0 hours of hands-on experience as a qualifidwgrapher in
industrial radiographic operations.

3. Documentation to show that the RSO has obtaineddbiraining in the establishment and maintenarieeradiation
protection program.

OR

[] Wwe will provide alternative information demdnasing that the proposed RSO is qualified by irajrand experience (e.g. Board Certification
by the American Board of Health Physicists, conipiebf a bachelor’'s and/or master’s degree in thenges with at least one year of
experience in the conduct of a radiation safetgmm of comparable size and scope) documentatishdw that the RSO has obtained formal
training in the establishment and maintenancerafl@tion protection program.

TRAINING FOR RADIOGRAPHERS AND RADIOGRAPHER'S ASSIS TANTS

Item 6 Training For Radiographers and Radiographets Assistants(Check box and attach requested information)

[0 We will submit the information outlined in sectititied ‘Training for Radiographers and Radiographéssistants’ in VAREG ‘Guidance for
Industrial Radiography Use'.

RADIOACTIVE MATERIAL

ltem 7 Sealed Source Radioactive Materia[Attach additional pages if necessary)

Element and mass number Sealed source manufacturer and model number

Maximum activity per source Exposure device manufacturer and model number

Source changer manufacturer and model number

Is Depleted Uranium used as a shielding materigdl?] Yes [] No

Only radiographic exposure devices, source assemblisealed sources, and associated equipment
which meets the requirements specified 2VAC5-481-1210will be used in radiographic operations. [] Yes [] No
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APPLICATION FOR A RADIOACTIVE MATERIAL LICENSE AUTH  ORIZING THE USE OF INDUSTRIAL RADIOGRAPHY Page 3 of 5

FINANCIAL ASSURANCE AND RECORDKEEPING FOR DECOMMISS IONING

Item 8 Financial Assurance and Recordkeeping For &ommissioning({Check both boxes)

[] We shall maintain drawings and records impurta decommissioning and will transfer these rd@sdo a new licensee before licensed
activities are transferred in accordance Wi#tVAC5-481-500 Bor assign the records to the agency before teadieis terminated.

AND
[0 Iffinancial assurance is required, submitlevice pef2VAC5-481-450 C.

FACILITIES AND EQUIPMENT

Item 9 Facilities and Equipment(Check box and attach requested information)

[0  we will submit the required information agdig in the section titled ‘Facilities and EquipnieritVAREG ‘Guidance for Industrial
Radiography Use’.

RADIATION SAFETY PROGRAM

Item 10 Radiation Safety Program
Item 10.1 Radiation Safety Program Audit

The applicant is not required to submit its auditgpam to the agency for review during the licegghase. This matter will be examined during an
inspection.

Item 10.2 Termination Of Activities (Check box)
[1 Wwe will notify the agency, in writing, withiB0 days of the decision to permanently cease ratii@amaterial use 12VAC5-481-500)

Item 10.3 Instruments (Check all boxes that apply)

[] Wwe will possess and use radiation survey ri@térat meets the Criteria in the section titledstruments’ in VAREG ‘Guidance for Industrial

Radiography Use’.
AND EITHER
[0 The calibration will be performed by a VDH, RRr another Agreement State licensee specificaitiiorized to perform instrument
calibration.
OR
[0 We will follow the survey meter calibrationomedures in accordance with Appendix J in VAREGidance for Industrial Radiography Use’.
OR

[0  We will submit alternate procedures. (Proceduare attached)

Note: Identify the qualifications of the individualshe will perform the calibrations if performed byethpplicant.

Item 10.4 Material Receipt and Accountability (Chek box)

[0 Quarterly physical inventories (not to exc8auionths) will be conducted of all sealed sourcela devices containing radioactive material
(including depleted uranium) and the informatiomtadned in the discussion section titled ‘MateRa&iceipt and Accountability’ in VAREG
‘Guidance for Industrial Radiography Use’ will beaimented.

Item 10.5 Leak TestdCheck one box)

[0 Leak tests will be performed by an organizatothorized by VDH, the NRC or another AgreemeateSto provide leak testing services to
other licensees; or by using a leak test kit segitiy an organization licensed by VDH, the NRCrather Agreement State to provide leak
test kits to other licensees according to kit sigpglinstructions.

List the name and license number of organizatidhaized to perform or analyze leak test (Specifiether VDH, NRC, or another
Agreement State):
Organization Name License Number

Issuing Entity

Note: An alternate organization may be used to performnalyze leak test, without amending the licepsavided the organization is
specifically authorized by VDH, the NRC or anotAgreement State.

OR

[0 We will perform our own leak testing and saenghalysis. We will follow the procedures in ApgankK of VAREG ‘Guidance for Industrial
Radiography Use.’

OR

[0 We will submit alternative procedures. (Praged are attached)
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APPLICATION FOR A RADIOACTIVE MATERIAL LICENSE AUTH  ORIZING THE USE OF INDUSTRIAL RADIOGRAPHY Page 4 of 5

Item 10.6 Occupational Dosimetry (Check all boxes that apply)
[0 We will provide dosimetry processed and ev@ddy a NVLAP-approved processor that is exchamgeuthly.
AND

[0 The required personnel monitoring equipmertitiding 0 to 2 mSv (200 mrem) dosimeters or etetr personal dosimeters, will be worn by
radiographic personnel.

AND
[0 Alarming ratemeters set to alarm at plus arusi20% of 500 mrem/hour will be worn by all radighy personnel.

Note: Radiography personnel at permanent radiographgliasons where other appropriate alarming or \wegrdevices are in use do not
need alarming ratemeters.

AND
[0 Pocket dosimeters and alarm ratemeters witlHeeked for correct response at intervals nok¢eed 12 months.
AND EITHER
[0 If adjustment is necessary, the devices weltdturned to the manufacturer.
OR

[ If adjustment is necessary, procedures farsidjents are described.

Item 10.7 Public Dose

No response is required, in this license applicatimwever the licensee’s evaluation of public deslebe examined during an inspection.

Item 10.8 Quarterly Maintenance(Check both boxes)
[0 We have included procedures for quarterly mesmiance as part of the operating and emergencgguoes.
AND

[0 Before using a new sealed source/device caatibim we will have written inspection and maintecg procedures that address the use of new
equipment as a Type B transport package. In axdditie will provide training to radiographic persehbefore using a new sealed
source/device combination.

OPERATING AND EMERGENCY PROCEDURES

Item 10.9 Operating and Emergency Procedures

Operating and emergency procedures must be subrtittbe agency for review.

Item 10.9.1 Handling and Use Of Sealed Sources aR@&diography Exposure Device$Check box)

[0 We have included the following in the opergtamd emergency procedures:
Step-by-step instructions for using each type dfagraphic devices;
Instructions for performing source exchanges; and
Instructions for crankout devices should be sepdram those for pipeliner devices.

Item 10.9.2 Methods and Occasions For ConductingaRliation Surveys(Check box)

[0 We have included in the operating and emengpracedures all surveys as described in the settled ‘Methods and Occasions For
Conducting Radiation Surveys’ in VAREG ‘Guidance flodustrial Radiography Use’.

Item 10.9.3 Methods For Controlling Access To Radgraphic Areas(Check box)

[0 We have included procedures to control acttesadiographic operations and storage areas ingheating and emergency procedures.

Item 10.9.4 Methods and Occasions For Locking anflecuring Radiographic Exposure Devices, Storage Cwainers, and
Sealed SourcéSheck box)

[[] We have included procedures for locking aralisag radiographic equipment in the operating amérgency procedures.

Item 10.9.5 Personnel Monitoring and The Use Of Pgonnel Monitoring Equipment (Check box)

[0 We have included instructions for proper ulspasonnel monitoring equipment in the operating amergency procedures.

Item 10.9.6 Transporting Sealed Sources To Fielddcations, Securing Exposure Devices and Storage Gamers In Vehicles,
Posting Vehicles, and Controly Sealed Sources During Transportatiof{Check one box)

[1 We have included procedures for transportéajes! sources containing radioactive material, sxpodevices, and source changers in the
operating and emergency procedures.

OR
[  Not Applicable (Devices are not transported)

Item 10.9.7 Daily Inspection and Maintenance Of Radgraphy Equipment (Check box)

[0 we have included procedures for daily inspectind maintenance of radiography equipment iroperating and emergency procedures.
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APPLICATION FOR A RADIOACTIVE MATERIAL LICENSE AUTH  ORIZING THE USE OF INDUSTRIAL RADIOGRAPHY Page 5 of 5

Item 10.9.8 Ratemeter Alarms Or Off-Scale DosimeteReadings(Check box)

[0 We have addressed ratemeter alarms or ofé-simalimeters in the operating and emergency proesdu

Item 10.9.9 Procedure For Identifying and ReportingDefects and Non-CompliancéCheck box)

[0 We have included procedures for notifying nugmaent of equipment malfunction or defect in therafing and emergency procedures.

Item 10.9.10 Required NotificationgCheck box)

[0 We have included appropriate instructionsnimtifying the RSO and/or other personnel in theratieg and emergency procedures.

Item 10.9.11 Minimizing Exposure Of Persons In Th&vent Of An Accident (Check box)

[] We have included instructions for minimizingoesure of persons in the event of an accideritdroperating and emergency procedures.

Item 10.9.12 Source Retrieva{Check one box)

[0  Wwe will not perform source retrieval and wilie the services of a person specifically licefsedDH, the NRC or another Agreement State
to perform the retrievals of our sources.

OR

[0 We will perform source retrieval. We havelimed source retrieval procedures in the operatimtjemergency procedures and submit
specific training for agency review.

Item 10.9.13 Maintenance Of RecordéCheck box)

[0 We have included procedures which ensure proéntenance of records in the operating and eemesgprocedures.

WASTE MANAGEMENT

Item 11 Waste Managemen{Check box)

[ we will return the radiography sealed sourct(she manufacturer for disposal or transferrdaiography sealed source(s) to a specific
licensee authorized by VDH, the NRC or another Agrent State to receive radioactive material.

SPECIFIC LICENSE FEE

Item 12 License FeeqRefer t012VAC5-491)

Category: Application Fee Enclosed (For new applications):
[J Yes [ No Amount Enclosed $

CERTIFICATION (To be signed by an individual authorized to mhkaling commitments on behalf of the applicant.)

Item 13
I hereby certify that this application was preparedonformance witli2VAC5-481 ‘Virginia Radiation Protection Regulations’ and that all
information contained herein, including any supmets attached hereto, is true and correct to thiedfeny knowledge and belief.

SIGNATURE - Applicant Or Authorized Individual Date signed

Print Name and Title of above signatory
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Appendix B

VDH Form
‘Certificate of Disposition of Material’
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Virginia Department of Health
Radioactive Materials Program
(804) 864-8150

CERTIFICATE OF DISPOSITION OF MATERIALS

Completion of this form is required to completentaration of a Radioactive Material License as oetti in12VAC5-481-500 Failure
to provide information will result in this requdst termination of a specific license not beingqessed.

Instructions — Complete all items. Retain one copy and subnginal to Virginia Department of Health, RadicosetMaterials
Program, 109 Governor Street, Room 730, Richmord,23219.

CONTACT INFORMATION

Item 1 Name and Mailing Address of Applicant: Item 2 Virginia Radioactive Material License Number

Item 3 Contact Person — Name

Contact Person - Telephone Numbei(Include area code)

() - X

TERMINATION AND DISPOSITION INFORMATION

The following information is provided in accordangith 12VAC5-481-510,(Check all that apply)

|:| Iltem 4 All use of radioactive material authorized unther above referenced license has been terminated.

|:| Iltem 5 Radioactive contamination has been removed ttetreds outlined il 2VAC5-481-1161 B.

|:| Item 6 All radioactive material previously procured amdpossessed under the authorization granted battbee referenced
license has been disposed of as follows. (Chédtkat apply)

|:| Transferred to: Name Address

Who is (are) authorized to possess such materdgrirnicensed Number:

Issued by (Licensing Agency):
|:| Decayed, surveyed and disposed of as non-radieastigte.

|:| No radioactive material has ever been procuredoamarssessed by the licensee under the authonzgtamted by the
above referenced license.

|:| Other (Attach additional pages)

|:| Iltem 7 Attached are radiation surveys or equivalentpasified in12VAC5-481-510 L Specify the survey instrument(s) used
and certify that each instrument is properly calibd as required ibl2VAC5-481-510 K
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Certificate of Disposition of Materials Page 2 of 2

|:| Item 8 Records required to be maintained for the licéasmination requested are available at the folhgwocation(s):
Name:

Address:

Contact Person Telephone Number:

Additional remarks (Attach additional pages if eggary.)

CERTIFICATION (To be completed by an individual authorized to enblnding commitments on behalf of the applicant.)

Item 10.

The undersigned, on behalf of the licensee, herelogrtifies that licensable quantities of radioactivenaterial under the jurisdiction of the
Virginia Department of Health are not possessed bthe licensee. It is therefore requested that thebave referenced radioactive material
license be terminated.

SIGNATURE - Applicant or Authorized Individual Date signed

Print Name and Title of above signatory
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Sample Correspondence Delegation Letter
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SAMPLE CORRESPONDENCE DELEGATION LETTER

[datd

[name and addreks

Virginia Department of Health
Radioactive Materials Program
109 Governor Street, Room 730
Richmond, VA 23219

To Director Radioactive Materials Program:

As [job title] of [name of licenségl have delegated authority for all matters pertaining to our Radioactive
Material License torfame of designge [Name of design¢das management approval to sign and submit
amendment requests to the Virginia Department of Health on behaHrog|of licensge | understand that
license renewals must still be signed by a representative of upperamaardag

[This document must be signed by a management representative who has indepemaéyttauteassign job
duties and/or provide finances, if necessary, to support an effective radidtynpsagram.]

Signature Title Date

Print Name
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Reserved
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Appendix E

Information Needed for Transfer of
Control Application
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Information Needed for Transfer of Control Application

Licensees must provide full information and obtain VDpt®r written consent before transferring control of
the license; some licensees refer to this as ‘transferring the licéthside the following information
concerning changes of control by the applicant (transferor and/or teashsrappropriate). If any items are
not applicable, so state.

Control: Control of a license is in the hands of the person or persons who are empowered to decide when a
how that license will be used. That control is to be found in the person or persons who, becaunsesbiip or
authority explicitly delegated by the owners, possess the power to determinampabicy and thus the

direction of the activities under the license.

Transferee: A transferee is an entity that proposes to purchase or otherwise gain control of a
VDH-licensed operation.

Transferor: A transferor is a VDH licensee selling or otherwise giving up controliceaded operation.
1. Provide a complete description of the transaction (transfer of stocks or asseigyen). Indicate whether
the name has changed and include the new name. Include the name and telephone nuicdresed aontact

who the agency may contact if more information is needed.

2. Describe any changes in personnel or duties that relate to the licensadhpitaglude training and
experience for new personnel.

3. Describe any changes in the organization, location, facilities, equipmentedpres that relate to the
licensed program.

4. Describe the status of the surveillance program (surveys, wipe testy, cuatiiol) at the present time and
the expected status at the time that control is to be transferred.

5. Confirm that all records concerning the safe and effective decommissadiivegfacility will be transferred
to the transferee or to VDH, as appropriate. These records include documentaiimeys ef ambient
radiation levels and fixed and/or removable contamination, including methods and $gnsitivi

6. Confirm that the transferee will abide by all constraints, conditions, retgnte and commitments of the
transferor or that the transferee will submit a complete description ofdpeged licensed program.

References: The information above is derived from Information Notice 89-25, Revisiodrauthorized Transfer of
Ownership or Control of Licensed Activitjegvhich is available at the NRC’s webpage at http://www.nrc.gov.
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Appendix F
NRC Regulatory Issue Summary 2005-10

‘Performance-Based Approach for Associated
Equipment in 10 CFR 34.20’
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ADDRESSEES
All industrial radiography licensees and manufacturers and distributors ofrintitestiography
equipment.

INTENT

The U.S. Nuclear Regulatory Commission (NRC) is issuing this regulasug summary (RIS)

to explain the performance-based approach NRC has decided to take regardiggitbemeats in

10 CFR 34.20"“Performance requirements for industrial radiography equipfhevitich addresses the
regulation of associated equipment used in an industrial radiography system. Téip&i&des and replaces
Information Notice 96-20, “Demonstratiaf Associated Equipment Compliance with 10 CFR 3410
specific action or written response is required.

BACKGROUND

In theFederal Registenotice (68 FR 41757, July 15, 2003), NRC announced its denial of the petitioner's
request for rulemaking to remove frdfi CFR 34.20the term associated equipméniThe notice also
explained that NRC's practice of registering associated equipmentlih@&iR 32.210"Registration of
product informatiofy, which was previously described in Information Notice 96-20, had been discontinued.
This RIS supersedes and replaces Information Notice 96-20.

SUMMARY OF ISSUE

To maintain safety, each licensee must take special care to ensurkabsv@hted equipment (including
modified or customized associated equipment) meets the minimum performaeda rquired inl0 CFR

34.2Q A licensee that modifies associated equipment is required to demonstratedbyesting or an

alternative analysis that the performance of the radiographic systemdandual items of associated

equipment meet the criteria1® CFR 34.20 The results of actual testing or analysis must demonstrate that the
replacement component will not compromise the design safety featuresmdub#ial radiography system.
Compliance with the performance criteria prevents a licensee fromsudastpndard associated equipment.

PERFORMANCE REQUIREMENTS FOR ASSOCIATED EQUIPMENT
The performance requirements for associated equipment are set forth iratjrapas of
10 CFR 34.20Qdescribed below:
» paragraph (a)(1), incorporates by reference the American Nationdb®&ia Institute
(ANSI) N432-1980, Radiological Safety for the Design and Construction of Apparatus for Gamma
Radiography, (ANSI N432) which specifies the design and method of qualifying (testing) timalus
radiography equipment, including equipment that NRC has defineakasciated equipmént
» paragraph (a)(2), provides for an engineering analysis as an aetoaictual testing, to demonstrate
the performance of individual radiography equipment components;
» paragraph (b)(3), allows associated equipment to be modified unless themepliacemponent would
compromise the design safety features of the industrial radiography system
» paragraph (c)(5) and (8), respectively address crushing and kinking testpuide tube and the
standard test for tensile strength of an exposure head;
» paragraph (e), allows a licensee or vendor to apply a realistic torqueditvéhenechanism during the
life cycle test.

The regulations require a licensee to use industrial radiography equipment the¢hasanufactured and
tested to meet radiation safety performance criteria W@i€FR 34.20

The life cycle test in ANSI N432 is an evaluation of the endurance of a sourcaaw. d® test the life cycle of
an industrial radiography source or exposure device, all components of the indagitvigdaphy system
(including the associated equipment) must be assembled and operated for the duttaitestf This
requirement, NRC determined, is sufficient to maintain safety and a segayaegary approval for associated
equipment is not needed as long as the associated equipment meets the minenammaftCFR 34.20
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Attachment 1 to this RIS contains additional information about definitions and appliegbleements,
certificates of registration for a sealed source or device, custom-bmik of associated equipment, acceptable
methods to demonstrate compliance, inspection and licensing guidance, and inspectiami@ménce
procedures. Attachment 2 indicates the availability of reference docsithahtre cited in this RIS and
Attachment 1.

ENFORCEMENT POLICY

The NRC Enforcement Policy, Supplement VI, provides examples of violations in ehehfofit severity

levels as guidance in determining the appropriate severity level for eitdati the area of fuel cycle and
materials operations, including industrial radiographic operations. An exampieofiaty that would

normally result in the NRC issuing a Severity Level Il Notice of Violais possession or use of unauthorized
equipment or materials in the conduct of licensee activities that degradgsBaged on this example,
enforcement action would be considered for a licensee that used associated gtginhed not been tested
or analyzed to meet the performance requirements or that used modifiedtad smpigoment that

compromised the design safety features of an industrial radiography sysidhreatened or did not protect the
health and safety of workers or members of the public.

AGREEMENT STATE COMPATIBILITY

NRC has determined that the information provided in this RIS does not change the levebatilmbiy of the
Agreement State regulations to the existing NRC requirements. Use pfdimeation in this RIS continues to
provide Agreement States with the flexibility to revise their policy andaguie to meet unique situations and
local conditions and to ensure an orderly, uniform implementation of the performaedeapasoach for
associated equipment.

FEDERAL REGISTER NOTIFICATION
A notice of opportunity for public comment on this RIS was not published iRetieral Registebecause it is
informational, and does not represent a departure from current regulatorgmesis.

SMALL BUSINESS REGULATORY ENFORCEMENT FAIRNESS ACT
NRC has determined that this action is not subject to the Small Business &gdtitdbrcement Fairness Act
of 1996.

PAPERWORK REDUCTION ACT STATEMENT
This RIS requires no specific action or written response. If you have anyogsesbout this summary, please
contact one of the individuals listed below or the appropriate regional office.
/RA/ Thomas Essig for
Patricia K. Holahan, Acting Director
Division of Industrial and
Medical Nuclear Safety
Office of Nuclear Material Safety
and Safeguards

Technical Contacts: J. Bruce Carrico, NMSS Thomas YdBIMES
301-415-7826 301-415-5795
E-mail: jbc@nrc.gov E-mail: tfy@nrc.gov

Note: NRC generic communications may be found on the NRC public Welntsgg/www.nrc.goy under Electronic
Reading Room/Document Collections.

Attachments: 1. Additional Information and Applicable Requirements Regatdsuariated Equipment
2. Availability of Reference Documents
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Attachment 1

ADDITIONAL INFORMATION AND APPLICABLE REQUIREMENTS REGAR  DING
ASSOCIATED EQUIPMENT

Definitions

10 CFR 34.3 “Definitions, defines associated equipment as equipment that is used in conjunction with a
radiographic exposure device to make radiographic exposures that drives, guides, an comtest with the
source [e.g., guide tube, control tube, control (drive) cable, removable source didpe,'dnd collimator
when it is used as an exposure hea@d]CFR 34.3defines the following items of associated equipment:
collimator, control (drive) cable, control (drive) mechanism, control tube, expbsate(source stop), and
guide tubel0 CFR 34.3defines the following radiographic equipment and related terms: radiographic
exposure device, s-tube, sealed source, source assembly, source changer gantbstaraer.

Licensees should be aware of the specific meaning of the terms indicated dtkequirements applicable to
items of equipment depend on how the equipment is definb@ @FR 34.3 It is important to distinguish
between items of equipment that are considered to be associated equipmemsnoteguipment that are not.
In some cases, there may be no regulatory requirements that apply to an igeiproeat; in other cases, an
item of equipment may be a component of a source or device that is required to beaipexiticorized for
use. Following are two examples that illustrate important distinctions whiemaae regulatory requirements
for an item of equipment.

The first example distinguishes certain types of collimators that arssmtiated equipment and are not
required to meet the performance criteria in ANSI N432. Various types of atdlimare used as radiation
safety devices for industrial radiographic operations. In many cases pibsuex head at the end of the guide
tube is inserted into a collimator. This type of collimator is not an item ofiags@quipment because the
source does not come in contact with the collimator. This type of collimator is netstdihe performance
requirements il0 CFR 34.20or the evaluation process1@ CFR 32.210However, if a collimator does come
in contact with the source because it also acts as a source stop (exposure heathlishaithin the scope of
the definition of associated equipment that is subject to the performance reqtsrem® CFR 34.20

The second example distinguishes the connector that is located betweetethe@msae and the control
(drive) cable10 CFR 34.3defines the source assembly to include the connector, stadimgy,ce assembly
means an assembly that consists of the sealed source and a connector that attaches the soococértd the
cabl€. The connector is a component of the source assembly and is, therefore, not an iteciai€dsso
equipment. The source assembly is subject to the requiremdt<CiRR 30.32 “Application for a specific
licensé. 10 CFR 30.32(g)ndicates that an application for a specific license to use byproduciahate¢he
form of a sealed source or in a device that contains a sealed source muslesitifgrthe sealed source or the
device as registered unded CFR 32.2100r with an Agreement State or must include the information
identified in10 CFR 32.210(c)The manufacturing processes used to attach the connector to the source cable
and to the control (drive) cable are also subject to evaluation by NRC or an Agretaenin8er these
requirements.

Portable industrial radiographic systems typically include a two-piece ctonrfswivel coupling design) to

attach the source assembly to the control (drive) cable in order to operatstéine. §he performance-based
requirement il0 CFR 34.20(c)(1)ndicates that the coupling must be designed such that it cannot be
unintentionally disconnected under normal and reasonably foreseeable abnormalronichie Statements of
Consideration at 55 FR 843 (January 10, 1990) include a response to comments reckv&d-for

34.20(c)(1) The response indicateyRC’s source and device registration process will ensure compliance with
this performance requirement by requiring NRC approval before the newly designed conrmdtbtse used

The sealed source or device evaluation process ensures compliance withotimegoes criteria in the rule.

Both pieces of the two-piece connector are subject to evaluation LW@R 30.32(g)r 32.210(c)
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Sealed Source and Device (SS&D) Certificate of Registration

NRC determined that the previous practice of registering associated equiprderlO0 CFR

32.210was not only not required, but was a regulatory practice that imposed an unnecessarpiurd
licensees and for NRC and the Agreement States which are authorized toeeS8IRBXS. Therefore, this
practice has been discontinued. NRC does not intend to independently revise currene8iBi&ftes of
registration only to remove references to associated equipment. If it éec@oessary to amend a current
SS&D certificate of registration, the applicant may remove or update threniaion about associated
equipment in the application.

As a matter of convenience, an SS&D applicant ua@eCLFR 32.210may describe the associated equipment
that was used in the life cycle test for the radiographic source or deviie lteatg registered; however, there
is no requirement to do so. If an applicant wants the associated equipment to be inclhdeckdifitate of
registration, the application which describes associated equipment must indfigiens information to
demonstrate that the performance criteria were met for associatpdheqguundefl0 CFR 34.201f a

certificate of registration does not identify the associated equipmentdkatsed in the system along with the
source or device, then each end-user (licensee) must demonstrate that tbéatsusiated equipment which
the licensee uses in the system meet the performance criterialOMAER 34.20and do not compromise the
design safety features of the system.

NUREG-1556, Volume 3, Revision 1Cbnsolidated Guidance About Materials Licenses—Applications for
Sealed Source and Device Evaluation and Registrat{iimal Report, April 2004), Section 4.6R&adiography
Equipment, indicates that there is no requirement to identify associated equipment fS8&ancertificate of
registrationNote-In Section 15, Glossary, the definition of ‘associated equipménivas intended to be
removed and should be disregarded because it has been superceded by Section 4.6.

Custom-Built or Unique Items of Associated Equipment

Associated equipment specifically designed and constructed to the order of dic@ngkee must comply with
the performance criteria 0 CFR 34.20 There is no requirement to register custom-built or unique items of
associated equipment. However, when modified or custom-built associated equigmentes components

or fabrication methods that differ from those that were used in the endurarfoe #esource assembly or
exposure device that was previously registered, the licensee must dera@wstrpliance with the

requirements il0 CFR 34.20before the equipment can be used for industrial radiographic operations. For
example, licensees must obtain information demonstrating that modified guidertdlegasure heads will
withstand tests that demonstrate the equipment will maintain its integntyimal use and likely accident
conditions.

Acceptable Methods to Demonstrate that Associated Equipment Cqties with 10 CFR 34.20

The performance-based approach that NRC has decided to take for associated ecetogaaes that a
licensee has latitude to use modified components, unless the design of any repi@oenponent would
compromise the design safety features of the system. Further guidantéeabng or an alternative analysis to
testing is described in NUREG-1556, Volume 3, Revision 1, Section Fr&ptype Testing The NUREG
addresses appropriate methods a licensee may use to demonstrate the abitibglified industrial

radiography system to maintain its integrity when subjected to conditions ofiInenand likely accident
conditions.

For example, information about an equivalent system that was previously esisi@y be used to demonstrate
safety and integrity of the modified system, if the design of the modif&drayand its intended normal and
likely accident conditions of use are identical or similar to the previousisteegd system. In some cases, an
engineering analysis or operational history with supporting documentationensayfizient for a licensee to
justify the use of a modified system without repeating, e.g., an endurand¢éowstver, when an appropriate
comparison to the previously registered system is not possible because & lisemsdble to obtain appropriate
information about previous prototype testing, engineering analysis, or opeatdtistory for the previously
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registered system or item of associated equipment, then the licensee nmulsteatual testing of the
modified system and the individual items of associated equipment to demonstratamcenplthl0 CFR
34.2Q

NRC contracted a testing laboratory to complete actual testing of threg&imdasliography systems from
three manufacturers. The contractor developed procedures to test the systerdwigiugliitems of associated
equipment to meet the performance criteri&OnCFR 34.20 In a similar manner, a licensee could contract a
testing laboratory or manufacturer of industrial radiography equipment tr t@sélyze a modified system or
component that will be used in a system that was previously licensed or relgistere

If a licensee needs to modify associated equipment, the licensee should adopt emme mnalsuitable
engineering procedure or plan to ensure that a modified component will not comptardssign safety
features of the industrial radiographic system. Implementation of such aprec plan should demonstrate
that modifications to the equipment: (1) will not create material incompstitiiat may degrade a sealed
source or device over the expected useful life time; (2) will not diminish therp@nce of the system in
expected use environments and in likely accident conditions over the expectecelitd tiva various system
components; (3) will not allow a source to inadvertently exit the system; andl(dptnitiate or propagate
equipment failures resulting in a “source disconnect.” An endurance test for aeshggigtem should indicate
that the modified component does not interfere with the performance of the componentsysieimethat were
previously registered.

Examples of the performance-based approach that NRC has decided tollls€Fét 34.20are included in

the following paragraphs to illustrate situations when a licensee must coteglétg or analysis of associated
equipment to demonstrate that the associated equipment meets the perforitaren @0 CFR 34.20and
does not compromise the design safety features of the system.

It is acceptable for a licensee to assume that no further testing is meedssbciated equipment which is listed
along with the source or device as an entire system on the certificatestrfatemi because the associated
equipment has already been verified to meet the performance crité@idbRR 34.20when the associated
equipment is used with the source or device. However, a licensee that substitgiesegissquipment into an
industrial radiography system that was registered as an entire systeimspecified the associated equipment
must demonstrate that the reconfigured system meets the performasrtz entlel0 CFR 34.20

It is acceptable for a licensee to assume that associated equipment thaias thee manufacturer intended as
described in the SS&D certificate of registration meets the peafcencriteria undetO CFR 34.20 The

SS&D certificate of registration indicates the principal use, normal ¢onslibf use, and the limitations on use
for the source or device. However, a licensee that uses associated equipmmeaneathat was not intended
by the manufacturer as described in the SS&D certificate of raiist for the source or device must describe
the conditions of use for the equipment and obtain information about performance of the etjuipdee these
conditions of use to demonstrate compliance WICFR 34.20 Conditions of use include, for example,
extremely hot or cold operating temperature, excessive vibration or shockphgntrations of corrosive
materials, and underwater usage.

Inspection and Licensing Guidance

NRC is revising inspection and licensing guidance to incorporate the explanatiategrbyithis RIS.
Inspection Procedure 87121ndustrial Radiography Programsdirects an inspector to follow a performance-
based approach to examine available associated equipment, observe work in pragresdviesuse of
associated equipment, and interview workers about the inspection and mainteneedargs and the worker’s
awareness that associated equipment must comply with the performiéeriz iorl0 CFR 34.20
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If the associated equipment appears to be modified or defective, the inspector shiywdethier or not the
licensee had developed and implemented a testing program to demonstrate thad cwdifienents meet the
performance criteria it0 CFR 34.20 The inspector should alert the inspection supervisor who may extend the
inspection and request an SS&D reviewer to evaluate the licensee’s aiamlificf the equipment. The
expectation is that the design safety features of the industrial radiggnggiem were not compromised by a
replacement component of associated equipment that was modified by the liBariseusing the modified
system, the licensee is required to demonstrate that the replacement comgatetiheperformance criteria

in 10 CFR 34.20

NUREG-1556, Volume 2,Consolidated Guidance about Materials Licensees—Program-Specific
Guidance about Industrial Radiography Licerisgsnal Report, August 1998) is being amended to remove
statements that indicate associated equipment must be specifically appragidterad by NRC or an
Agreement State. Instead, the guidance will state that vendors or distrifutatastrial radiography
equipment may voluntarily include the items of associated equipment that wetie tise system with their
SS&Ds that are registered und€r CFR 32.210To include associated equipment in the certificate of
registration, the vendor’s application must include information that demonshatassociated equipment
meets the minimum criteria tD CFR 34.20 Also, copies of this RIS will be inserted into Appendix F to
replace Information Notice 96-20.

Inspection and Maintenance Procedures

NRC completed a generic assessment and special team inspection whietblisked in

NUREG-1631, Source Disconnects Resulting from Radiography Drive Cable Fdil(daese

1998). The inspection team observed that, in general, radiography exposure devizeslapdee in good

working order, showing no evidence of damage, abuse, or lack of maintenance. By,dbetesstociated

equipment (i.e., control mechanisms, including drive cables) often appeared to bedjamdigespair, and
lacking maintenance.

NUREG-1631 emphasized the importance of a licensee's understanding and corhtoithmeoperating and
use conditions specified by a vendor (manufacturer or distributor) of an indwedi@inaphy system which, if
exceeded, could compromise the safety and reliability of the systenis Paidicularly true of items of
associated equipment, including drive cables. A licensee should be vigilant @ srsgpenaintain associated
equipment in order to avoid component failures that could result in unnecessary radj@sures to workers
and members of the public.

A licensee’s equipment inspection and maintenance program should prevent patjaidarent problems that
may develop from excessive uses where harsh or abusive conditions exisylatuse a component to fail.
10 CFR 34.31“Inspection and maintenance of radiographic exposure devices, transport and storage
containers, associated equipment, source changers, and survey instfunegpiises a licensee to perform
visual and operability checks on associated equipment before use on each day theneuiprbe used to
ensure that the equipment is in good working condition. If equipment problems are folegljijmeent must
be removed from service until repaired. In addition, the licensee is required taiisee procedures for
inspection and routine maintenance of associated equipment at intervals not ¢btleseenonths or before
the first use thereafter to ensure the proper functioning of components importfetyoReplacement
components shall meet design specifications. If problems are found, the equipmebémemoved from
service until repaired. Records are required for equipment problems and atgnaiace performed.
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Attachment 2
AVAILABILITY OF REFERENCE DOCUMENTS

Below are the titles of the reference documents along with the URLs and &id & Bccession numbers (e.g.,
MLXxxxxxxxXx)., if available. The URLs link directly to the documents that are posted on théspRElic web
site. For documents without an URL, NRC maintains an Agencywide Document ArceBtanagement
System (ADAMS), which provides text and image files of NRC's public documentse Tloeuments may be
accessed through the NRC's Public Electronic Reading Room on the Intdrthet/aww.nrc.gov/reading-
rm/adams.html If you do not have access to ADAMS or if there are problems in accessing theedtsum
located in ADAMS, contact the NRC Public Document Room (PDR) Referencaisiaf00- 397-4209, 301-
415- 4737, or by e-mail todr@nrc.govIf no URL or ADAMS accession number is indicated for the document
then send a written request for a single, paper copy of the document to the Qftbraipistration,

Distribution and Mail Services Section, U.S. Nuclear Regulatory Commissiashikigéon, DC 20555-0001; or
contact the PDR noted above.

1. Federal Register notice (68 FR 41757, July 15, 2003), Denial of a petition for rulenfixdokgt No.
PRM-34-5, Amersham Corporation] ML0O50620568

2. 10 CFR Part 32, Specific domestic licenses to manufacture or transfer itemta containing
byproduct materiahttp://www.nrc.gov/reading-rm/doc-collections/cfr/part032

3. 10 CFR Part 34, Licenses for Industrial Radiography and Radiation SafgtiyeReents for Industrial
Radiographic Operatiorgtp://www.nrc.gov/reading-rm/doc-collections/cfr/part034/

4, American National Standards Institute (ANSI) N432-1980, RadiologicalySaf¢he Design and
Construction of Apparatus for Gamma Radiography, (ANSI N432) ML050840139

5. NRC Enforcement Polidyttp://www.nrc.gov/what-we-do/regulatory/enforcement/enforc-pol.pdf

6. NUREG-1556, Volume 3, Revision 1, Consolidated Guidance About Materials Licensesaf\umdi
for Sealed Source and Device Evaluation and Registration, (Final Report, April 20041840618
http://www.nrc.gov/reading-rm/doc-collections/nuregs/staff/sr1556/v3/rl1/

7. Inspection Procedure 87121, Industrial Radiography Proghdéipg/www.nrc.gov/reading-rm/doc-
collections/insp-manual/inspection-procedure/ip87121.pdf

8. NUREG-1556, Volume 2, Consolidated Guidance about Materials Licensees—P8pgaific
Guidance about Industrial Radiography Licenses (Final Report, August 1998)
http://www.nrc.gov/reading-rm/doc-collections/nuregs/staff/sr1556/v2/

9. NUREG-1631, Source Disconnects Resulting from Radiography Drive Cable§#June 1998)
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Appendix G

Radiographer and Radiographer’s Assistant
Training
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Radiographer’s Training

REFERENCE | REQUIREMENT TRAINING CRITERIA
12VAC5-481- Training Topics in12VAC5-481-1320 A & B
1320

Classroom Training — 40 hours inFundamentals of Radiation Safety
Length e Characteristics of gamma radiation

e Units of radiation dose and quantity of
radioactivity

e Hazards of exposure to radiation

e Levels of radiation from licensed
material

e Methods of controlling radiation dose
(time, distance, and shielding)

Radiation Detection Instruments

e Use, operation, calibration and
limitations

e Survey techniques
e Personnel monitoring equipment

Equipment to be Used
e Operation and control of radiographic
exposure equipment, remote handling
equipment, storage containers and
pictures or models of source assemblies

(pigtails)
e Storage, control and disposal of licensed
material
e Inspection and maintenance of
equipment

Requirements 0f2VAC5-481, ‘Virginia
Radiation Protection Regulations’

Case Histories of Accidents in Radiography

On-the-Job Training- 2 months otUnder the supervision of a qualified

320 hours radiographer

Certification by a Certifying Certified through a radiographer certification

Entity program meeting the requirementsl6fCFR 34
Appendix A
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12VAC5-481- Must Receive Copies of and 12VAC5-481 Parts
1320 Instruction in: \Y

Vv

X

Xl

12VAC5-481-30

The License

The Licensee's Operating & Emergency
Procedures

Written Examination of items | Successful completion
listed above

12VAC5-481- Receive Equipment Training Training includes:

1320 B Exposure devices
Sealed sources
Associated equipment
Survey meters

Daily inspection

Demonstrate Understanding in | Successful completion
Use of Equipment by Practical
Exam

12VAC5-481- Annual Refresher Training Review the following:

1320 D ¢ Radiation Safety review

e New procedures or equipment

e New rule requirements

e Observations and deficiencies during
audits and discussion of any significan
incidents or accidents involving
radiography

e Employee questions

12VAC5-481- Records of Training and Maintained in accordance with rule
1470 Certification

82



Radiographer’s Assistant Training

t

REFERENCE | REQUIREMENT TRAINING CRITERIA
12VAC5-481- Must Receive Copies of and 12VAC5-481 Parts
1320 C Instruction in: o |V
o V
e X
o Xl
12VAC5-481-30
The License
The Licensee's Operating & Emergency
Procedures
Written Examination of items | Successful completion
listed above
12VAC5-481- Receive Equipment Training Training under the supervision of a
1320 C qualified radiographer that includes:
e Exposure devices
e Sealed sources
e Associated equipment
e Survey meters
e Daily inspection
Demonstrate Understanding in | Successful completion
Use of Equipment by Practical
Exam
12VAC5-481- | Annual Refresher Training Review the following:
1320 D e Radiation Safety review
e New procedures or equipment
¢ New rule requirements
e Observations and deficiencies during
audits and discussion of any significan
incidents or accidents involving
radiography
e Employee questions
12VAC5-481- | Records of Training and Maintained in accordance with rule
1470 Certification
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Appendix H

Six-Month Radiographer/Radiographer's Assistant
Inspection Checklist
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Six-Month Radiographer/Radiographer's Assistant

Inspection Checklist

Date: Time:

Radiographic Location:

Radiographer/Radiographer’s Assistant:

Device Model No.: Serial No.:

Survey Meter Functionality: ] Yes [ ] No
Calibrated{ ] Yes [ ] No Daily Source Chéck:Yes [ ] No
Dosimetry: OSL, Film Badge, Or Similar Device and Pocket Dosimleter:Yes [ | No
Pocket Dosimeter Calibrateld:] Yes [ ] No
Alarming Dosimeter[ | Yes [ ] No

Calibrated: ] Yes [ ] No
Daily Operational Check Performed:] Yes [ | No

Were other individuals working within the restricted area wearing film sad@8Ls or

similar devices, dosimeters and alarm dosimeters? [ ]Yes[ |No
Was the restricted area posted wittCAUTION (or DANGER) RADIATION ARES8ign(s)? | [ | Yes[ | No
Was the restricted area properly controlled to prevent unauthorized entry? [ ]Yes[ ] No
Was the high-radiation area posted wittCAUTION (OR DANGER) HIGH RADIATION

AREA sign(s)? [ ]Yes[ ] No
Was the utilization log properly filled out? [ ]Yes[ | No
Did the radiographer/radiographer’s assistant have sufficient knowlecgéety rules? [ ]Yes[ ] No
Was the radiographer working with properly inspected and operable equipment? [ 1Yes[ I1No
Did the radiographer/radiographer’s assistant properly survey theaame [ ]Yes[ ] No
Did the radiographer properly supervise the radiographer’s assistant? [ IYes[ | No
Was the camera properly locked and secured to prevent unauthorized removal? [ ] Yes[ | No
Was the restricted area properly controlled? [ ]Yes[ ] No
Was the high radiation area under continuous direct observation except where entry had

been prevented? [ ]Yes[ ] No
Were radioactive isotopes stored properly and kept locked to prevent removal? [ ]Yes[ ] No
Was the storage area posted witlCAUTION (or DANGER) RADIOACTIVE MATERIAL

sign(s)? [ ]Yes[ ]1No
Did the radiographer/radiographer’s assistant possess and use a copy offdtiegope

and emergency procedures and VDH rules for protection against radiation? [ ]Yes[ ] No
Were there any other safety items found to be lacking? If yes, explain irrl@&ema [ ]Yes[ ] No

Remarks/Comments:
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Appendix |

Radiation Protection Program Audit
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Radiation Protection Program Audit

Date of this Audit: Date of Last Audit:

Next Audit Date:

Auditor Date
(Signature)

Management Review Date
(Signature)

Organization and Scope of Program

A. Organizational structure. (specify any changes)
1. Matches license requiremeiit$C]
2. Multiple authorized locations of use and/or field sites authorized.
3. List of location(s) inspected - attached or reference.
4. Brief description of scope of activities, including types of equipment, types antiesiahtuse
involving radioactive material, frequency of use, staff size, etc.

B. Radiation Safety Officer.
1. Named on licensp./C]
2. Fulfills duties as RSQL2VAC5-481-1310 A & D]
3. Meets requiremen{d2VAC5-481-1310 B & C]

C. Radiographers and radiographer's assistants named in docybi€jts.

Training, Retraining, and Instructions to Workers
A. Instructions to workerg12VAC5-481-2270]

B. 12VAC5-481-30and Parts: I, V, X, and XIlI; the license; and operating and emergeacgdures are
furnished to all radiographers and radiographer's assiStb2¥$AC5-481-1320]

C. Training program description the same as that submitted with license tpplareas amended?
[12VAC5-481-1200 A]
1. Written tests completed by all radiographers and radiographestaratssi
2. Oral tests.
3. All radiographers completed on-the-job training.
4. Periodic training program implemented.
5. Records maintaingt?VAC5-481-1470].

D. Workers cognizant of requirements for:
1. Radiation safety prograit2VAC5-481-630]
a. Occupational exposure annual linjitVAC5-481-640]
b. Public annual dose limif$2VAC5-481-720]
2. 10% monitoring thresholl.2VAC5-481-760]
3. Dose limits to embryo/fetus and declared pregnant w¢ii2sfAC5-481-710]
4. Procedures for opening packadEa3yVAC5-481-900]
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Operating and Emergency Procedures
A. Procedures currenf22VAC5-481-1520 B]
B. Procedures contain information specifiglVAC5-481-1330 A]

C. Procedures submitted to the ageficiC]

Internal Audits or Inspections

A. Audits/inspections of each radiographer and radiographer's assistadit€i®@d at 6-month intervals or after
as appropriatd12VAC5-481-1320 E]

B. Equipment check before use each §agVAC5-481-1270]
C. Equipment inspection and maintenance performed at 3-month int¢t2a8&C5-481-1270 D]

D. Records maintainefil2VAC5-481-1390, 12VAC5-481-1410, 12VAC5-481-1420, 12VAC5-481-1430,
12VAC5-481-1440, 12VAC5-481-1450, 12VAC5-481-1460, 12VAC5-481-1490, 12VAC5-481-1500,
12VAC5-481-1510, 12VAC5-481-1520]

Facilities

A. Permanent radiographic installatigh2VAC5-481-1280]

1. High Radiation Area postdd2VAC5-481-860]

2. Entrance controls are as descrife2VAC5-481-1280 A]
a. Visible and audible radiation signals.
b. Visible signal actuates if entry is attempted when source is exposed.
c. Audible signal actuates if entry is attempted when source is exposed.
d. System tested daily with radiation source.
e. Records maintained for 3 yeft2 VAC5-481-1460]

B. Temporary High Radiation Area Entry ControllEtRVAC5-481-1370]
C. Storage Area
1. Storage Facilities as Described in liceflg€]

2. Sources Locked in Devicgs2VAC5-481-1230 A]
3. Devices secured to prevent tampering or unauthorized refdi@éhC5-481-1290 C]

Equipment

A. Radiography devices, source assemblies and source changers in usgureeieats[12VAC5-481-1210]
B. Associated equipment in use complies with requiremgi@¥AC5-481-1210 C]

C. Source changers and storage containers meet radiation level[i@MA8C5-481-1220]

D. Equipment exempted by specific license condition is used in accordance wisie lccenmitments and
authorization.
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Materials
A. Isotope, chemical/physical form, quantity and use as authorized on the.|[t£G$e
B. All sealed sources not fastened to or contained in an exposure device aie[12y§eC5-481-1210 C]

C. Leakage and contamination tests.

1. Sealed sources.
a. Leak test method approvd@VAC5-481-1250 C]
b. Leak tests performed at 6 month interyaB/AC5-481-740, 12VAC5-481-1250 C]
c. Leakage is less than 185 becquerels (Bq) (0.005 microcuries).

2. Depleted uranium (DU) shielding with S-tubes.
a. Test every 12 montlis2VAC5-481-1250 E]
b. DU is less than 185 Bq (0.005 microcuries).

3. Records maintained for 3 yegi2VAC5-481-1420]

D. Inventories
1. Conducted quarterly (not to exceed 3 monfh2YAC5-481-1260]
2. Contain all required informatigi2VAC5-481-1430 B]
3. Records maintained for 3 yeark2{/AC5-481-1430 A]
3. Most recent inventory conducted on

E. Utilization Logs
1. Utilization logs maintainefll2VAC5-481-1440]
2. Contain all required informatigdi2VAC5-481-1440]

Instrumentation

A. Describe the survey instruments possessed:
Model No. Quantity

B. Capable of measuring 0.02 mSv (2 mrem)/hr through 0.01 Sv (1 refhWAC5-481-1240 A]
C. Operable and calibrated survey instruments available and used on eftA\AC5-481-1240]
D. Calibration performed at intervals not to exceed six months or afteriegryi®?VAC5-481-1240 B]

E. Records maintained for 3 yed2VAC5-481-1410]

Radiation Surveys

A. Area or facility surveys conducted to show compliance WWAC5-481-720and12VAC5-481-730.
[12VAC5-481-750]

B. Records maintainefil2VAC5-481-1000]

C. Survey after each exposure, including device, guide tube, ensuring sourdarhasl te the shielded
position.[12VAC5-481-1360]

D. Survey of device when place in storage to ensure source is in shielded pdsW&C5-481-1360]
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E. Protection of members of the pull@VAC5-481-720]
1. Adequate surveys made to demonstrate.
a. The TEDE to the individual likely to receive the highest dose does not exceed 0.1 mSefi)0d anr
year,;
Or
b. That if an individual were continuously present in an unrestricted area, thaleddse would not
exceed 1 mSv (100 mrem) in a yga2VAC5-481-730]
2. Unrestricted area radiation levels do not exceed 0.02 mSv (2 mrem) in any[1NOAC5-481-720]
3. Records maintained2VAC5-481-1050]

Personnel Radiation Protection

A. Dosimetry
1. Workers monitored as requir@tRVAC5-481-1350]
2. Exchange Frequency Supplier

3. Verify supplier is NVLAP-approvefil2VAC5-481-750]
4. Dosimetry exchanged at required freque[@VAC5-481-1350 A]
5. Dosimetry records maintaingt2VAC5-481-1490]

B. Pocket Dosimeters and Electronic Personal Dosimgi2¥sAC5-481-1350]
1. Model No. Range
Model No. Range
2. Read and recorded at start of each shift.
3. Daily readings recorded.
4. Dosimeters checked for response (= 20%) at intervals not to exceed 12 months.
5. Off-scale dosimeter procedure and records.

C. Alarm Ratemeterfld 2VAC5-481-1350]
1. Model No. Range
2. Checked that alarm functions properly at start of each shift.
3. Preset at 5 mSv (500 mrem)/hr.
4. Calibrated to £20% at intervals not to exceed 12 months.
5. Records maintained.

D. Dosimetry Reports
. Reviewed by Frequency
. Reviewed personnel monitoring records for interval (from to ).
. Maximum exposures: TEDE extremity, other
. VDH Forms (or equivalenfl2VAC5-481-1000, 12VAC5-481-1040]
. Maximum exposures in compliance with annual lirfi8vVAC5-481-640]
. Fetal and Pregnant worker exposiirgvVAC5-481-710]

a. Worker declared pregnancy in writing during the audit interval.

b. If yes, licensee in compliance? Records maintained?
. Dosimetry records maintain¢ti2VAC5-481-1490]
. Annual exposure reports given to workers who receive > 100 mrem peflagk€5-481-2280]

OO WNPEF
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E. Radiation Protection Progrdd2VAC5-481-630]
1. Program includes provisions for keeping dose ALARA.
2. Procedures and engineering controls used to achieve ALARA.
3. Content and implementation reviewed annually by licensee.
4. Records of program reviews maintained.
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F. Planned Special Exposures (PSE&VAC5-481-690]
1. PSEs performed?
2. If so, when, where and why?
3. Records maintained.

Receipt and Transfer of Radioactive Material [12VA(%-481-570, 12VAC5-481-571,
12VAC5-481-900, 12VAC5-481-1400]

A. Procedures established and followed for picking up, receiving, and opening packages.
B. Incoming packages surveyed.

C. Shipment of sources since last inspection.
1. Used container authorized by license or Certificate of Compliance (COC).
2. Transfers.
3. All sources surveyed before shipment and transfer.

D. Records of surveys and receipt/transfer maintaid@¥AC5-481-1400]

Transportation [12VAC5-481-2980and 49 CFR 170-189]

A. Shipments are:
[ ] Delivered to common carriers.
[] Transported in company's private vehicle.
[ ] Both.
[ ] No shipments since last audit.

B. HAZMAT training [49 CFR 172.700- 172.704]

C. Packages:

1. Authorized packages usgtb CFR 173.415; 173.416]

2. Performance test records on file.
a. Special form sourc¢49 CFR 173.476(a)]
b. DOT-7A packageRl9 CFR 173.415(a)]

3. COC's on file with NRC for Type BLO CFR 71.12(c)(1)]

4. Two labels with Transport Index, Nuclide, Hazard C[d89sCFR 172.403; 172.441]

5. Properly marked (Shipping name, UN number, Package type, RQ, Name and addresgnekeconsi
[49 CFR 172.301; 172.310; 172.324; 172.101]

6. Closed and sealed during transgd&t.CFR 173.475(f)]

D. Shipping papers

1. Prepared and us¢d9 CFR 172.200(a)]

2. Proper (Shipping name, Hazard class, UN number, Quantity, Package type, NQ;lidadRactive
material, Physical and chemical form, Category of label, TI, Shipper's,r@antification and signature,
Emergency response phone number, "Limited Quantity"™'Cargo Aircraft' @applicable).[49 CFR
172.200 - 172.204; 175.700]

3. Readily accessible during transport.
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E. Vehicles
1. Placarded49 CFR 172.504]
2. Cargo blocked and bracétb® CFR 177.842(d)]
3. Proper overpacks (shipping name, UN number label, statement of inner packagingsooitipli
specification packagingj49 CFR 171.15; 171.16]
F. Any transportation incidents reported to DOT National Response (40t€FR 171.15; 171.16]

Auditor's Independent Measurements

A. Survey Instrument:
Serial No.:
Last Calibration:

B. Auditor's measurements were compared with audited person's meagureme

C. Describe the type, location, and results of measurements, attach a diagreyngheet and refer to this
section

Notifications and Reports

A. Reports to individuals, public and occupational, monitored to show comp|iE2iAC5-481-1030,
12VAC5-481-1040, 12VAC5-481-1050, 12VAC5-481-1120, 12VAC5-481-1130, 12VAC5-481-2280]

B. Theft or los§12VAC5-481-1090]

C. Incident§12VAC5-481-1100]

D. Overexposures and high radiation le&RBv/AC5-481-1110]
E. Annual reports furnished to the agency

F. Reporting of defects and non-compliafit2VAC5-481-1530]

Posting and Labeling

A. Radiation areal 2VAC5-481-860]

B. High radiation areg42VAC5-481-860]

C. Use or storage aregVAC5-481-860]

D. Containers or devices labeld®VAC5-481-880, 12VAC5-481-1290]

E. Notice to employee forfl2VAC5-481-2260 C]
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Recordkeeping for Decommissioning [12VAC5-481-450]C
A. Records in independent and identifiable location

B. Records include all required data

Bulletins and Information Notices
A. Communications received and reviewed

B. Appropriate response to Information Notices

Special License Conditions or Issues

Evaluate special license conditions for data, actions

Performance Evaluation Factors

These indicators may provide an indication of the status of the Radiation Saigtgn® as perceived by
management.

A. Lack of senior management involvement with the radiation safety program agffoo\rrsight
B. RSO too busy with assignments other than radiation safety

C. Insufficient staffing

D. Radiation Safety Committee fails to meet or functions inadequately

E. Inadequate consulting service or inadequate audits
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Appendix J

Procedure for Calibrating Survey Instruments
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Procedure for Calibrating Survey Instruments

A. Sealed source(s) used for calibrating survey instruments should:

1. Approximate a point source

2. Have its exposure rate at a given distance traceable by documented meatsui@ a standard certified to
be within +/- 5% accuracy by NIST

3. Approximate the same photon energy (Ir-192, Co-60) as the source to be used in theptadaayrice.

4. Be of sufficient strength to give an exposure rate of about 0.3 mSv/hr (30 mreru®@)cmn. (85 mCi of
Cs-137 or 21 mCi of Co-60).

B. Use the inverse square and radioactive decay law to correct changes in evgtesiue to source decay or
different distances from the source.

C. Record survey meter calibration data and maintain written records for eagharg being used to satisfy
regulatory requirements. Survey meter calibration reports should indiegteditedure used and the data
obtained. Calibration records should contain the following information and must be mairaiears from
date of calibration of each instrument:

Owner or user identification, including name, address, and person to be contacted,;

Instrument description that includes manufacturer, model number, serial number, asfdigteetor;

. Calibration source description that includes exposure rate, indicated exposatearapecified distance
on a specified date, and the calibration procedure;

4. Each calibration point identifying the calculated exposure rate, the indicqtesuee rate, the deduced

correction factor, and the scale selected on the instrument;

Exposure reading indicated with the instrument in the ‘battery check’ maailiéble;

Angle between the radiation flux field and the detector (parallel, perpendgticular

Note: Internal detectors should specify angle between radiation flux fieldapecified surface of the instrument

7. For detectors with removable shielding, note whether the shielding was iropl&reoved during the

calibration procedure;
8. Include person's name who performed the calibration and the date on which thaaahmat
performed,;

WwnN =
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D. A single point on a survey meter scale can be considered satisfacdbbigted if the indicated exposure
rate differs from the calculated exposure rate by less than 10%.

Note: Three kinds of scales are frequently used on radiation surveysmeter

1. Linear Scale: Meters on which the user selects a linear soatdomcalibrated at no less that two points on
each scale. The points should be at approximately 1/3 and 2/3 of the decade.

2. Multidecade Logarithmic Scale: Meters that have a multidecadétlugic scale must be calibrated at no less
that one point on each decade and no less than two points on one of the decadg®ifitsadeuld be
approximately 1/3 and 2/3 of the decade.

3. Automatically Ranging Digital Display: Meters that have a defoc indicating rates must be calibrated at no
less than one point on each decade and at no less than two points on one of theTderssdpesints should
be at approximately 1/3 and 2/3 of the decade.

E. Scales in excess of 10 mSv/hr (1,000 mrem/hr) need not be calibrated. However,leacheodd be
checked for operation and approximately correct response.
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F. The following information should be attached to the instrument as a calibratlar stitag:

1. Source that was used to calibrate the instrument

2. A calibration chart or graph for each scale or decade of a survey metsrgthater than +/ 20% of the
actual values identifying the average correction factor, or a note inditlasingcale was checked only for
function or is inoperative.

3. Date of calibration

4. Date survey instrument is due calibration

5. Name or initials of individual calibrating instrument.

Note: Detailed information about survey instrument calibration may be obtaineddyimg to ANSI N323-1978,
"Radiation Protection Instrumentation Test and Calibrdtid@opies may be obtained from the American National
Standards Institute, 1430 Broadway, New York, NY 10018.

NUREG 1556, Volume 18 ‘Program-Specific Guidance About Service Provider Lic&agailable from the
NRC website afvww.nrc.gov
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Appendix K

Requests to Perform Leak Testing and
Sample Analysis
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Requests to Perform Leak Testing and Sample Analysis

A. Requests to Perform Leak Testing and Sample Analysis

1. Identify the individual who will make the analysis and provide his or her quabfhsatd make
guantitative measurements of radioactivity.

2. Specify how and where test samples will be taken on the radiography devigéhdesterials used and
methods of handling samples to prevent or minimize exposure to personnel.

3. Specify the type of instrument(s) that will be used for measurement, the caffitiggcy, and minimum
levels of detection for each radionuclide to be measured.

Note: An instrument capable of making quantitative measurements should béasédheld survey meters will not
normally be considered adequate for measurements.

4. Specify the standard sources used to calibrate the instrument; for eachtlspeationuclide, quantity,
accuracy, and tractability to primary radiation standards.

Note: Accuracy of standards should be within £5% of the stated value anddleateea primary radiation standard
such as those maintained by the National Institutes of Standards and TegiN&Eg.

NUREG 1556, Volume 18 ‘Program-Specific Guidance About Service Provider L&enise&ailable at
the NRC websitemww.nrc.goy or from DHFS upon request.

5. Include a sample calculation for conversion of the measurement data to Bggourigs).
6. Provide instructions on actions to take and persons to be notified if sources are found to be leaking
B. Procedure for Performing Leak Testing and Analysis

1. For each source to be tested, list identifying information such as radiograjdeyskrial number,
radionuclide, activity.

2. If available, use a survey meter to monitor exposure.

3. Prepare a separate wipe sample (e.g., cotton swab or filter papeQH@oeirce.

4. Number each wipe to correlate with identifying information for each source.

5. Wipe the most accessible area where contamination would accumulate if ¢édesseate were leaking.
6. Using the instrument identified to and approved by VDH, count and record background @unt rat

7. Check the instrument's counting efficiency using standard source of the same laei@asube source
being tested or one with similar energy characteristics.

8. Calculate efficiency.

9. Count each wipe sample; determine net count rate.
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10. For each sample, calculate and record estimated activity in Bq (or umies)c
11. Sign and date the list of sources, data and calculations.

12. If the wipe test activity is 185 Bq (0.005 microcurie) or greater, notify ti& B&that the source can
be withdrawn from use and disposed of properly. Also notify the agency.

C. Sampling and Analysis for Depleted Uranium as a Result of S-tube Bredkbugh

Note: As an ALARA and safety measure, the source should be transferred to acdmunger before the S-tube is
tested for breakthrough.

1. The wipe test sample should be obtained from the areas of the tube where wegrtsbiiehost
severe, at the first curve nearest the ends of the radiography devicamipie should be analyzed for
alpha contamination. Alpha contamination present indicates that wear has brokeh theo8¢gube to
expose the depleted uranium.

2. Alpha counting sensitivity should be able to detect 185 Bqg (0.005 microcuries) of contamination.
3. A worn S-tube could create equipment operating difficulties. Upon verification pfeeence of alpha-
particle emitting uranium, the radiographic exposure device should be removed frantiuge

evaluation of the wear of the S-tube has been made. Should the evaluation reveal th#tehie ®orn
through, the device may not be used again. No user repairs are permitted.
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Appendix L
Guidance for Demonstrating That Individual

Members of the Public Will Not Receive Doses
Exceeding the Allowable Limits
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Guidance for Demonstrating That Individual Members of the Public
Will Not Receive Doses Exceeding the Allowable Limits

A. Licensees must ensure that:

1. The radiation dose received by individual members of the public resulting frorehsde’s possession
and/or use of licensed materials does not exceed 1 mSv (100 mrem) in one calendar year

Members of the public include persons who live, work, or may be near locations whereahdustr
radiography devices are used or stored and employees whose assigned duties linl@dhéwse of
licensed materials and who work in the vicinity where devices are used or stored.

2. The radiation dose in unrestricted areas does not exceed 0.02 mSv (2 mrem) in any one hour.

Typical unrestricted areas may include offices, shops, laboratories, atgide tduildings, property, and
nonradioactive equipment storage areas. The licensee does not control accessat@#sefor purposes
of controlling exposure to radiation or radioactive materials. However ceéveskee may control access to
these areas for other reasons such as security.

3. Licensees must show compliance with both portions of the rule. Radiographic opetdagamsosary
jobsites must be demonstrated to have doses to the public in unrestricted areas thatoded o @X
mSv (2 mrem) in any one hour. For storage areas and permanent radiogalines faalculations or a
combination of calculations and measurements (e.g., using an environmentalrdlofiga used to
prove compliance with levels of 0.02 mSv (2 mrem) in any one hour and 1mSv (100 mrem) in a calend:
year.

B. Calculation Method

1. For ease of use by most industrial radiography licensees, the exampleé&ppt#nsix use conventional
units. The conversions to Sl units are as follows: 1 foot (ft) = 0.305 meter (m); 1 mrem =S¥01 m

2. The calculation method takes a tiered approach, going through a three-pag gtertes) with a worst
case situation and moving toward more realistic situations. It makes ltheifgl simplifications: (1)
each device is a point source, (2) typical radiation levels encountered whenriteis in the shielded
position are taken from either the Sealed Source & Device (SSD) Regrs8akeet, the maximum dose
levels allowed for a transport package (exposure device) labeled YELLOMW the manufacturer's
literature, and (3) no credit is taken for any shielding found between the devicés amdestricted
areas.

3. Part 1 of the calculation method is simple but conservative. It assumes that a ofdaimdeublic is
present 24 hours a day, and it uses only the inverse square law to determine if the logtveeen the
device and the affected member of the public is sufficient to show compliancéevjiblilic dose
limits. Part 2 considers not only distance, but also the time that a membepabtites actually in the
area under consideration. Part 3 considers distance and the portion of time that boticerendehe
affected member of the public are present. Part 4 considers the distance, timegbdirtie that both the
device and the affected member of the public are present and the shielding provitedthyctural
materials or shielding materials specifically added by the lieeti$ging this approach, licensees make
only those calculations that are needed to demonstrate compliance. In nemyioaissees will need to
use the calculation method through Part 1 or Part 2. These calculations typmaltiyn higher
radiation levels than would exist at typical facilities, but provide a methodtionaing conservative
doses which could be received.
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C. Example 1

1. To better understand the calculation method, Mo-Rad, Inc., a hypothetical radydgrapdee, is

demonstrated. Yesterday, the company's president noted that the new device Ianaggase to his
secretary's desk and he asked Joe, the Radiation Safety Officer (RSOgrrordeif the company is
complying with VDH regulations.

. The secretary's desk is near the wall separating the reception ardaefidesignated, locked device
storage area, where the company is storing its two devices. Joe measdigstices from each device
to the wall and assumes that each device would have the maximum dose rate allow¥@®tdde or
DOT regulations: 2 mSv/hr (200 mrem/hr) on the surface and 0.1 mSv/hr (10 mrem/hr) ateme me

D. Findings
1. Upon his inspection, Joe found that there were two sources in the room. One Ir 192 devige (Type

container) had a reading of 10 mrem/hr at 1 meter (3.3 ft) and was 12 ft fromrétarsécchair. The
other was a Co-60 device (Type B container) had a reading of 10 mrem/hr & 1318ft) and was 18
ft from the secretary’s chair.

E. Example 1: Part 1
1. Joe's first thought is that the distance between the devices and theysechetmmay be sufficient to

show compliance with the regulation in 10 CFR 20.1301. So, taking a worst case approasines:as
1) the devices are constantly present (i.e., 24 hr/d), 2) both devices remain in sttramgeother use,
and 3) the secretary is constantly sitting in the desk chair (i.e., 24 hr/d). Joelpriocealculate the dose
she might receive hourly and yearly from each device, as sholablas 10and11 below.

F. Table 10: Calculation Method, Part 1. Hourly and Annual Dose Received from Device 1

Step No. Description Device 1 Input Data Results

1 Dose received in an hour at known distance from 10 10
device (e.g., from manufacturers data), in mrem/hr

2 Square of the distance (ft) at which the Step 1 rate (3.3F 10.9
was measured, in’ft

3 Square of the distance (ft) from the device the (12¥ 144
secretary's desk in an unrestricted areaZin ft

4 Multiply the results of Step 1 by the results of Step 10 x 10.9 109
2 (this is an intermediate result)

5 Divide the result of Step 4 by the result of Step 3|to
calculate the dose received by an individual at the 109/144 0.76
secretary's desk, HOURLY DOSE RECEIVED
FROM DEVICE 1, in mrem in an hour.

6 Multiply the result of Step 5 by 24 hr/d x 365 d/yr|=
MAXIMUM ANNUAL DOSE RECEIVED FROM 0.76 x 24 x 365 6,630
DEVICE 1, in mrem in a year.
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G. Table 11 Calculation Method, Part 1: Hourly and Annual Dose Received from Device 2

Step No. Description Device 1 Input Data Results

1 Dose received in an hour at known distance from 10 10
device (e.g., from manufacturers data), in mrem/hr

2 Square of the distance (ft) at which the Step 1 rate (3.3 10.9
was measured, in’ft

3 Square of the distance (ft) from the device the (18 324
secretary's desk in an unrestricted area?in ft

4 Multiply the results of Step 1 by the results of Step 2 10 x 10.9 109
(this is an intermediate result)

5 Divide the result of Step 4 by the result of Step 3|to
calculate the dose received by an individual at the 109/324 0.34
secretary's desk, HOURLY DOSE RECEIVED
FROM DEVICE 2, in mrem in an hour.

6 Multiply the result of Step 5 by 24 hr/d x 365 d/yr|=
MAXIMUM ANNUAL DOSE RECEIVED FROM 0.34 x 24 x 365 2,950

DEVICE 2, in mrem in a year.

H. To determine the total hourly and total annual dose received, Joe adds therinent data from the
preceding tables.

Table 12 Calculation Method, Part 1: Total Hourly and Annual Dose Received from Deeies 1 and 2

Step No. Description Device 1 Device 2 Sum
7 TOTAL HOURLY DOSE RECEIVED
from Step 5 offables 9and10, in mrem 0.76 0.34 0.76 +0.34=1.1
in an hour
8 TOTAL ANNUAL DOSE RECEIVED
from Step 6 offables 10and11, in mrem 6,630 2,950 9,580
in a year

Note: The Sum in Step 7 demonstrates compliance with the limit of 2 mrem in any on®bevaluate if
assumptions change. If the Sum in Step 8 exceeds 100 mrem/yr, proceed to Rertcalobitational method. At
this point, Joe is pleased to see that the total dose that an individigatexmive in any one hour is only 1.1 mrem in
an hour, but notes that an individual could receive a dose of 9,580 mrem in a yédwahjghec than the 100 mrem

limit.

|. Example 1: Part 2

1. Joe reviews his assumptions and recognizes that the secretary is not at the ddski24lbcides to
make a realistic estimate of the number of hours the secretary sits rathatdhe desk, keeping his
other assumptions constant (i.e., the devices are constantly present (i.e., 24 hr@Byises remain in
storage with no other use). He then recalculates the annual dose received.
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2. Table 13 Calculation Method, Part 2: Annual Dose Received from Devices 1 and 2

Step No. Description Results
9 A. Average number of hours per day that individual spends in
area of concern (e.g., secretary sits at desk 5 hr/day; the 5

remainder of the day the secretary is away from the desk area
copying, filing, etc.)
B. Average number of days per week in area (e.g., secretary i

UJ

part time and works 3 days/week) 3
C. Average number of weeks per year in area (e.g., secretary
works all year) 52
10 Multiply the results of Step 9.A. by the results of Step 9.B. by the
results of Step 9.C. = AVERAGE NUMBER OF HOURS IN 5x 3x 52 =780

AREA OF CONCERN PER YEAR
11 Multiply the sum in Step 7 by the results of Step 10 = ANNUAL
DOSE RECEIVED FROM DEVICES CONSIDERING 1.1 x 780 =860
REALISTIC ESTIMATE OF TIME SPENT IN AREA OF
CONCERN, in mrem in a year

Note: If Step 11 exceeds 100 mrem in a year, proceed to Part 3 of the catcoiatiod.

3. Although Joe is pleased to note that the calculated annual dose received isrgigritivar, he realizes
it still exceeds the 100 mrem in a year limit.

J. Example 1, Part 3

1. Again Joe reviews his assumptions and recognizes that the devices are nonadtoagge when the
secretary is seated at the desk. As he examines the situation, he heatinest consider each device
individually.

2. Summary of InformatianDevice #1 (Ir-192 Exposure Device) is located in the storage area overnight
and used every day at temporary jobsites all year long; it is returned tordmgedocation at the end of
each day meaning it is only present for the secretary’s first and lastdiounsk each day. Device #2
(Co-60 Exposure Device) is in the storage area continuously (24 hr/d) for 8 moritbs/eét and at a
temporary jobsite for the remaining 4 months. The secretary is sitting désk 5 hours/day, 3
days/week and 52 weeks/year.
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3. Table 14 Calculation Method, Part 3: Annual Dose Received from Devices 1 and 2

Step No. Description Device 1 Device 2

12 Average number of hours per day device is in storage 2 5
while secretary is present

13 Average number of days per week device is in storage 3 3
while secretary is present

14 Average number of weeks per year device is in storage 52 32
while secretary is present

15 Multiply the results of Step 12 by the results of Step 13 by
the results of Step 14 = TOTAL HOURS EACH DEVICE 2x3x52 = 312| 5x3x32=480
IS STORED PER YEAR WHILE SECRETARY IS
PRESENT

16 Multiply the results of Step 15 by the results of Step 7 +
ANNUAL DOSE RECEIVED FROM EACH DEVICE, in| 312x0.76=237 480x0.34=163
mrem in a year

17 Sum the results of Step 16 for each device = TOTAL

ANNUAL DOSE RECEIVED CONSIDERING
REALISTIC ESTIMATE OF TIME SPENT IN AREA ORH
CONCERN AND TIME DEVICE IS IN STORAGE, in

mrem in a year

237+163400

Note: If the result in Step 17 is greater than 100 mrem/yr, the licensee musbtede&tive actions.

4. Joe notes that the result in Step 17 does not show compliance with the 100 mrem/yntentheSresult
in Step 17 is higher than 100 mrem/yr, then Joe has to consider one or more of the following:
¢ Consider whether the assumptions used to determine occupancy and the time each idestmeage
are accurate, revise the assumptions as needed, and recalculate using sse mgioans.
¢ Calculate the effect of any shielding located between the device stvesgand the secretarial
workstation. Listed below are typical half-value layers (HVL) fet92 and Co-60.

5. Table 15 Half Value Layers (HVL) for Typical Shielding Materials

Steel HVL (inches) Lead Concrete
Ir-192 0.5 0.25 1.7
Co-60 0.8 0.5 2.1

e Take corrective action (e.g., move devices within storage area, move tlye stoga, move the
secretarial workstation) and perform new calculations to demonstrate anogli

e Designate the area outside the storage area as a restricted aleasmuigtary as an occupationally
exposed individual. This would require controlling access to the area for purposesatidmadi
protection and training the secretary as required by 10 CFR 19.12.

K. Example 1, Part 4

1. Joe decides to take into account the amount of shielding provided by the wall betweerethg/sedesk
and the storage area where the two devices are located. The wall betweerethey'segffice and the
storage area is a 4 inch thick concrete fire wall.
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2. Table 16 Calculation Method, Part 4: Annual Dose Received from Devices 1 and 2

Step No.

Description

Device 1

Device 2

18

Annual dose received from each device from Step 15

237

163

19

Number of HVLs (Thickness of shielding
material/Thickness for one HVL); If more than one
shielding material, need to evaluate each shielding
material separately by type of radionuclide

4.0/1.7 =2.35

4.0/21=1.9

20

Fraction of radiation dose transmitted through shiel
0.5 (Total Number of HVLs); If more than one

shielding material, then sum the number results fror
Step 19 by radionuclide

:
0.5(2.35)=0.2
n

0.5(1.9) = 0.27

21

Multiply the results of Step 20 by the results of Step
= ANNUAL DOSE RECEIVED FROM EACH
DEVICE, in mrem in a year

18
0.2x237 =47

0.27 x 163 =44

22

Sum the results of Step 21 for each device = TOTA
ANNUAL DOSE RECEIVED CONSIDERING
REALISTIC ESTIMATE OF TIME SPENT IN AREA
OF CONCERN, TIME DEVICE IS IN STORAGE
AND SHIELDING OF STRUCTURAL MATERIALS,

47 + 44 =91

in mrem in a Year

Note: If the result in Step 22 is greater than 100 mrem/yr, the licensee musbtedetive actions.

3. Joe is glad to see that the results in Step 22 show compliance with the 100 mremmidiea gabe limit.

4. Note that in the example, Joe evaluated the unrestricted area outside only onehevalewide storage
area. Licensees also need to make similar evaluations for other unmsirézte and to keep in mind the
ALARA principal, taking reasonable steps to keep radiation dose received beldatoeg
requirements. In addition, licensees need to be alert to changes in situationsoferm ,amy of the

devices closer to the secretarial workstation, adding a device to the stiagehanging the secretary to

a full-time worker, or changing the estimate of the portion of time spent de#k¢ and to perform
additional evaluations, as needed.

RECORD KEEPING12VAC5-481-1050requires licensees to maintain records demonstrating
compliance with the dose limits for individual members of the public.

L. Combination Measurement - Calculation Method

1. This method, which allows the licensee to take credit for shielding between tbe aledithe area in
question, begins by measuring radiation levels in the areas, as opposed to using mmenstalied

rates at a specified distance from each device. These measuremsiive made with calibrated survey
meters sufficiently sensitive to measure background levels of radiatiareudo, licensees must exercise
caution when making measurements with currently calibrated radiation snsteyments. A maximum

dose of 1 mSv (100 mrem) received by an individual over an interval of 2080 hours (i.e., a work year of
40 hr/wk for 52 wk/yr) is equal to less than 0.5 microsievert (0.05 mrem) per hour.

This rate is well below the minimum sensitivity of most commonly availabl\ airvey instruments.

2. Instruments used to make measurements for calculations must be suffsgasttive. An instrument
equipped with a scintillation-type detector (e.g., Nal(Tl)) or a microd®er used in making very low
gamma radiation measurements should be adequate.
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3.

Licensees may also choose to use environmental TLDs. TLDs used for personioeingdgaig., LiF)
may not have sufficient sensitivity for this purpose. Generally, the minimuntabpodose received is
0.1 mSv (10 mrem). Suppose a TLD monitors dose received and is changed once a month. If the
measurements are at the minimum reportable level, the annual dose receigdthceldeen about 1.2
mSv (120 mrem), a value in excess of the 1 mSv/yr (100 mrem/yr) limit. If liesense TLDs to evaluate
compliance with the public dose limits, they should consult with their TLD supplier andecimoos
sensitive TLDs, such as those containing £3a&t are used for environmental monitoring in unrestricted
areas next to the device storage area for monitoring. This direct measuneetteod would provide a
definitive measurement of actual radiation levels in unrestricted ardasutveny restrictive assumptions.
Records of these measurements can then be evaluated to ensure that ratdsictedraesas do not
exceed the 1 mSv/yr (100 mrem/yr) limit.

M. Example 2

1.

As in Example 1, Joe is the RSO for Mo-Rad, Inc., a radiography licensee. Thengtrapawo devices
stored in a designated, locked storage area that adjoins an unrestricted aeem selcectarial

workstation is located. Sé&&for information. Joe wants to see if the company complies with the public
dose limits at the secretarial station.

. During the winter while all the devices were in storage, Joe placed an eramtahifLD badge in the

secretarial workspace for 30 days. Joe chose a winter month so he did not have tckedéphea
number of hours that each device was in the storage area. The TLD processor sespaibéndicating
the TLD received 100 mrem.

. Table 17 Combination Measurement - Calculation Method

Step No. | Description | Input Data and Results
Part 1
1 Dose received by OSL, in mrem 100
2 Total hours OSL exposed 224 hr/d x 30 d/month =
720
3 Divide the results of Step 1 by the results of Step 2 0.14

to determine HOURLY DOSE RECEIVED, in
mrem in an hour

4 Multiply the results of Step 3 by 365 d/yr x 24 hr/d365 x 24 x 0.14 = 8760 X
= 8760 hours in one year = MAXIMUM 0.14 =1226
ANNUAL DOSE RECEIVED FROM DEVICES,
in mrem in a year

Part 2
Adjust for realistic estimates of the time the secretary spends inghasin Part 2 of
Example 1.

Part 3
Adjust for realistic estimates of time devices spend in area of concerriPas i3 of
Example 1.

Note: For the conditions described above, Step 3 indicates that the doseddneainy one hour is less than the 2
mrem in any one hour limit. However, if there are any changes, then the diceoskel need to reevaluate the
potential doses which could be received in any one hour. Step 4 indicates tiaedase received would be
much greater than the 100 mrem in a year allowed by the rule.

4.

In Step 2, Joe can adjust for a realistic estimate of the time the 3espetiads in the area as he did in
Part 2 of Example 1.
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5. If the results of Joe's evaluation in Part 2 show that the annual dose receiveal iex@geds 100 mrem,
then he can make adjustments for realistic estimates of the time spent eatloé @ncern while the
devices are actually in storage as in Part 3 of Example 1. (Recall thatDhe@ddsurement was made
while all the devices were in storage -- i.e., 24 hr/d for the 30 days that the TLD plase.)
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Appendix M
Information for Applicants to Consider When

Developing Procedures for Operating
Radiography Equipment
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Information for Applicants to Consider When Developing
Procedures for Operating Radiography Equipment

A. Crank-out Device

1.
2.
3.

©oNo oA

9.

Locate the source shield at the desired distance from the object to be radiographed.

Mount the source tip firmly, using jigs or other attachments, with the tip in the @xaasure position.
Locate the control unit at the maximum distance (25 feet or 7.6 meters) from tbe soefd with the
control tubes laid out as straight as possible.

Join the control cable to the unit following the manufacturer's instructions.

Establish and post the restricted area and high radiation area.

Unlock the device.

Turn the hand crank steadily to move the source out of the source shield to the exposure position.
Survey the perimeter of the restricted area to be sure that radiatiadevsbt exceed 0.02 mSv (2
mrem) in any one hour.

Maintain continuous surveillance over the restricted area during an exposuregkdieparsons from
entering.

10. After completing the exposure, retract the source by turning the crankhentdafe" position is

indicated.

11. Survey the entire circumference of the device and the guide tube to detdratitiee source is in a

shielded position.

12.Lock the device and remove the key.

B. Pipeliner Device

PwpNPE

o

Establish and post the restricted area and high radiation area.

Unlock the device.

Stand as far away as possible and out of the direction of the beam and expose the source
Survey the perimeter of the restricted area to be sure that the radie¢lsnde not exceed 0.02 mSv (2
mrem) in any one hour.

Maintain continuous surveillance over the restricted area during an exposuregkdkepersons from
entering.

6. After completing the exposure, return the source to the shielded position.
7.
8. Lock the device.

Survey the device to determine that the source is in a shielded position.

Note: The agency considers the following very important: surveys of thictedtarea, continuous surveillance of the
restricted area during an exposure, the survey of the device and guide tubekiagdihe device.

C. Source Exchange

1.

Removing the Old Source

| Caution: Always use a calibrated, operable survey meter while perforsmgee exchange! |

a. Survey the shipping container upon receipt with a survey meter. Note that thereadimgeshould not
exceed 2 mSv/hr (200 mem/hr).

b. Attach the end of the source guide tube to the exposure device.

c. Connect the other end of the source guide tube to the empty side of the source changer.

d. Unlock the empty side of the source changer.

e. Unlock the camera and crank out the source from the camera into the source changer.

f. Survey the source changer and guide tube to verify that the source is in the safe posi

g. Lock the source changer.
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h. Disconnect the source guide tube and drive cable to the source pigtail. Repladectpeauthe
source changer.

i. Remove the source identification plate from the exposure device and affix¢h® phee side of the
source changer loaded with the old source.

. Installing the New Source

a. Remove the dust cap on the source changer lock body identified with the new source tag.
b. Align the camera and source guide tube with the source changer.

c. Connect the new source to the drive cable.

d. Connect the source guide tube to the source changer.

e. Unlock the source changer and retract the new source into the exposure device.

f. Survey the exposure device and guide tube to assure that the source is in theisafe posit
g. Lock the exposure device.

h. Disconnect the source guide tube and drive accessories.

i. Affix the new source identification plate on the exposure device.
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Transportation
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Transportation

The following are the major areas in DOT regulations most relevant foptndimg) radiographic exposure
devices and source exchangers that are shipped as Type B quantities are:

A. Table of Hazardous Materials and Special Provisj¢sCFR 172.101]
1.49 CFR 172.10% Hazardous Materials Table [proper shipping name, hazard class, ideotifitatnber]

2.Table 2, Appendix A, 49 CFR 172.101 List of Hazardous Substances and Reportable Quantities [for
radionuclides]

B. Shipping Papers49 CFR 172.200
1.49 CFR 172.201 General entries [on shipping papers]
2.49 CFR 172.202 Description of hazardous material on shipping papers
3.49 CFR 172.203 Additional description requirements
4.49 CFR 172.204 Shipper's certification [if applicable]

C. Package Markings49 CFR 172.300
1.49 CFR 172.30% General marking requirements for non-bulk packaging
2.49 CFR 172.304 Marking requirements
3.49 CFR 172.310 Radioactive material [Type B]

4.49 CFR 172.324 Hazardous substances in non-bulk packaging [designatiosapairtable quantiti€s
with the letters RQ']

D. Package Labeling49 CFR 172.400
1.49 CFR 172.400(a) General labeling requirements
2.49 CFR 172.403 Radioactive materials [types and contents of labels]
3.49 CFR 172.406 Placement of labels

E. Placarding of Vehicles49 CFR 172.500
1.49 CFR 172.504 General placarding requirements
2.49 CFR 172.516 Visibility and display of placards
3.49 CFR 172.556 RADIOACTIVE placard

F. Emergency Response InformatidBubpart G
1.49 CFR 172.600 Applicability and general requirements
2.49 CFR 172.602 Emergency response information
3.49 CFR 172.604 Emergency response telephone number

G. Training -Subpart H

1.49 CFR 172.702 Applicability and responsibility for training and testing [for HAZMATmployees]
2.49 CFR 172.702 Training requirements (includes types of training, when it must be condoeestifor
refresher training every 3 years, recordkeeping)

H. Security Plans 49 CFR 172
1.49 CFR 172.800, 49 CFR 172.80Purpose and applicability, components of a security plan;
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l. Shippers - General Requirements for Shipments and Packa4ngFR 173
1.49 CFR 173.25 Requirements for use and labeling of overpacks
2.49 CFR 173.403 Definitions
3.49 CFR 173.41% General design requirements
4.49 CFR 173.413 Additional design requirements for Type B packages
5.49 CFR 173.416 Authorized Type B packages [includes packaging certification requirgments
6.49 CFR 173.441 Radiation levels
7.49 CFR 173.471 Additional requirements for Type B packages approved by NRC
8.49 CFR 173.476 Approval of special form radioactive materials [includes requirement for
documentation of special form status]

J. Carriage by Public Highwayl9 CFR 177
1.49 CFR 177.81F Shipping paper [location of shipping papers during transport]
2.49 CFR 177.842 Class 7 (radioactive) material [includes requirement for blocking anchgrdaring
transport]
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Labeling Packages (49 CFR 172.400-450)

NOTE: IAEA, ICAO, and IMO may require additionaddard communication information for internationiilpsnents. This table must
not be used as a substitute for the DOT and NR@a#gns on the transportation of radioactive matsr

« Labeling is required to be: (1) placed near #wuired marking of the proper shipping name, (&)tpd or affixed to the
package surface, (3) in contrast with its backgdo#a) unobscured by markings or attachments, (@linvcolor, design,
and size tolerance, and (6) representative of %EMAT contents of the package.

» Two labels are required on opposite sides optiekage, excluding the bottom.

Determination of Required Label

Size:
Sides:
> 100 mm
Border:
5-6.3 mm
49 CFR 172.436 49 CFR 172.438 49 CFR 172.440
WHITE-| YELLOW-II YELLOW-III
Required Surface radiation levet 0.005 0.005 mSv/hour (0.5 mrem/hour) 0.5 mSv/hour (50 mrem/hour) <
when: mSv/hour (0.5 mrem/hour) < surface radiation level surface radiation leved
0.5 mSv/hour (50 mrem/hour) | 2 mSv/hour (200 mrem/hour)
Or: TI=0 TI<1 1<TI<10
[1 meter dose rate < 0.5 mrem/hour] [1 meter dose rate 1 mrem/hour] [1 meter dose rate 10 mrem/hour]

Content on Radioactive Labels

RADIOACTIVE label must contain (entered using aahle, weather-resistant means):
(1) The radionuclides in the package. Symbols (e.€.98) are acceptable.
(2) The activity in Sl units (e.g., Bqg, TBq) or both@8ilits with customary units (e.g., Ci, mCi) in pateesis.
(3) The Transport Index (TI) in the supplied box. THas entered only on YELLOW-II and YELLOW-III lalte

Some Special Considerations for Labeling Requirements

» Radioactive material, excepted packages (e.guited Quantity, Radioactive Instrument and Articde¢ excepted from
labeling.
» The “Cargo Aircraft Only” label is typically reired for radioactive materials packages shippedibjg172.402(c)]
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Marking Packages (49 CFR 172.300-308)

NOTE: IAEA, ICAO, and IMO may require additionaddard communication information for internationiilpsnents. This table must
not be used as a substitute for the DOT and NR@a#gns on the transportation of radioactive matsr

Always Required, Unless Excepted Sometimes Required Optiain
* Proper shipping name « If in excess of 50 kg, Gross Weight | « Both the name and address of
* If hazardous substance, “RQ” in consignor and consignee are

* U.N. Identification Number o ; -
association with the proper shipping | recommended.

* Name and address of consignor or name

co_nsignee, unless: ) *» The package type if Type A or Type B
-Highway only and no motor carrier (1/2" or greater letters)

 Other markings (e.g.,
advertising) are permitted, but
must be sufficiently away from

transfers, or * The specification-required markings ; i
-Part of truckload lot and entire (see §178.350-353) markings and labeling
contents of freight container are « For approved packages, the certificate

shipped from one consignor to one | |D number
consignee (8172.301(d))

Some Special Considerations for Marking Requirements

» Marking is required to be (1) durable, (2) prthten a package, label, tag, or sign, (3) unobschydedbels or
attachments, (4) isolated from other marks, andbéepresentative of the hazmat contents of thkeauge.

* Limited quantity packages (8173.421) must beamtiarking “radioactive” on the outside of the inpackage, or the
outer package itself, and are excepted from ottakimg.

» Empty (8173.428) and Radioactive Instrument anitke (§8173.424) packages are excepted from mgrkin

DOT Shipping Papers (49 CFR 172.200-205)

NOTE: IAEA, ICAO, and IMO may require additionahdard communication information for internatiorntsbpsnents. This table must
not be used as a substitute for the DOT and NR@atgns on the transportation of radioactive mater

Always Required, Unless Excepted Sometimes Required
* The basic desription, in sequence « If hazardous substance, “RQ" as part of the basic
Proper shipping name description
Hazard Class (7) .
U.N. Identification Number Optional
« 24 hour emergency response telephone number * The type of packaging (e.g., Type B)
« Name of shipper * Other information is permitted (e.g., functional
, description of product), provided it does not caeafor
* Proper page numbering (Page 1 of 4) detract from the proper shipping name or otherirequ
* The total quantity (mass), in appropriate units information
» The name of each radionuclide and total packateity. * Emergency response hazards and guidance infammati
The activity must be in Sl units (e.g., Bg, TBg)omth SI (88172.600-604) may be entered on the shippingrpape
units and customary units (e.g., Ci, mCi). or may be carried with the shipping papers
* For each labeled package:
- The category of label used
- The transport index of each package with a Yellborl
Yellow-IlI label
- Shipper’s certification (not required of privatariars)

Some Special Considerations/Exceptions for Shipping Paper Requinents

 Shipments of Radioactive Material, excepted pgekaunder UN2908-UN2911 (e.g., Limited QuantitygdEy, or
Instrument and Article), are excepted from shippagers. For limited quantities (8173.421), thisnly true if the
limited quantity is not a hazardous substance (&Qjazardous waste.

* Shipping papers must be in the pocket on thediadir, or readily visible to a person enteringdhieer’'s compartment an
within arm’s reach of the driver.

« For shipments of multiple cargo types, any HAZMAitries must appear as the first entries on tippsty papers, be
designated by an “X” (or "RQ”") in the hazardous er&l column, or be highlighted in a contrastingpco
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SHIPPER’S DECLARATION FOR DANGEROUS GOODS

(Provlde at least two copies to the alrﬂne.)

Shipper  YOUR COMPANY NAME

YOUR STREET ADDRESS
CITY & STATE & ZIP CODE

Air Waybill No.

Page 01 of 0! pages

Shipper’s Reference Number RETURN

(optional)

Consignee ApA TECHNOLOGY QSA
40 North Averme

Burlington MA 01803

USA.

Two completed and signed copies of this Declaration must

be handed to the operator
TRANSPORT DETAILS

This shipment is within the
limitations prescribed for:
(delete non-applicable)

Airport of Departure

WARNING

Failure to comply in all respects with the applicable
Dangerous Goods Regulations may be in breach of
the applicable law, subject to legal penalties. This

Declaration must not, in any circumstanc

es, be

m CARGO completed and/or signed by a consolidator, a
AICRAFT torwarder or an IATA cargo agent. -
, T Shipment type: (delete non-applicable)
Allgonol Qestination. OISRXBIOEOMIE] RADIOACTIVE |
NATURE AND QUANTITY OF DANGEROUS GOODS
""""""""""""""""""""""""""""""""" ettt o e e TR oot e o
Dangerous Goods Identification .: E E
--------------------------------- hE SRt et F R R CREEE, ! o
i i i . iSubsi-!  Quantity and Type of packing ! P2cKinD {authorization
; 1Classor 1 UNor @ Packing ! A \ Inst.
Proper Shipping Nams i Division ! IDNo. ! Group ! :i?ry ) i i
' H 1 1 isk L '
PPN AR S S L RN NS EE 12 i g I YT PP YR LN il RN 5 AU L g SN et il N —
RQ,RADIOACTIVE MATERIAL, | 7 | UN29l6: ; ' IR-192, Special Form : | Special
a0 1 i ] ' I ]
TYPE B(U) PACKAGE, ; 5 ; i | 1Type B(U) Packege i 1 Form Cert
: g | i 1 1X9250 GBq i H | vsans3ss
L e JR P
o | s
; 5 5 b | TL |PACKAGE
' ] ' ' iy ' '
; ; ; P I 05 iCet
' ' ' ] ' ] ]
: : ' ' ! : | USA/9269/
g ; g P i DIMS | BU)-9%
E i E i E 126X22x34 ATTACHED
e e  oms |
Additional Handling Information This shipment may be carried on passenger ilmmﬂ outside US jurisdiction.
" ICAO/IATA REGS USED"
YOUR 24 HR. NUMBER
24 hr. Emergency Contact Tel. No.
| hereby declare that the contents of this consignment are fully and | Name/Title of Signatory
2 o2 YOUR NAME& TITLE
accurately described above by the proper shipping name and are
classified, packaged, marked and labelled/placarded, and are in all Pg;;;’;d gi’?‘ﬁ:
respects in proper condition for transport according to applicable |
international and national governmental regulations. (Slgnatu‘n: -
S$6a warning adov:

Style FB3R  LABELIYASTER @ (800) 621-5808 www.labsimaster.com

@ oo B

117

VA AL L I L S A A SESe s



FREIGHT CHARGES ARE PREPAID ON TAI:IIS BILL OF LADING UNLESS MARKED COLLECT.

STRAIGHT BILL OF LADING

Zodoyz-Uv

Shipper No.
ORIGINAL--NOT NEGOTIABLE
Carrier No.
o1 o1 Dite 6/23/03
Page of
e (Name of carrier) (SCAC)
On Colect 6 Delivery shipmonts, the lotiors “COD™ must appaar belars consignoe’s name or as atherwise provided in ltem 430, Sec. 1. g:gm YOUR CDMPANY NAME
Tor AEA TECHNOLOGY QSA per
Consignee s YO(JR. STREET ADDRESS
treet
40 NORTH AVENUE CITY ST,
st o Sh AJE . ZIPCODE
city BUI'{LI'NG!'O}%lale MA Zip Gode 01803 YOUR 24 HOUR EMERGENCY NUMBER
24 hr. Emergency Contact Tel. No.
Vehicle
Route Number
) BASIC DESCRIPTON TOTAL QUANTITY WEIGHT CHARGES
No. vf Units HM Proper Shipping Name, Hazard Class, {Weight, Volume, (Subject to RATE (For Carrier
& Container Type Identification Number (UN or NA), Packing Group, per 172.101, 172.202, 172.203 Gallons, etc.) Correction) Use Only)

01 MODEL 650L CONTAINING:

o0l SOLBS | CLI§0

RQ RADIOACTIVE MATERIAL

TYPE B(U) PACKAGE,

CLASS 7, UN2916

Special Form,

IR-192

9250 GBq TILO0.S

USA/9269/B(U)-96 TYPE B

Yellow II Labels Attached

- SE.
PLACARDS TENDERED: YES 0 NO OO

Nota - (1) Where the rate is dependent on value, shippeers are required to state
he

hereby declare that the contents of this.
are fully and f

ADDHESS

specifically in writing the agreed or declared value of the property, as foliows: Tl
agreed or declared wvalue of the property is hereby speci alry stated by the shipper to described above by the proper shipping C.0.0. FEE:
not por oame and sre  cissried, packed, | (GOD Amt § PREPAID O
(2) Where the applicable lariff provisions specify a l|mramn of the carrier's liability §marked and labelled/placarded, and a're - COLWLECT O §
absent a release or a value declaration by the shipper and the shipper does not release ffin all respects in proper condition for
the carrier's llability or declare a value, the carrier's iability shall be limited to the extent p ding 1o i Stbject ta Section 7:0f ha ocstons, s shipmentis 1 ba defvered 1o the TOTAL
provided by such provisions. See NMFC "emﬂyg i = i and national g e s‘\;‘téﬁgn{ewurse on the consignor, ccnswgnurs all sign the | CHARGES: $
(3)Commedities requiring special or additional care or attention in handiing or s!owmg reqgulations.
mus! ba so marked and packaged as to ensure safe transportation. See section 2(e) ,,:T;nfg',:‘oe'a ﬁ%ﬁu;ﬁ;wﬁ,‘;ﬁ:ﬁf'v of this shipment without payment of FREIGHT CHARGES
of item 360, Bills of Lading, Freight Bills and Statements of Charges and Section 1(a) FREvsm' PAEPAID  Check box # charges
of the Contract Terms and Condttions for a list of such articles. g Tl o piteiy ot i

RECEIVED, subject to classifications and tariffs in affect on the date of the issue of this Bill of Lading,
the property described above in apparent good order, except as noted (contents and condition of con-
tents of packages unknowr), marked consigned, and destined as indicated above which said carrier
understoed throughout this contract as meaning any person or Corporation in
possession of the property under contract) agrees o carry 1o its usual place of deiivery at said dest-

tination and as to each party at any ime interested in all or any said property, that every service (o be
performed hereunder shall be subject 1o all the bill of lading terms and conditions in the governing clas-
sification on the date of shipment.

Shipper hereby certifies that he is familiar with all the bill of lading terms and conditions in the
governing classification and the said terms and condtions are hereby agreed 10 by the shipper and

nation, if on its route, otherwisé 1o defiver o another carrier on the route to sakd destination. It is mutu- acceplted for himself and his assigns.
ally ag:eedaslaaacncameroraloramcl said property over all or any portion of said route to des-
SHIPPER CARRIER
YOURNAME & TITLE
PER PER
DATE

Permanent post-office address of shipper

PRINTED ON RECYCLED PAPER frmntio wiw
USING SOYBEAN INK INK

STYLE F265-4 © 2002

LABELIASTER ® (800) 621-5808 www.labeimaster.com
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APPENIIX N

Sample 2
HAZARDOUS MATERIAL SHIPPING CERTIFICATION
FOR COMPANY VEHICLE TRANSPORTING IRIDIUM 182 SEALED SOURCES

SHIPPER® COMNSIGNEE™

Mo-Rad, Inc. Mo-Rad, Inc.

1234 Main Street 1234 Main Street

Anywhere, USA 20000 Anywhere, USA 20000

DATE" HUMBER OF TRANSPORT" INDEX CERTIFYING™
TERABEQUERELS (MR/HR @ 38 37 SIGMATURE
{CURIES)
5/01/88  |Metal Fabricators 1.9 (50) 0.4 John Jones
4321 Broad Street
Somewhere, USA
DESCRIPTION OF PIECES AND CONTENTS
RQ RADIOACTIVE MATERIAL - SPECIAL FORMMN.O.5. - UN 2974 - CLASS 7
IRIDIUR 182: 110 CURIES MAXIMUM
TYPE B CONTAINER - YELLOWV LABEL Il - TRANSPORT INDEX NOT TO EXCEED 1.0

AMERSHAM MODEL 660 AMERSHAM SHIP/CON MODEL | SPEC MODEL 150 SPEC SHIP/CON MODEL C-1
SERIES g50L
0O usamoazsn O usaygaesia(L 0 usA/B2E3E(LY [0 usasos/Bn

Thiz iz to cartify thaf the sbove named materals are propeny classiied, described, packaged, marked, labslad and ane in proper condifion for
transpartation according fo the appicable reguiafions of the DEPARTMENT OF TRANSPORTATION | (See certifying signalure above)

|
“Radicactive Yellow Il Label " - 0.5 to 50 mfhr on the surface of package and nat oves 1.0 mRhe al 38,37 from contalner. Yellow |l label doas
rod resguing vehicle placands, NOTE: Do not transport if suface of container is over 50 mihr andior over 1 mRhr at 3837 from comtainer.

Shipping papers musl be within reach of the diver when wearing a seat bell. Should the driver leawve the wehicle, the shipping papers ane (o be
left on the front seat of the diver 's side or in & box on the driver’ & side of the vehicle.

if @ rmotor vehicle accident occurs, it is required that an accident repor be filed with the DOT within 15 days. Geve no information reganding
radicactive ratenal 1o aryore prasent at the scene except polce o DOT o NRC officials.  Other information is to be obtained from the
Radiation Satety Officer

EMERGENCY TELEPHOMNE NUMBER - 1-800-000-0000

*  Substitute appropriate information for your device and shipment,
MNUREG - 1556, Vol. 2 MN-10
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Appendix O

Daily Maintenance Check of
Radiographic Equipment

120



Daily Maintenance Check of Radiographic Equipment

A. The radiographer or radiographer’s assistant shall perform a daily maicgertaeck of the exposure device
and related radiographic equipment. This inspection will be performed befordhesiaguipment on each
day the equipment is to be used. Report defective equipment to the RSO immedately aRempt to use
defective equipment. After the inspection, document the results of the inspection.

1. Inspect the survey meter for battery check, zero and operation. ielsaterlow, replace, then check for
operability. If not able to correct a problem with the survey meter, obtain amogter and start over.

2. Check survey meter with a check source (which should give a reading of milligmeLkor
with camera which should give a reading of millirem) as indicated on thenseterey
If reading is not acceptable, obtain another meter and start again.

Note: RSO or calibration vendor should determine the acceptable metergéadeach survey meter and post the
expected reading on each instrument. This reading shall be obtained and riatetare of calibration.

3. Inspect the remote-control radiographic equipment as follows:

Inspect the cables for cuts, breaks, and broken fittings.

Carefully inspect approximately one foot of the drive cable immediatelytoéixe male connector.
Take care not to introduce any dirt or dust on the drive cable during this inspectiontibnaddhe
previously mentioned items, the examination of the cable should look for any of tharigtiow

Excessive or uneven wearing;

Fraying;

Unraveling;

Nicks;

Kinks or bends;

Loss of flexibility (abnormal stiffness);

Excessive grit or dirt;

Stretching;

Inspect the crank unit for damage and loose hardware;

Check operation of the control for freedom of drive cable movement;

Inspect the guide tube for cuts, crimps, and broken fittings;

Survey for radiation levels and record readings. The radiation levels should be abantghe s
as those in the previous day's inspection, unless there has been a source change;
Check that all safety plugs are in place;

Inspect the exposure device for damage to fittings, lock, fasteners, arg éadokl
Check for any impairment of the locking mechanism.

4. Record the results of the daily inspection.
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Appendix P
Model Emergency Procedure
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Model Emergency Procedure
If the source fails to return to the shielded position or if any other emergency aalsitisation arises (e.g.,
vehicle accident, off-scale dosimeter, etc.)

e Immediately secure the area and post the restricted area at the 0.02 mSvémf2ymadiation
level; maintain continuous surveillance and restrict access to the szktarea.

e Notify the RSO and/or Management Personnel.
e Take no further actions until instructions are received from the RSO.

e Do not attempt source retrieval until the situation has been discussed with the 88€r or
knowledgeable personnel.

¢ Don't panic. Source retrieval can be performed with very little exposure whemlp@paned by
trained personnel.

¢ Notify the persons listed below of the situation, in the order shown.

Name* Work Phone Number* Home Phone Numbert

* Fill in with (and update, as needed) the names and telephone numbers of appropriate dergorthel
Radiation Safety Officer (RSO), or other knowledgeable licensee, $itaghsee's consultant, device
manufacturer) to be contacted in case of emergency. Update informatieceasary.

Follow the directions provided by the person contacted above.
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RSO and Licensee Management

Discuss emergency operating procedures, and ensure no operations are condutitecsitudition has been
discussed with and approved by the RSO or other knowledgeable staff, consultantgeomdevifacture.
Management should have access to emergency equipment to keep doses to radiodrAptrergmergency
equipment may include high range dosimeters, extra lead shielding, remgdedtc.

Notify local authorities as well as the agency as required. The agencyatmtfits required when sources or
devices containing licensed material are lost or stolen and when radioggapties or equipment are involved
in incidents that may have cause or threatens to cause an exposure in ek2¥ssoa-481-110dimits.

Reports to the agency must be made within the reporting time frames specifi@dAC5-481-1090,
12VAC5-481-1100, 12VAC5-481-111Gnd12VAC5-481-1120

Telephone natifications shall be made to the agency at (804) 864-8150 during normasimess hours (8
a.m. —4:30 p.m.). For immediate notifications after normal business hours, ttagency’s 24 hour
emergency telephone number is (804) 674-2400 or (800) 468-8892. ldentify the em@ry as radiological.
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